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Spotlights & Downlights

UNICO
recessed ceiling
%
=0
linear square linear square
44 52 62 70 74
SPIO
wall surface wall recessed recessed
<D
linear square 60 round
78 82 86 90
CAVO
recessed
<> D¢ & o /]
round square linear
96 100 100 104
SASSO
recessed - N
= = <> > - S L7
60 round 60 round
40 round 60 round sensor emergency light 60 square 100 round 100 square
108 116 120 124 124 134 122 136
semi-recessed . ] ceiling - m & g
- [ L
- —J
60/100 round  60/100 square 60/100round 60/100 square 60 round base 60 square base
140 150 142 152 160 160
suspended wall I.
e
60/100 round 60 round 60 direct 60 direct/indirect 100 direct 100 direct/indirect
156 G 156 aD 164 aD 164 a® 164 O 164
Bhs
recessed S @ @
80 flush 80 offset 100 flush 100 offset
168 172 172 174 174
MOVE IN
recessed

180

o4

32 round
184

o B

45 round
184

=i

32 round flex
186

8% =E

45 round flex 45 square
186 190
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TWIST SPADO
recessed recessed @ ©
recessed 100 round 150 round 150 square
194 196 200 202 202 202
SQUADRO
recessed track —_
e
ANAVAY]] ]
wallwasher wallwasher
208 212 216
BO
semi-recessed % surface %
32 45 55 32 45 55
222 226 226 226 226 226 226
\ \ [i i i
\ \
surface track
45 base 45 base 32 45 55
234 234 238 238 238 244
VARO
track
80 S 80/110
248 250 258
PABLO TULA
track suspended
basic/focus shutter/iris/gobo  colour tune multilens nano/micro
264 268 270 274 278 280 282
ARY
suspended
rod cable shade
288 290 296 296
TRACK ‘
3-phase
\ D D
high high round round
recessed surface suspended surface suspended surface suspended
300 305 306 306 307 307 308 308
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MITA
recessed ceiling
= ==
circle 160 circle square circle
314 316 320 326 330
COMBO VELA
recessed surface suspended
trim surface suspended
334 336 342 344 348
SONO
recessed @ surface @ @
loop
recessed surface surface
356 360 364 370
FLOW JANE DESO
surface semi-recessed suspended
surface
suspended
surface suspended
374 376 380 384 394 396
TASK H
surface @ / : suspended
round/ square/ round/ square/
acoustic acoustic ceiling acoustic acoustic suspended
400 404 416 424 410 420 428
suspended wall f free standing §
S suspended wall free standing square table
432 436 440 446 452
BETO SETA
suspended free standing suspended
circle suspended free standing suspended
460 464 470 476 484 486
LENO
recessed surface suspended
semi-recessed /4 Y —
trim trimless semi-recessed surface suspended
490 492 492 496 500 504
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MINIMAL FRAME CANYON
recessed Y — recessed VA recessed [————
trimless trim trim offset
60/100 40/60/100 60
508 510/512 516 518/520/522 526 528
MINO BASO
surface/ E recessed
suspended trim %& %
40/60/100 60 60
532 534/544 /552 556 558 564
TUBO
surface suspended
— O
60 100 60
568 572 576 572
INO . MINO
suspended = CIRCLE suspended
D <> I —__
suspended/
circle square acoustic
580 584 590 594 598
LITO SONIC
suspended suspended @
suspended/ free standing/
60 acoustic acoustic
610 612 616 618 624
LINEA HEX-O
wall ceiling %
\ ceiling/ suspended/
wall acoustic acoustic
632 634 638 642 646
MUSE STRETTA
acoustic surface
suspended
double light light/ baffle
654 658 664 670
CORNER RECOVER
surface [E wall
==
surface wall
676 678 682 686
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MOVE IT 25 ‘
recessed i i
surface % % i r g § QE @ W W
suspended % % % %
258 recessed 258 surface 258 suspended 25 recessed 25 surface 25 suspended
694 701 702 702 705 706 706
MOVE IT 45 ‘
recessed @
surface \j ( é
suspended @ @
45 recessed 45 surface 45 suspended insets
778 785 786 786 790
TASK
suspended acoustic
S suspended circle angular inlay
808 812 820 826 820/ 826
BETO
ceiling suspended
/I ——
ceiling curve ceiling suspended curve susp.
834 838 838 838 838
SETA
ceiling suspended
) IS
ceiling suspended
850 854 854
LENO
recessed surface suspended
semi-recessed pa
trim trimless semi-recessed surface
858 862 866 870 874
MINIMAL
recessed
trimless A ——— /
60 100
878 880 882
FRAME CANYON
recessed recessed
trim / trim offset [T—————
40 60 100 60
888 890 892 898 902 904
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MINO
ceiling
40 60 60 curve 100
908 912 914 916 928
suspended
40 60 60 curve 100
912 914 916 928
BASO
recessed surface
trim %} %
60 60
934 936 940
TUBO
surface suspended
| V
60 100 60 100
948 952 954 952 954
LINEA
wall
wall
958 960
Controls
DALI-2 Professional Casambi DIN rail
control building components
management O
CAS/ MBI _ —
TR 5[0 O ==
O
970 976 978 980
Know-
How
e
18
982
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Product Index

A

PAGE
ARY cable suspended 296
ARY rod suspended 290

PAGE
BASO 60 IP54 surface 564
BASO 60 IP54 surface system 940
BASO 60 IP54 trim 558
BASO 60 IP54 trim system 936
BETO circle suspended 464
BETO free standing 476
BETO suspended 470
BETO linear ceiling system 838
BETO linear suspended system 838
BETO curve ceiling system 840
BETO curve suspended system 840
BETO s-line ceiling system 840
BETO s-line suspended system 840
BO 32 semi-recessed 226
BO 32 surface 226
BO 32 intrack 238
BO 45 base surface 234
BO 45 semi-recessed 226
BO 45 surface 226
BO 45 intrack 238
BO 55 semi-recessed 226
BO 55 surface 226
BO 55 intrack 238
BO 55 track 244
BO 70 track 244

PAGE
CANYON 60 trim offset 528
CANYON 60 trim offset system 904
CAVO linear 104
CAVO round 100
CAVO square 100
COMBO trim 336
CORNER surface 678

PAGE
DESO suspended 396

F

M

PAGE PAGE

FLOW surface 376 MINIMAL 60 trimless 510

FRAME 40 trim 518 MINIMAL 60 trimless system 880

FRAME 40 trim system 890 MINIMAL 100 trimless 512

FRAME 60 trim 520 MINIMAL 100 trimless system 882

FRAME 60 trim system 892 MINO 40 surface 534

FRAME 100 trim 522 MINO 40 ceiling system 912

FRAME 100 trim system 898 MINO 40 suspended 536

MINO 40 suspended system 912

MINO 60 CURVE ceiling system 916

MINO 60 CURVE suspended system 916
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H MINO 60 ceiling system 914
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PAGE MINO 60 suspended system 914
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HEX-O suspended 646 MINO 100 ceiling system 928
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MINO 100 suspended system 928
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MINO CIRCLE suspended 598
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MITA circle 160 recessed 314

PAGE MITA circle 240/450 recessed 320

INO circle suspended 584 MITA circle ceiling 330

INO square suspended 590 MITA square recessed 326

MOVE IT 25 S system 700

» JUST 32/45/55 spotlight inset 710

¢ PIVOT graphic light inset 720
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MOVE IT 25 system 752
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LENO surface 500 * TULA decorative light inset 742

LENO surface system 874 * PAL decorative light inset 748

LENO suspended 504 * w201 Extra small pendant 752

LENO suspended system 876 * SPOT LINE/OPAL linear inset 754
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LENO trim system 862 * ACOUSTIC elements 772
LENO trimless 492

LENO trimless system 866 MOVE IT 45 system 784

LINEA wall 634 ¢ OPAL/MICROPRISMATIC linear inset 790

LINEA wall system 960 * L1 -6 linear inset 45 792

LITO 60 suspended 612  L10 office linear inset 45 793

* L24 office linear inset 45 793

« JUST 45/55 spotlight inset 802

* ACOUSTIC elements 806

MOVE IN 32 round flex recessed 186

MOVE IN 32 round recessed 184

MOVE IN 45 round flex recessed 186

MOVE IN 45 round recessed 184

MOVE IN 45 square recessed 190

MUSE double light suspended 658

MUSE light / baffle suspended 664

P
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PABLO colour tune track 274
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PABLO iris track 270
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PAGE
RECOVER wall 686
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SASSO 40 round recessed 116
SASSO 60 base ceiling 160
SASSO 60 round recessed 120
SASSO 60 round semi-recessed 140
SASSO 60 round ceiling 142
SASSO 60 round emergency light 124
SASSO 60 round sensor 124
SASSO 60 round suspended 156
SASSO 60 square recessed 134
SASSO 60 square semi-recessed 150
SASSO 60 square ceiling 152
SASSO 100 round recessed 122
SASSO 100 round semi-recessed 140
SASSO 100 round ceiling 142
SASSO 100 round suspended 156
SASSO 100 square recessed 136
SASSO 100 square semi-recessed 150
SASSO 100 square ceiling 152
SASSO PRO 80 flush recessed 172
SASSO PRO 80 offset recessed 172
SASSO PRO 100 flush recessed 174
SASSO PRO 100 offset recessed 174
SETA suspended 486
SETA suspended system 854
SONIC free standing 624
SONIC suspended 618
SONO flex trim 360
SONO IP54 surface 364
SONO loop IP54 surface 370
SONO surface 364
SPADO 100 round recessed 202
SPADO 150 round recessed 202
SPADO 150 square recessed 202
SPIO 60 round recessed 90
SQUADRO wallwasher recessed 212
SQUADRO wallwasher track 216
STRETTA surface 672
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TASK acoustic elements 456
TASK ceiling 424
TASK free standing 440
TASK round surface 404
TASK round suspended 410
TASK angular suspended 826
TASK circle suspended 820
TASK S suspended 432
TASK S suspended system 812
TASK square free standing 446
TASK square surface 416
TASK square suspended 420
TASK suspended 428
TASK table 452
TASK wall 436
TRACK 3-phase recessed 305
TRACK 3-phase surface 306
TRACK 3-phase suspended 306
TRACK 3-phase high surface 307
TRACK 3-phase high suspended 307
TRACK 3-phase round surface 308
TRACK 3-phase round suspended 308
TUBO 60 surface 572
TUBO 60 surface system 952
TUBO 60 suspended 572
TUBO 60 suspended system 952
TUBO 100 surface 576
TUBO 100 surface system 954
TUBO 100 suspended 576
TUBO 100 suspended system 954
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UNICO linear ceiling 70
UNICO square ceiling 74
UNICO square recessed 62
UNICO wall surface 78
UNICO wall recessed 82
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VARO 80 S track 250
VARO 80 track 258
VARO 110 track 258
VELA surface 344
VELA suspended 348
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Lighting
without
Imits

xal.com

EN |t all begins with a passion for light. For more than 30 years, XAL
has been working with lighting designers and architects to develop
custom luminaires of the highest technical standard, which impress
with their style and aesthetics. There is always one goal: to push the
boundaries of the technically feasible, enabling visionary designs. We
can meet this challenge because our employees in our design labs
as well as in our production and sales locations around the world de-
liver top performance. Being on-site for our customers is essential
for mutual success. Thanks to organisational efficiency and high in-
house production depth, we can tailor our response to the needs of
our customers and continuously expand our existing product portfo-
lio. Meeting seemingly impossible challenges is our daily motivation
and inspiration. From novel concept to luminaire innovation: a path
created by crossing borders. Lighting without limits.

DE Alles beginnt mit der Leidenschaft flir Licht. Seit tiber 30 Jahren
entwickelt XAL gemeinsam mit Lichtdesignerinnen und Architektin-
nen individuelle Leuchten auf dem hochsten Stand der Technik, die
zudem durch Stil und Asthetik tiberzeugen. Immer mit einem Ziel:
die Grenzen des technisch Machbaren zu liberschreiten und da-
durch visionare Entwirfe zu ermoéglichen. Das gelingt, da unsere
Mitarbeiterlnnen in unseren Design-Labs sowie Produktions- und
Vertriebsstandorten auf der ganzen Welt Hochstleistungen erbrin-
gen. Vor Ort fir unsere Kundlnnen da zu sein ist grundlegend fiir
gemeinsame Erfolge. Dank organisatorischer Effizienz und einer ho-
hen inhouse Fertigungstiefe kdnnen wir individuell auf die Bedlrfnis-
se unserer Kundlnnen eingehen und unser bestehendes Produkt-
portfolio laufend erweitern. Scheinbar unmdéglichen Anforderungen
zu begegnen ist fir uns taglich Antrieb und Inspiration. Vom neuarti-
gen Konzept zur Leuchteninnovation: ein Weg, der durch Grenziiber-
schreitung entsteht. Lighting without limits.

Aertssen Logistics Beveren, BE
Architecture by Mertens Architecten
Lighting and Interior Design by Eef Debeuf p. 18

The Gherkin London, UK
Architecture by Foster + Partners
Lighting Design by Zoe Faulkner, Troup Bywaters + Anders p. 24

Chanel Paris, FR
Architecture by ORY Architecture
Lighting Design by Distylight p. 30

Press Glass Headquarters Konopiska, PL
Architecture by Tomasz Konior, Konior Studio p. 36

11
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Design Lab

EN Light and design merge in our Barcelona
Creative Lab (BCL). The location is in close
contact with the XAL Competence Center
(XALcc) in Graz - two worlds that inspire
and complement each other. Our employees
research and extrapolate trends and develop
concepts at the highest level of lighting tech-
nology. We work with international lighting
designers and architects, continually striving
to explore boundaries and make challenging
designs possible. Courage and openness

are our Design Lab’s values that generate
ground-breaking innovations.

DESIGN @
Goobp
AWARD = DESIGN
2020
reddot winner 2020

DE |n unserem Barcelona Creative Lab (BCL)
verschmelzen Licht und Design. Der Standort
steht in engem Austausch mit dem XAL Com-
petence Center (XALcc) in Graz — zwei Wel-
ten, die einander inspirieren und ergénzen.
Unsere Mitarbeiterinnen erforschen Trends,
denken diese weiter und entwickeln Konzepte
auf dem hochsten Stand der Lichttechnik.
Dazu arbeiten wir mit internationalen Lichtde-
signerinnen und Architektlnnen zusammen,
im standigen Bestreben, Grenzen auszuloten
und herausfordernde Entwiirfe méglich zu
machen. Mut und Offenheit sind die Werte

in unserem Design Lab, die wegweisende
Innovationen hervorbringen.

GERMAN
DESIGN
é fincs  DESIGN
SHORTLISTED 2019 PLUS

Research &
Engineering

EN Qur Competence Center provides the
laboratory infrastructure needed to turn
bold ideas into revolutionary products.
Design prototypes are gradually per-
fected up to the assembly test at XAL
HQ in terms of technology, economy,
and design. As all relevant development,
testing, and manufacturing process-

es are carried out in-house, we can
implement custom designs and meet
unique customer requirements quick-

ly and flexibly. The results speak for
themselves. We have over 70 registered
patents worldwide and a continuously
growing product portfolio that delivers
exceptional performance.

DE Unser Kompetenzzentrum bietet die
Labor-Infrastruktur, die es braucht, um
aus kihnen Ideen revolutiondre Produk-
te zu machen. Im XAL HQ werden die
Design-Prototypen bis zum Montagetest
schrittweise technologisch, wirtschaft-
lich und gestalterisch perfektioniert.
Indem alle relevanten Entwicklungs-,
Priif- und Fertigungsprozesse inhouse
durchgefiihrt werden, kdnnen wir auch
Sonderanfertigungen und spezielle
Kundenwiinsche schnell und flexibel
umsetzen. Die Ergebnisse sprechen

flr sich: Uber 70 angemeldete Patente
weltweit und ein laufend wachsendes
Produktportfolio, das AuBergewdhn-
liches leistet.

In-house Manufacturing

EN We are certain that the highest quality
and flexibility can only be achieved through
in-house expertise along the value chain.
That is why we manufacture almost exclu-
sively in-house with state-of-the-art produc-
tion technologies, at our own locations in
Austria, Slovenia, and the USA. Every step is
carried out in our modern production facili-
ties — from electronics production, turning,
milling, laser engraving, and die-casting to
the final powder coating and finishing. This
grants us maximum quality control, even for
one-off and bespoke products and allows
us to react with agility to customer require-
ments.

DE Wir sind Uberzeugt, dass hochste Quali-
tat und Flexibilitat nur durch eigene Kom-
petenz entlang der Wertschdpfungskette

zu erreichen sind. Daher produzieren wir
nahezu ausschlieBlich inhouse mit moderns-
ten Fertigungstechnologien, an eigenen
Standorten in Osterreich, Slowenien und
den USA. Von der Elektronikfertigung tiber
Drehen, Frasen, Lasergravur und Druckguss
bis zur abschlieBenden Pulverbeschichtung
und Endfertigung wird jeder Arbeitsschritt
in eigenen modernen Produktionsstatten
erledigt. So haben wir auch bei Einzel- und
Sonderanfertigungen maximale Qualitats-
kontrolle und kénnen flexibel auf Kunden-
wiinsche reagieren.

xal.com 13

Quality Labs

EN Qur many years of LED know-how
ensure top workmanship throughout

the entire production process. LEDs are
subjected to a precise spectrometric
analysis on delivery. Extensive quality
tests are carried out in all areas, from
PCB production on the optimum produc-
tion line, in the high-end ESD assembly
areas, to the finished product. XAL's light
laboratory uses near-field goniophoto-
meters to measure whether luminous
flux and light distribution meet the re-
quirements. All luminaires are tested for
their electromagnetic compatibility in the
EMC chamber. The exact measurement
of the colour temperature and efficiency
of the luminaire is also essential. This

is how we optimise each product for its
specific application.

DE Unser langjahriges LED-Know-how
sichert héchste Verarbeitungsqualitat im
gesamten Produktionsprozess. Bereits
beim Wareneingang werden LEDs einer
prazisen, spektrometrischen Analyse
unterzogen. Umfangreiche Qualitats-
tests erfolgen in allen Bereichen, von
der Platinenfertigung auf der jeweils
optimalen Fertigungslinie, in den High-
End-ESD-Assembly-Bereichen, bis zum
fertigen Produkt. Im XAL-Lichtlabor
messen wir mittels Nahfeld-Goniophoto-
meter, ob Lichtstrom und Lichtverteilung
den Anforderungen entsprechen. In der
EMV-Kammer werden alle Leuchten

auf ihre elektromagnetische Vertrag-
lichkeit gepriift. Die exakte Messung
von Farbtemperatur und Wirkungsgrad
der Leuchte ist ebenfalls essentiell. So
optimieren wir jedes Produkt fiir seinen
individuellen Einsatzbereich.

W MA|
0«7@\13(\0/7 y%; SR NAgy,

5,
e
&
Pt
150 4,
%,
b
</
&
Azant®

\nternat
Yopezips
ENVIRg,

@
o
-
'
(=3
(=3
-
()
\J

'
1“4
=
=]
-

9001



14 XAL 22

Customised
Solutions

EN Some visions fill space; others cre-
ate it. Even the most extensive product
portfolio cannot always meet a design’s
specific requirements. That is why we
work with you to develop bespoke light-
ing solutions that are precisely tailored
to the architectural and aesthetic needs
of your project. Depending on the size
of the project, we implement both minor
adaptations to existing XAL products and
designs of completely new innovations.

DE Manche Visionen nehmen Raum

ein — andere erschaffen ihn. Selbst

das groBte Produktportfolio kann nicht
immer die spezifischen Anforderungen
eines Entwurfs erflllen. Daher entwi-
ckeln wir gemeinsam mit Ihnen indivi-
duelle Lichtlésungen, die sich exakt an
die architektonischen und &sthetischen
Erfordernisse lhres Projekts anpassen.
Abhéangig von der ProjektgroBe realisie-
ren wir sowohl kleine Anpassungen an
bestehenden XAL-Produkten als auch
komplette Neuentwicklungen.

Acoustic
Planning

EN A quiet working environment boosts con-
centration, reduces errors, and improves the
efficiency and quality of work. Whether for a
new construction or acoustic retrofitting, our
room-acoustics experts help you with tailored
and standard-compliant acoustic planning. We
have different methods for this, from simple
calculations to 3D simulations with realistic
soundwave propagation to exact on-site sound
measurements. We create a holistic lighting
and acoustic concept in close coordination
with you and our lighting design team. This
delivers the best balance between lighting,
ambience, and room-acoustic conditions.

DE Ein ruhiges Arbeitsumfeld erhéht die Kon-
zentration, reduziert Fehler und steigert die
Effizienz und Qualitat der Arbeit. Ob Neubau
oder akustische Nachriistung: Unsere Raum-
akustik-Expertinnen unterstiitzen Sie bei der
individuellen und normgerechten Akustikpla-
nung. Dazu arbeiten wir mit unterschiedlichen
Methoden: von der einfachen Berechnung
Uber 3D-Simulationen mit realistischer Schall-
wellen-Ausbreitung bis zu exakten Vor-Ort-
Schallmessungen. In enger Abstimmung mit
lhnen und unserem Lichtplanungsteam er-
stellen wir ein ganzheitliches Licht und Akus-
tikkonzept. So kdnnen wir die beste Balance
zwischen Beleuchtung, Ambiente und raum-
akustischen Bedingungen schaffen.

Sustainability

EN As a company, we see ourselves as part

of a larger whole to which we are committed
- now, and for a future worth living. Climate
protection has always been a focus of our
work, not only because our products can
make a significant contribution to improving
our customers’ environmental footprint but
also because we are continuously reducing
our emissions, for example by setting up and
using our own photovoltaic systems, climate-
conscious business travel management, and
switching to e-mobility. Social responsibility
is just as important to us as ecological re-
sponsibility, which is why we have anchored
sustainability as a fundamental principle of
our actions across all organisational levels. In
2019 we joined the UN Global Compact initi-
ative whose principles guide our interactions
with each other and our communities, our
supply chain management, and our resource
strategies. We believe our actions and our
products’ lifecycles must be traceable and
transparent, which is why we welcome the
continuous tightening of ecodesign standards
at the EU level, such as most recently the new
EPREL requirements. Among other initiatives,
we make our ISO certification for environmen-
tal management, our corporate social respon-
sibility ranking conducted by EcoVadis, and an
increasing number of environmental product
declarations available to our stakeholders.
This is what we do to help improve the quality
of life for everyone.

WE SUPPORT

ecovadis

Sustainability
Rating

oo
2021 >

DE Wir begreifen uns als Unternehmen als

Teil eines groBeren Ganzen, dem wir ver-
pflichtet sind - jetzt und firr eine lebenswerte
Zukunft. Ein Schwerpunkt unserer Arbeit war
schon immer der Klimaschutz: Nicht nur, weil
unsere Produkte einen wesentlichen Beitrag
zur Verbesserung der Klimabilanzen unserer
KundInnen leisten konnen, sondern auch, weil
wir unsere eigenen Emissionen kontinuierlich
reduzieren, etwa durch die Errichtung und Nut-
zung eigener Photovoltaikanlagen, ein klima-
bewusstes Dienstreisemanagement und

den Umstieg auf E-Mobilitat. Genauso wichtig
wie okologische sind fiir uns gesellschaftliche
und soziale Verantwortung, weshalb wir Nach-
haltigkeit als ein Grundprinzip unseres Han-
delns auf allen Organisationsebenen verankert
haben. 2019 sind wir der UN Global Compact-
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Initiative beigetreten, an deren Prinzipien wir
unseren Umgang miteinander und mit unserem
Umfeld, unser Lieferkettenmanagement und
unsere Ressourcenstrategien ausrichten. Wir
glauben daran, dass unser Handeln und der
Lebenszyklus unserer Produkte nachvollzieh-
bar und transparent sein miissen, weshalb wir
die kontinuierliche Erhéhung der Okodesign-
Standards auf EU-Ebene wie zuletzt die neuen
EPREL-Anforderungen begriiBen. Unseren
Stakeholderlnnen stellen wir unter anderem
unsere ISO-Zertifizierung fir Umweltmanage-
ment, unser von EcoVadis durchgefiihrtes
Corporate Social Responsibility-Ranking und
immer mehr Umweltproduktdeklarationen zur
Verfligung; das ist unsere Arbeit im Zeichen
unser aller Lebensqualitat.

Years Guarantee
Jahre Garantie

Guarantee

EN We trust our products. You can too.
Guaranteed. XAL luminaires are manufac-
tured to meet the highest standards. Today,
tomorrow, and in five years' time. Since we
are certain of this thanks to state-of-the-art
development and production processes and
sustainable technologies, you will auto-
matically enjoy our 5-year guarantee.

DE Wir vertrauen unseren Produkten. Das
konnen Sie auch. Garantiert. XAL-Leuchten
werden gefertigt, um hdchsten Anspriichen
zu geniigen. Heute, morgen und in finf
Jahren. Da wir uns dessen dank modernster
Entwicklungs- und Produktionsprozesse
und nachhaltiger Technologien sicher sind,
genieBen Sie automatisch unsere 5-Jahres-
Garantie.
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Support across all project phases

EN Planning a lighting system is often
complex. Benefit from our many years of
experience in modern lighting systems
and use XAL'’s lighting planning service
for your complete bespoke solution. Our
internal planning department supports
you with lighting planning and luminaire
selection, as well as with choosing the
right control system. We help you with
the installation and commissioning

of your lighting system. This includes
expert installation and programming of
all luminaires so you can manage them
centrally right away. We also provide
RELUX, DIALux, and REVIT support, as
well as installation videos and after-sales
services. We are pleased to offer you

a webchat on xal.com to answer your
enquiries even better and faster.

DE Die Planung einer Beleuchtungsan-
lage ist oftmals eine komplexe Aufgabe.
Profitieren Sie von unserer langjéhrigen
Erfahrung im Lichtbereich mit modernen
Lichtsystemen und nutzen Sie das XAL-
Lichtplanungsservice fir Ihre individuelle
Komplettldsung. Unsere interne Plan-
ungsabteilung unterstiitzt Sie bei der
Lichtplanung, Auswahl der Leuchten so-
wie bei der Entscheidung fiir das richtige
Steuerungssystem. Wir helfen Ihnen bei
der Montage und Inbetriebnahme Ihrer
Beleuchtungsanlage. Das beinhaltet die
fachkundige Installation und Program-
mierung samtlicher Leuchten, sodass Sie
diese sofort zentral verwalten kénnen.
Dariiber hinaus bieten wir Ihnen RELUX-,
DIALux- und REVIT-Unterstiitzung sowie
Montagevideos und After Sales Services.
Wir freuen uns, lhnen auch einen Web-
chat auf xal.com anbieten zu kénnen, um
lhre Anfragen noch besser und schneller
beantworten zu kénnen.

Digital Services Solution

EN Get the most out of your building with a
lighting system that thinks for itself. Whether
you want to reduce your energy consump-
tion or create a healthy room atmosphere
using modern sensor technology, our XAL
Digital-Service-Solutions team can help you
develop a customised lighting control system
or integrate our luminaires into an existing
building management system. We accompa-
ny you from the selection of the appropriate
control system to programming and commis-
sioning, as well as evaluation of building data
to optimise building utilisation and energy
consumption.

DE Holen Sie das meiste aus Ihrem Gebaude
heraus: mit einer Beleuchtungsanlage, die mit-
denkt. Ob Sie lhren Energieverbrauch senken
oder eine gesunde Raumatmosphdare schaffen
wollen und dabei moderne Sensorik nutzen
mdchten, unser XAL Digital-Service-Solutions
Team unterstiitzt Sie bei der Entwicklung
einer maBgeschneiderten Lichtsteuerung
oder integrieren unsere Leuchten in ein be-
stehendes Gebaudemanagementsystem. Wir
begleiten Sie von der Auswahl des passenden
Steuerungssystems bis zur Programmierung
und Inbetriebnahme sowie Auswertung der
Gebaudedaten zur Optimierung der Gebaude-
nutzung und des Energieverbrauchs.

Around the world

EN We are always near you. Our international
sales offices enable us to work with lighting
designers and architects all over the world.
The international exchange and shared
passion for light have shaped the cosmopol-
itanism that characterises XAL. Today we
develop and produce innovative luminaires
on three continents and supply our custom-
ers worldwide.

AUSTRIA, XAL GmbH
Graz

Klagenfurt

Leonding

Thaur

Vienna

BELGIUM, XAL
Kortrijk

CHINA, XAL
Hong Kong

FINLAND, XAL Finland Oy
Helsinki

FRANCE, XAL Sarl
Lyon
Paris

GERMANY, XAL GmbH
Berlin

Cologne

Frankfurt

Hamburg

Munich

Stuttgart

DE Wir sind vor Ort fir Sie da. Unsere inter-
nationalen Vertriebsbiiros erméglichen es
uns, mit Lichtplanerlnnen und Architektlnnen
auf der ganzen Welt zusammen zu arbeiten.
Der internationale Austausch und die geteilte
Leidenschaft fir Licht haben jene Weltoffen-
heit gepragt, die XAL auszeichnet. Heute
entwickeln und produzieren wir innovative
Leuchten auf drei Kontinenten und beliefern

unsere Kundinnen weltweit.

INDIA, XAL Pvt. Ltd.
Pune

ITALY, XAL Srl
Bolzano

NETHERLANDS, XAL B.V.
Amsterdam

NORWAY, XAL AS
Oslo

POLAND, XAL Sp. z.0.0.
Warsaw

SLOVAKIA, XAL Eastern Europe k.s.

Bratislava

SPAIN, XAL lluminacion S.L.
Barcelona
Madrid

SWEDEN, XAL AB
Stockholm

xal.com

SWITZERLAND, XAL Schweiz GmbH
Basel

Bern

Lausanne

Lucerne

Zirich

UNITED ARAB EMIRATES, XAL DMCC
Dubai

UNITED KINGDOM, XAL Ltd.
London

USA, XAL Inc.
New York
Oxford

All contacts:
xal.com/location

17
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Discreet lighting

EN A futuristic building is reminiscent of a
modern boat, in an industrial environment. A
unique contrast. The chosen lighting system is
as unique as the building itself. It is so powerful
that it was used for much of the interior, across
various ceiling heights. A further requirement
was that no lighting fixtures should be visible
from the outside through the transparent
fagade. Nothing should distract from the build-
ing’s beauty. A luminaire was needed that was
small, beautifully designed, and yet met the
demands for high light quality in an office en-
vironment. In addition, the desire was to use a
single luminaire model to create unity between
the areas on the different floors. The UNICO
downlight was the right solution as it meets all
the requirements. It is almost invisible and so
powerful that UNICO was used for different
ceiling levels such as the entrance hall with a
ceiling height of over five metres and for the
general office spaces.

Aertssen Logistics Beveren

DE Ein futuristisches Gebaude, das an ein
modernes Schiff anmutet, in einer industriel-
len Umgebung. Ein Kontrast, der einzigartig
ist. Das gewéhlte Beleuchtungssystem ist
ebenso ein Unikat wie das Gebaude - so
leistungsstark, dass es flr den GroBteil des
Innenraums fiir verschiedene Deckenhéhen
eingesetzt wurde. Die Anforderung dariiber
hinaus war, dass keine Beleuchtungskdrper
von auBen durch die transparente Fassade

zu sehen sein sollten. Nichts soll von der
schonen Form des Gebaudes ablenken. Der
Anspruch war, eine Leuchte zu wahlen, die
klein ist, ein schones Design hat und dennoch
den Anforderungen an eine hohe Lichtquali-
tat in einer Bliroumgebung gerecht wird.
Darlber hinaus war es der Wunsch, mit ein
und derselben Leuchte eine Einheit zwischen
den Bereichen auf den verschiedenen Etagen
zu schaffen. Die Lésung dafiir wurde mit dem
Downlight UNICO gefunden. Es erfiillt alle
Anforderungen: Nahezu unsichtbar und so
leistungsstark, dass UNICO fir unterschied-
liche Deckenebenen wie die Eingangshalle mit
einer Héhe von mehr als flinf Metern und fir
die allgemeinen Burordaume eingesetzt wurde.

Aertssen Logistics
Beveren, BE

Architecture by
Mertens Architecten

Lighting and Interior Design by
Eef Debeuf

UNICO
MINO circle
MOVE IT 25 system

xal.com/aertssen
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“As interior designers, our job is to craft

an environment that makes people feel
comfortable. Lighting in particular plays
a major role in this.”

Eef Debeuf, Interior Designer

xal.com/aertssen

21
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xal.com/aertssen

Aertssen Logistics

Beveren, BE -

by Mertens Architecten with lighting and
interior design by Eef Debeuf

23
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Ilconic lighting

EN The Gherkin, designed by Foster +
Partners, is a fantastic example of how light
can highlight a building’s architecture. The
dazzling glass-fronted skyscraper is one of
London’s most distinctive landmarks. Lighting
and architecture were to merge into one
concept: bold, adaptable, and timeless. Each
illuminated curve in the ceiling is a bespoke
profile system, adapted to precise dimensions
and angles. Visitors entering the building are
greeted by a homogeneous illuminated imprint
of the iconic building structure.

The Gherkin London

DE The Gherkin, entworfen von Foster + Part-
ners, ist ein fantastisches Beispiel dafiir, wie
man Licht einsetzen kann, um die Architektur
eines Gebaudes hervorzuheben. Der schillern-
de Wolkenkratzer mit Glasfront gehort zu den
markantesten Wahrzeichen Londons. Beleuch-
tung und Architektur sollten zu einem Konzept
verschmelzen: gewagt, anpassungsfahig und
zeitlos. Jede einzelne beleuchtete Kurve in der
Decke ist ein maBgeschneidertes Profilsys-
tem, das an genaue Dimensionen und Winkel
angepasst wurde. Besucherlnnen sehen beim
Betreten des Gebaudes einen beleuchteten
Abdruck der ikonischen Gebaudestruktur.

The Gherkin
London, UK

Architecture by
Foster + Partners

Lighting Design by
Zoe Faulkner,
Troup Bywaters + Anders

FRAME customised
SASSO 60

xal.com/gherkin






xal.com/gherkin

“The building is the focus, and the custom
lighting serves as a tool, in a sense, to show-
case this iconic building.”

Zoe Faulkner, Troup Bywaters and Anders

29
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A wonderful place

EN Home to a banking institution for almost
seventy years and an office building from the
late 1980s onwards, the imposing building

on Rue Cambon in Paris is now undergoing a
complete reinvention. The biggest challenge is
expressing a large French luxury institution’s
brand image while giving consistency to the
whole place. Light is the interior’'s common
central theme. The lighting designers’ goal
was to choose lighting that is both discreet
and as efficient as possible. The atrium’s
height and magnificent staircase, its volume,
and natural light pose a real challenge. The
light had to blend in harmoniously to maintain
this beautiful calm and create a pleasant at-
mosphere. The spotlights’ colour temperature
in the sleek MOVE IT 25 system was adapted
to each of the six floors’ heights to achieve
balance between natural and artificial light.

Chanel Paris

DE Nahezu siebzig Jahre lang Sitz eines Bank-
instituts, ab Ende der 80er-Jahre ein Biiro-
gebdude, erféhrt das imposante Gebaude in
der Rue Cambon in Paris nun eine komplette
Neuerfindung. Die groBte Herausforderung
besteht darin, das Markenimage eines groBen
franzésischen Luxushauses zum Ausdruck

zu bringen und gleichzeitig dem ganzen Ort
Konsistenz zu geben. Licht ist fur das Interior
der rote Faden. Ziel der Lighting Designer war
es, eine Beleuchtung zu wahlen, die einerseits
diskret und gleichzeitig so effizient wie mdglich
ist. Das Atrium mit seiner Héhe und der pracht-
vollen Treppe, dem Volumen und dem natir-
lichen Licht stellt dabei eine echte Herausfor-
derung dar. Das Licht musste sich harmonisch
einfligen, um diese schéne Ruhe zu behalten
und eine angenehme Atmosphére zu schaffen.
Die Farbtemperatur der Strahler im schlichten
Stromschienensystem MOVE IT 25 wurden an
jede Hohe der sechs Etagen angepasst, um
eine homogene Balance zwischen natirlichem
und kiinstlichem Licht zu erreichen.

Chanel
Paris, FR

Architecture by
ORY Architecture

Lighting Design by
Distylight

MOVE IT 25 system

xal.com/chanel
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“Light is something that can add a
transcendental quality to the project.”

Johan Sustrac, CEO Distylight
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Distinctive

EN The goal for Press Glass headquarters —

a leader in the European hybrid window
industry — was to create a workplace that is
environmentally conscious and benefits in
many ways from the beautiful landscape. This
idea is reflected in room design, geometry,
materials, and lighting. The glass fagcade
running along the outer perimeter of the
building, paired with the courtyard facade,
floods the interior with natural light and draws
the green landscape into the office spaces.
The atmosphere resembles a secluded forest
cabin, which is associated with tranquillity and
a focused mind, stimulating creative thinking.
Dark, elegant furnishings and subtle interi-

or lighting bring a warm touch to the social
spaces. The MOVE IT system’s slender design
delivered an exceptionally smooth and seam-
less lighting implementation into the concept.
This subtle and simple aesthetic helps realise
the owners’ vision of a distinctive building.

DE Ziel flr das Press Glass Headquarters —
einem filhrenden Unternehmen in der européi-
schen Kombifensterindustrie — war es, einen
Arbeitsplatz zu schaffen, der naturbewusst ist
und die Schonheit der umgebenden Land-
schaft aufnimmt. Diese Idee spiegelt sich in
Raumgestaltung, Geometrie, Materialien und
Beleuchtung wider. Die um den AuBenumfang
des Gebaudes verlaufende Glasfassade,
gepaart mit der Innenhoffassade, flillt den
Innenraum mit natirlichem Licht und bringt die
griine Landschaft in die Blirordume. Die Atmo-
sphare dhnelt einer abgelegenen Waldhiitte,
was man mit Ruhe sowie fokussiertem Geist
verbindet und damit kreatives Denken anregt.
Dunkle, elegante Einrichtungsmaterialien

und dezente Innenbeleuchtung bringen eine
warme Note in die Sozialrdume. Das schlanke
Design des MOVE IT Systems ermdglicht eine
sehr flieBende und nahtlose Implementierung
der Beleuchtung in das Konzept. Diese subtile
und zuriickhaltende Asthetik unterstiitzt bei
der Umsetzung der Vision der Eigentiimer-
Innen dieses unverwechselbaren Gebaudes.

Press Glass Headquarters Konopiska

Press Glass Headquarters
Konopiska, PL

Architecture by
Tomasz Konior, Konior Studio

MOVE IT 25/ 45 system
SASSO 60
MINO 40

xal.com/pressglass
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“l cannot imagine this particular design any-
where else. The location was the most de-
manding factor and, at the same time, the

biggest contributor to the concept of the
building.”

Marcin Piotrowski, Konior Studio


http://xal.com/givaudan
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Spotlights & Downlights

UNICO

recessed

recessed

NS

108 recessed

SASSO
PRO

&

168 recessed

SQUADRO

recessed

280 suspended

TRACK
3-phase

recessed

ceiling wall surface wall recessed

CAvVO

recessed

A.
-
semi-recessed ceiling ceiling suspended

MOVE IN TWIST

3G

180 recessed 194 recessed

<

semi-recessed surface

BO

suspended

e

surface suspended

xal.com

wall surface

-

recessed

surface
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UNICO

EN With UNICO, XAL crafted a unique product built for flexibility.

The luminaire offers a solution for every requirement and need. The

luminaire can be shaped from five mounting options, seven shapes,
eleven optics, two sensors, four colour temperatures and three
control options. The intuitive UNICO configurator helps guide the
flexible composition and selection of the different beam character-
istics. A single luminaire has never offered this much planning free-
dom in professional lighting design.

DE Mit UNICO ist XAL ein Unikat in punkto Flexibilitdt gelungen. Die
Leuchte bietet fiir jede Anforderung und jedes Bedirfnis eine L6-

sung. Aus funf Montage-Optionen, sieben Formen, elf Optiken, zwei
Sensoren, vier Farbtemperaturen und drei Steuerungsmadglichkeiten
kann die Leuchte individuell kombiniert werden. Der intuitive UNICO

Konfigurator untersttitzt bei der flexiblen Zusammenstellung und der

Auswabhl der verschiedenen Abstrahlcharakteristiken. Mehr planeri-
sche Freiheit hat es bei der professionellen Lichtplanung mit einer
einzigen Leuchte nie gegeben.

xal.com/unico

Types H @ D

L2 L3 L4 L6 Qi Q4 Q9
linear linear linear linear square square square
Mountings N m E‘ ):‘
trimless with trim wall wall
recessed recessed ceiling recessed surface
Light optics
Sensors M L4 ® o ‘ - u
narrow
spot medium medium flood wide flood rectangular medium
round round round round round square

= A
E BN ¥V E 9 @

flood wide flood floor sensor sensor
square square wallwasher  wallwasher essential sense

45
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UNICO
recessed

m B

Installation
housing

Light optic

Q1

with trim (white or black)

Q4

with trim (white or black)

Q9

with trim (white or black)

L2

with trim (white or black)

intermediate 2-25mm

intermediate 2-25mm

intermediate 2-25mm

intermediate 2-25mm

63x63 mm 101x101 mm 138 x 138 mm 101x63 mm
50x50mm 90x90mm 130x130mm 90x50mm
155 mm 110mm 90 mm 140 mm
trimless trimless trimless trimless

plasterboard 12/15/20/25

plasterboard 12/15/20/25

plasterboard 12/15/20/25

plasterboard 12/15/20/25

50x50mm

85x85mm

125 x125mm

88x50mm

50x50mm 90 x90 mm 130x130mm 90 x50 mm
155mm 110mm 90 mm 140 mm
spot narrow med. medium flood wide flood
round round round round round
» . P
7 e Sy
ASRK

L3

with trim (white or black)

L4

with trim (white or black)

L6

with trim (white or black)

intermediate 2-25mm

intermediate 2-25mm

intermediate 2-25mm

138 x 63 mm 176 x 63 mm 251x63 mm
130 x50 mm 165x50 mm 240x50mm
110mm 100mm 100mm
trimless trimless trimless

plasterboard 12/15/20/25

plasterboard 12/15/20/25

plasterboard 12/15/20/25

up to 46Im/W up to 51Im/W up to 78Im/W up to 90Im/W up to 89Im/W
179Im, 190 Im 196Im, 208Im 300Im, 319Im 345Im, 367 Im 342Im, 363Im
3000K, 4000K 3000K, 4000K 3000K, 4000K 3000K, 4000K 3000K, 4000K
CRI=90 CRI=90 CRI=90 CRI=90 CRI=90

90° 90° 90° 90° 90° 90° 90° 90°| 90° 90°
60° 60° 60° 60° 60° 60° 60° 60°| 60° 60°
30° 30° 30° 30°) 30° 30°) 30° 30° 30° 30°

xal.com/unico

125x50mm 163 x50 mm 238x50mm
130 x50 mm 165x50 mm 240 x50 mm
110mm 100mm 100 mm
medium flood wide flood rectangular wallwasher wallwasher
square square square floor

-— ‘ - ‘."‘ r ‘i"..

) ‘ [ . u

L

up to 77Im/W up to 91Im/W up to 93Im/W up to 791Im/W up to 79Im/W up to 82Im/W
295Im, 314Im 351Im, 373Im 361Im, 383Im 305Im, 324Im 305Im, 324Im 318Im, 338Im
3000K, 4000K 3000K, 4000K 3000K, 4000K 3000K, 4000K 3000K, 4000K 3000K, 4000K
CRI=90 CRI=90 CRI=90 CRI=90 CRI=90 CRI=90
90° 90° 90° 90° 90° 90°| 90° 90° 90° 90° 90° 90°
60° 60° 60° 60° 60° 60° 60° 60° 60° 60° 60° 60°
30° 30° 30° 30°) 30° 30°) 30° 30° 30° 30° 30° 30°
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Create your own UNICO

unico.xal.com

EN XAL's UNICO is uniguely flexible. The luminaire offers
a solution for every requirement. A UNICO can be flexibly
assembled with eleven optics, two sensors and a selec-
tion of different light colours as well as Tunable White.
XAL delivers this planning freedom with an intuitive online
configurator. Solve concrete lighting concepts by creating
a bespoke luminaire. unico.xal.com

1. Define your shape

| ]
| A—..
EN Select your preferred mounting type and then one

of the seven shapes.

DE Wahlen Sie eine passende Montageart und anschlie-
Bend eine der sieben Formen aus.

3. Control

| ]
S—
EN The configurator helps you set up a maximum of four

control channels.

DE Mit Hilfe des Konfigurators kénnen Sie bis zu vier
Steuerungskanéle einrichten.

DE Mit UNICO ist XAL ein Unikat in punkto Flexibilitat ge-
lungen. Fir jede Anforderung bietet die Leuchte eine Lo-
sung. Ein UNICO kann mit elf Optiken, zwei Sensoren und
einer Auswahl verschiedener Lichtfarben sowie Tunable
White flexibel zusammengestellt werden. Diese planeri-
sche Freiheit unterstiitzt XAL mit einem intuitiven Online-
Konfigurator. Losen Sie konkrete Beleuchtungskonzepte
durch die flexible Zusammenstellung einer einzigartigen
Leuchte: unico.xal.com

2. Choose your light optic and colour

| ]
| A——.
EN Combine the eleven light insets and two sensors.

Then select the desired light temperature 2700K,
3000K, 4000K or Tunable White.

DE Kombinieren Sie die elf Lichteinsatze sowie zwei
Sensoren und wahlen Sie die passende Lichttemperatur
2700K, 3000K, 4000K oder Tunable White, beliebig nach
lhren Anforderungen.

4. Info

| ]
A—
EN Get an overview of your configured UNICO. You can
download all the specifications as a datasheet.

DE \erschaffen Sie sich einen Uberblick tiber Ihren
konfigurierten UNICO. Zusétzlich haben Sie die Moglich-
keit sich alle Informationen in Form eines Datenblattes
herunterzuladen.

One luminaire —
four channels -
various light
scenes

EN Use the online configurator and
address concrete lighting concepts by
creating a bespoke luminaire. Assign
each optic in a UNICO to one of up to
four control channels. Each of the four
channels can then be dimmed and con-
trolled separately. Control is via DALI-2 or
Zigbee 3.0. Just one luminaire can create
custom lighting scenarios for every
application. There has never been more
freedom in professional lighting design
delivered by a single luminaire.

DE Nutzen Sie den Online-Konfigurator
um konkrete Beleuchtungskonzepte
durch die flexible Zusammenstellung
der Optiken umzusetzen. Weisen Sie
jede Optik in einer UNICO einem der bis
zu vier Steuerungskanale zu. Jeder der
vier Kanéle kann dann separat gedimmt
und angesteuert werden. Mit nur einer
Leuchte realisieren Sie so fiir jede An-
wendung individuelle Lichtszenarien.
Die Steuerung erfolgt via DALI-2 oder
Zigbee 3.0. Mehr Freiheit hat es bei der
professionellen Lichtplanung mit einer
einzigen Leuchte nie gegeben.

Light scene 1
wall

3 x wallwasher

Light scene 2
wall + floor

3 x wallwasher
5 xflood square

Light scene 3
floor

5 x flood square

Light scene 4
spots

i

1xspot round

xal.com/unico
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92.2 quadrillion
possibilities

EN The luminaire can be customised from
five mounting options, seven shapes, eleven
light insets, two sensors, four colour tem-
peratures, and three control options. The
downlight optics for generating round or
angular light projections are available with
different beam characteristics. There are
also rectangular downlights and wallwasher
optics for wall or wall / floor lighting. Highly
glare-free versions (UGR < 19) are ideal for
use at computer workstations. Dedicated
sensors help adjust the lighting according to
daylight and room activity. In addition, the re-
flectors are available in the colours chrome,
black, and gold. Values such as temperature,
air quality, and noise levels can be recorded.
This delivers valuable knowledge about the
conditions of your premises.

e °
= — a— =
A
Q1 trimless

Q9 with trim

DE Aus fiinf Montageoptionen, sieben Formen,
elf Lichteinsatzen, zwei Sensoren, vier Farb-
temperaturen und drei Steuerungsmaoglich-
keiten kann die Leuchte individuell kombiniert
werden. Die Downlight-Optiken zur Generie-
rung runder oder eckiger Lichtprojektionen
gibt es mit unterschiedlichen Abstrahicha-
rakteristiken. Zusétzlich gibt es rechteckige
Downlights und Wallwasher-Optiken fiir
Wand- oder Wand / Boden-Beleuchtung.
Hochentblendete Versionen (UGR < 19) sind
ideal fiir den Einsatz an Bildschirmarbeits-
platzen. Zudem sind die Reflektoren in den
Farben Chrome, Schwarz und Gold verflig-
bar. Spezielle Sensoren ermdglichen es die
Beleuchtung an Tageslicht und Raumaktivitat
anzupassen, sowie Werte wie Temperatur,
Luftqualitat und Gerauschpegel zu erfassen.
Hiermit lassen sich wertvolle Erkenntnisse
Uiber die Umgebungsbedingungen lhrer
Raumlichkeiten gewinnen.

L3 trimless
tunable white

11light optics and 2 sensors

spot e narrow

round medium round | ®

a flood e wide flood
u |

square square

Sensors

medium
round

e rectangular

.

sensor
essential

flood
® round

@ wallwasher
||

brightness

presence

wide flood
round

m wallwasher
floor

sensor
sense

xal.com/unico 51

medium
square n

brightness
presence
temperature
humidity

sound pressure

CO2

Precision cut-off

EN XAL Light optics deliver the latest devel-
opment in the field of micro-faceted reflector
technology. Architects and lighting planners
have entirely new design options thanks to
clearly defined contrasts and maximised
efficiency. Compared with conventional optics,
XAL Light optics offer, with the same beam
angle, a clearly defined light cone break with
minimal stray light at the edges.

DE Mit XAL Light optics bietet XAL die neu-
este Entwicklung auf dem Gebiet der mikro-
facettierten Reflektortechnologie. Fir Archi-
tektinnen und Lichtplanerinnen ergeben sich
dank klar definierter Kontraste bei gleichzeitig
maximierter Effizienz vollig neue Gestaltungs-
mdglichkeiten. Verglichen mit konventionellen
Optiken bieten XAL Light optics bei gleichem
Abstrahlwinkel einen klar begrenzten Lichtke-
gelabriss mit wenig Streulicht im Randbereich.

XAL light optics

conventional downlight



http://xal.com/unico

52 UNICO

G back

LIGHTING

DESIG DESIGN

AWARDS 2019

UNICO linear

recessed

EN Rectangular recessed multi-downlight
made of die-cast aluminium; equipped with
two (L2) / three (L3) / four (L4) / six (L6) indi-
vidually selectable or pre-specified, custom-
ised light elements; installation without tools
in mounting set with ball catch system; easy
electrical installation by means of reverse
polarity protected plug-in connections;
suitable for ceiling thickness of 2-25mm;
surface powder coated; installation possible in
different housings; high-quality reflector with
micro-faceted, aluminum-vaporised surface;
precise radiation characteristic with different
symmetrical light distributions; or with asym-
metric light distribution; energy-efficient high
power LEDs with very good colour rendering;
clank-free

3333))

DE Rechteckiger Einbau-Multi-Downlight aus
Aluminiumdruckguss; bestlickt mit zwei (L2) /
drei (L3) / vier (L4) / sechs (L6) individuell
wahlbaren oder fix definierten, anwendungs-
spezifischen Optiken; werkzeuglose Montage
im Montageset durch Kugelschnappsystem;
einfache elektrische Montage durch verpo-
lungssichere Steckverbindung; geeignet fir
Deckenstarken von 2-25 mm; Oberflache pul-
verbeschichtet; Einbau in unterschiedlichen
Gehausen mdoglich; hochwertiger Reflektor
mit mikrofacettierter, aluminiumbedampfter
Oberflache; prazise Abstrahlcharakteristik mit
unterschiedlichen symmetrischen Lichtvertei-
lungen; oder mit asymmetrischer Lichtvertei-
lung; energieeffiziente High-Power-LEDs mit
sehr guter Farbwiedergabe; Klirrfrei

Quickinfo

2700K, 3000K, 4000K

CRIz90, 3 SDCM

UGR<19/65°<1500 cd/m?

L2 up to 98Im/W
L3 up to 99Im/W
L4 up to 112Im/W
L6 up to 112Im/W
L90 @ 50000h
non DIM, DALI-2

Types

trim

100-140

trimless

100-140

E
I

251x63

176x63

101x63
Colours

O®

Light optics

[LTTTT]

235x47

160x47

122x47

85x47

spot narrow med. flood wide

med.

med. flood wide rect.
flood

flood

wall  wall
floor

e

Data
Monitoring

DiiA® standards
251,252, 253

one luminaire
multiple scenes

EPX

black & gold
reflector

plug/socket
connector

)

tunable white
2700-5000K

Order options

4
2700K 4
3000K 5 ﬁ
4000K 6 JIL 4 (1]
“81x43
non DIM 1
DALI-2 3 lim
A
spot round (UGR<10) K
narrow medium round (UGR<10) N
medium round (UGR<10) B
medium square (UGR<10) E EIE‘
flood round (UGR<16) C
flood square (UGR<19) F
wide flood round D
wide flood square G
4
O traffic white RAL 9016 W
@ jet black RAL 9005 B
|
chrome reflector 0
black reflector* B
*not available for spot round, narrow
medium round and wallwasher
o T
Options on request — s

tunable white 2700-5000K
DALI-2 DT8

gold reflector

acoustic soft ceilings

Product configurator

Create your own UNICO PRO
unico.xal.com

Planning information

xal.com/unico 53

UNICO L2 basic recessed

UGR | |cd/m?| | CRI | |==2| | [O] % | el
<10 <1500 290 1ADDR. 220-240V Ran X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE

79W upto 723Im  090-7L2:sA0m21
choose one light optic A from the options on the left depending on your room needs

2x wallwasher

SYSTEM POWER LUMINOUS FLUX ORDER CODE
79W 611lm 090-7L2:<A0022
2x rectangular
SYSTEM POWER LUMINOUS FLUX ORDER CODE
79W 610lm 090-7L2::<R0Om21
2x wallwasher floor
SYSTEM POWER LUMINOUS FLUX ORDER CODE
79W 638Im 090-7L2:xsW0m22
UNICO L3 basic recessed

- UGR | |cd/m?| | CRI | |@=>| | O] %y | el

<10 <1500 290 1ADDR. 220-240V N X-PERT

SYSTEM POWER LUMINOUS FLUX ORDER CODE

1.2W upto 1030Im 090-7L3:sa0m21
choose one light optic A from the options on the left depending on your room needs

3x wallwasher

SYSTEM POWER LUMINOUS FLUX ORDER CODE
1.2W 872lm 090-7L3:=+A0021
Accessories

for intermediate ceilings 2-25mm

TYPE L-W-H (mm) CUTOUT (mm) ORDER CODE
L2 101.63-30 90-50 090-7L20204
L3 138-63-30 130-50 090-7L30204

for installation in plasterboard ceilings 12.5/15/20/25 mm

The icons of the
light optics are
shown in the
reflected ceiling

= 3 )
‘ i plan (RCP) view.

TYPE L-W-H (mm) CUTOUT (mm) ORDER CODE
L2 88:50-47 90-50 090-7L20100
L3 125.50-47 130-50 090-7L30100
TYPE L-W-H (mm) ORDER CODE
non DIM cable g4-12mm 105-58-30 005-2531110
DALI cable g4-12mm 105-58-30 005-2551110

LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, reflector chrome
2700K -6 %, 4000K +7%
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54 UNICO

@ back

Order options UNICO L4 basic recessed
COLOUR TEMPERATURE .o ’:':1 UGR ca/m? CRI i 0 N N
2700K 4 <10 <1500 290 1ADDR. 220-240V X X-PERT
3000K 5
4000K 6 JiLs [ [T] FLOOR
e SYSTEM POWER LUMINOUS FLUX ORDER CODE
13.9W up to 1450lm 090-7L4:<saA0m21
_—
CONTROL h choose one light optic A from the options on the left depending on your room needs
non DIM 1
DALI-2 3
DDDD WALL
4x wallwasher
LIGHT OPTIC A SYSTEM POWER LUMINOUS FLUX ORDER CODE
spot round (UGR<10) K 13.9W 1220lm 090-7L4::<A0021
narrow medium round (UGR<10) N
medium round (UGR<10) B
medium square (UGR<10) E [/w /= w] WALL +FLOOR
flood round (UGR<16) C 4x wallwasher floor
flood square (UGR<19) F SYSTEM POWER LUMINOUS FLUX ORDER CODE
wide flood round D 13.9W 1280Im 090-7L4:sWO0m22
wide flood square G
MATERIAL COLOUR d Accessories
O traffic white RAL 9016 W
@ jet black RAL 9005 B O/ /1 |3 MOUNTING SET WITH TRIM
. for intermediate ceilings 2-25mm
‘8 TYPE L-W-H (mm) CUTOUT (mm) ORDER CODE
LIGHT OPTIC COLOUR u — L4 176-63-30 16550 090-7L40204
chrome reflector 0
black reflector* B
. ) % ‘.\ TRIMLESS MOUNTING SET
not available for spot round, narrow N . L -
. for installation in plasterboard ceilings 12.5/15/20/25mm
medium round and wallwasher —_—
E ‘8 TYPE LW-H(mm)  CUTOUT (mm) ORDER CODE
163 L4 163-50-47 165-50 090-7L40100
Options on request 209
COLOUR TEMPERATURE THROUGH WIRING CONNECTION BOX
tunable white 2700-5000K 8l —ou—  TYPE LW-H (mm) ORDER CODE
DALI-2 DT8 oo‘ e ] non DIM cable g4-12mm 105-58-30 005-2531110
“llad DALI cable g4-12mm 105-58-30 005-2551110

LIGHT OPTIC COLOUR
gold reflector

MOUNTING SET
acoustic soft ceilings

Product configurator

Create your own UNICO PRO
unico.xal.com

Planning information

The icons of the
light optics are
shown in the
reflected ceiling
plan (RCP) view.

LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, reflector chrome
2700K -6 %, 4000K +7 %

Order options

COLOUR TEMPERATURE
2700K

3000K

4000K

[N IEN

CONTROL
non DIM

DALI-2

w|= ()

LIGHT OPTIC
spot round (UGR<10)

narrow medium round (UGR<10)

medium round (UGR<10)

medium square (UGR<10)

flood round (UGR<16)

flood square (UGR<19)

wide flood round

wide flood square

®omomm|Zz|=x p

MATERIAL COLOUR
O traffic white RAL 9016

@ jet black RAL 9005

w(= Al

LIGHT OPTIC COLOUR
chrome reflector

o

black reflector*

*not available for spot round, narrow
medium round and wallwasher

Options on request

COLOUR TEMPERATURE
tunable white 2700-5000K

DALI-2 DT8

LIGHT OPTIC COLOUR
gold reflector

MOUNTING SET
acoustic soft ceilings

JIL o

100

<

T

231x43

VvV VvV
] ]

[

I\ m— (A

I—|

=
H FEk
- 238

284

xal.com/unico 55

UNICO L6 basic recessed
UGR | |[cd/m?| | CRI | |a=>| | O] % | el
<10 <1500 290 1ADDR. 220-240V PR X-PERT
FLOOR
SYSTEM POWER LUMINOUS FLUX ORDER CODE

19.8W up to 2060Im 090-7L6::sa0m21
choose one light optic A from the options on the left depending on your room needs

WALL

6x wallwasher

SYSTEM POWER LUMINOUS FLUX ORDER CODE
19.8W 1740lm 090-7L6::<A0021
CORRIDOR

6x rectangular

SYSTEM POWER LUMINOUS FLUX ORDER CODE
19.8W 1740lm 090-7L6:<ROE21

WALL + FLOOR
6x wallwasher floor

SYSTEM POWER LUMINOUS FLUX ORDER CODE
19.8W 1820Im 090-7L6:xsW0Om21
Accessories

MOUNTING SET WITH TRIM

for intermediate ceilings 2-25mm

TYPE L-W-H (mm) CUTOUT (mm) ORDER CODE
L6 251.63-30 240-50 090-7L60204

TRIMLESS MOUNTING SET
for installation in plasterboard ceilings 12.5/15/20/25 mm
TYPE L-W-H (mm)
L6 238:50-47

CUTOUT (mm)
24050

ORDER CODE
090-7L60100

THROUGH WIRING CONNECTION BOX

TYPE L-W-H (mm) ORDER CODE
non DIM cable g4-12mm 105-58-30 005-2531110
DALI cable g4-12mm 105-58-30 005-2551110

LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, reflector chrome
2700K -6 %, 4000K +7%
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UNICO

West Tower
Manchester, UK - by SimpsonHaugh with
lighting design by Troup, Bywaters & Anders

xal.com/unico


http://xal.com/unico
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UNICO

Penthouse Worthersee
Carinthia, AT - by ROOMS GmbH

xal.com/unico
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G back

LIGHTING

DESIG DESIGN

AWARDS 2019

UNICO square

recessed

EN Square recessed multi-downlight made of
die-cast aluminium; equipped with one (Q1) /
four (Q4) / nine (Q9) individually selectable
or pre-specified, customised light element(s);
or with a sensor; installation without tools in
mounting set with ball catch system; easy
electrical installation by means of reverse
polarity protected plug-in connections;
suitable for ceiling thickness of 2-25 mm;
surface powder coated; installation possible in
different housings; high-quality reflector with
micro-faceted, aluminum-vaporised surface;
precise radiation characteristic with different
symmetrical light distributions; or with asym-
metric light distribution; energy-efficient high
power LEDs with very good colour rendering;
clank-free

DE Quadratischer Einbau-Multi-Downlight

aus Aluminiumdruckguss; besttickt mit einer
(Q1) / vier (Q4) / neun (Q9) individuell wahlba-
ren oder fix definierten, anwendungsspezifi-
schen Optik(en); oder mit einem Sensor (Q1);
werkzeuglose Montage im Montageset durch
Kugelschnappsystem; einfache elektrische
Montage durch verpolungssichere Steckverbin-
dung; geeignet fiir Deckenstérken von 2-25mm;
Oberflache pulverbeschichtet; Einbau in unter-
schiedlichen Gehausen mdéglich; hochwertiger
Reflektor mit mikrofacettierter, aluminiumbe-
dampfter Oberflache; prazise Abstrahlcharak-
teristik mit unterschiedlichen symmetrischen
Lichtverteilungen; oder mit asymmetrischer
Lichtverteilung; energieeffiziente High-Power-
LEDs mit sehr guter Farbwiedergabe; klirrfrei

Quickinfo

2700K, 3000K, 4000K
CRI=90, 3 SDCM
UGR<19/65°<1500cd/m?2
Q1 up to 85Im/W

Q4 up to 112Im/W

Q9 up to 111Im/W

L90 @ 50000h

non DIM, DALI-2

Types
trim trimless
n [Te]
] 2
/13 /18
0138 0122
0101 oss
O
063 047
Colours

O®

Light optics/sensors

spot narrow med. flood wide
med. flood

med. flood wide rect. wall wall
flood floor

sensor sensor
essential sense

e

Data
Monitoring

DiiA® standards  sensor version
251, 252, 253 available

one luminaire

plug/socket
multiple scenes connector

-
EPX A

black & gold tunable white
reflector 2700-5000K

Order options

4
2700K 4
3000K 5
4000K 6 S é‘j []
g
. 543
non DIM 1
DALI-2 3 |E
A
spot round (UGR<10) K
narrow medium round (UGR<10) N
medium round (UGR<10) B
medium square (UGR<10) E E
flood round (UGR<16) C
flood square (UGR<19) F
wide flood round D
wide flood square G
- =
O traffic white RAL 9016 W
@ jet black RAL 9005 B
|
chrome reflector 0
black reflector* B

*not available for spot round, narrow
medium round and wallwasher

Options on request

tunable white 2700-5000K
DALI-2 DT8

gold reflector

acoustic soft ceilings

Product configurator

EmE
Create your own UNICO PRO %
unico.xal.com

Planning information

The icons of the
light optics are
shown in the
reflected ceiling

= 3 )
‘ i plan (RCP) view.

xal.com/unico 63

UNICO Q1 basic recessed
- UGR | |cd/m?| | CRI | |==2| | [O] % | el
<10 <1500 290 1ADDR. 220-240V Ran X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
6w upto 490Im 090-7Q1:sa0m21

choose one light optic A from the options on the left depending on your room needs

1x wallwasher

SYSTEM POWER LUMINOUS FLUX ORDER CODE
6W upto415im 090-7Q1:<A0021
1x rectangular

SYSTEM POWER LUMINOUS FLUX ORDER CODE
6W upto414lm 090-7Q1:<R0Om21
1x wallwasher floor

SYSTEM POWER LUMINOUS FLUX ORDER CODE
6W up to 432Im  090-7Q1:sW0Om21

UNICO Q1 sensor recessed

] -
— M ey Ol @i (~[2]-
- G 220-240V 1ADDR. X-PERT
TYPE ORDER CODE

brightness & presence 090-7Q10000

[E— —
= S ) " @ oakD» N:
— U &n [E mM 6 220240V 1ADDR. X-P!T
TYPE ORDER CODE

brightness, presence, temperature,

sound pressure, humidity, CO, 090-7Q10010

Accessories

for intermediate ceilings 2-25mm

TYPE LW-H (mm)  CUTOUT (mm) ORDER CODE
Q1 63-63-30 5050 090-7Q10204

for installation in plasterboard ceilings 12.5/15/20/25 mm
TYPE L-W-H (mm) CUTOUT (mm) ORDER CODE
Q1 50.50-47 50-50 090-7Q10100

LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, reflector chrome
2700K -6 %, 4000K +7%
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64 UNICO

@ back
Order options

COLOUR TEMPERATURE
2700K

3000K

4000K

(ORI RN

CONTROL
non DIM

DALI-2

W= ()

LIGHT OPTIC
spot round (UGR<10)

narrow medium round (UGR<10)

medium round (UGR<10)

medium square (UGR<10)

flood round (UGR<16)

flood square (UGR<19)

wide flood round

wide flood square

®Oo|momw|(Z|/x p

MATERIAL COLOUR
O traffic white RAL 9016

@ jet black RAL 9005

w|= Al

LIGHT OPTIC COLOUR
chrome reflector

black reflector*

| o

*not available for spot round, narrow
medium round and wallwasher

Options on request

COLOUR TEMPERATURE
tunable white 2700-5000K

DALI-2 DT8

LIGHT OPTIC COLOUR
gold reflector

MOUNTING SET
acoustic soft ceilings

Product configurator

Create your own UNICO PRO
unico.xal.com

Planning information

shown in the

The icons of the
light optics are

reflected ceiling
plan (RCP) view.

110

UNICO Q4 basic recessed
UGR | |cd/mez| | ORI | |e=»| | O] % | |~Eel-
<10 <1500 290 1ADDR. 220-240V N X-PERT
g 7 roon
o8 SYSTEM POWER LUMINOUS FLUX ORDER CODE
13.9W up to 1450Im 090-7Q4::am021
choose one light optic A from the options on the left depending on your room needs
vV WALL
vV¥ 4x wallwasher
~ SYSTEMPOWER LUMINOUS FLUX ORDER CODE
183.9W 1220lm 090-7Q4::<A0021
L CORRIDOR
AA 4x wallwasher
~ SYSTEMPOWER LUMINOUS FLUX ORDER CODE
183.9W 1220lm 090-7Q4::+A0022
LA\ WALL + FLOOR
| = 2x wallwasher + 2x medium square
SYSTEM POWER LUMINOUS FLUX ORDER CODE
13.9W 1200lm 090-7Q4::+90021
) CORNER + FLOOR
" | 2x wallwasher + 2x medium square
SYSTEM POWER LUMINOUS FLUX ORDER CODE
13.9W 1200lm 090-7Q4::+90022
w/w| WALL+FLOOR
- w 4x wallwasher floor
~ SYSTEMPOWER LUMINOUS FLUX ORDER CODE
183.9W 1280Im 090-7Q4:sW0m21
Accessories
118 MOUNTING SET WITH TRIM
for intermediate ceilings 2-25mm
5 TYPE L-W-H (mm) CUTOUT (mm) ORDER CODE
Q4 101101-30 90-90 090-7Q40204
101
% ‘r;r TRIMLESS MOUNTING SET
for installation in plasterboard ceilings 12.5/15/20/25mm
‘ g TYPE LWH(mm)  CUTOUT (mm) ORDER CODE
Q4 85-85-47 90-90 090-7Q40100
85
131
THROUGH WIRING CONNECTION BOX
TYPE L-W-H (mm) ORDER CODE

non DIM cable g4-12mm 105-58:30 005-2531110

DALI cable g4-12mm 105-58-30 005-2551110

LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, reflector chrome
2700K -6 %, 4000K +7 %

Order options

COLOUR TEMPERATURE
2700K

3000K

4000K

CONTROL
non DIM

DALI-2

wl= ()

LIGHT OPTIC
spot round (UGR<10)

narrow medium round (UGR<10)

medium round (UGR<10)

medium square (UGR<10)

flood round (UGR<16)

flood square (UGR<19)

wide flood round

wide flood square

®omomm|iZz|=x p

MATERIAL COLOUR
O traffic white RAL 9016

@ jet black RAL 9005

w(= Al

LIGHT OPTIC COLOUR
chrome reflector

o

black reflector*

*not available for spot round, narrow
medium round and wallwasher

Options on request

COLOUR TEMPERATURE
tunable white 2700-5000K

DALI-2 DT8

LIGHT OPTIC COLOUR
gold reflector

MOUNTING SET
acoustic soft ceilings

xal.com/unico 65

UNICO Q9 basic recessed
UGR | |[cd/m?| | CRI | |a=>| | O] % | el
<10 <1500 290 1ADDR. 220-240V PR X-PERT
FLOOR
SYSTEM POWER LUMINOUS FLUX ORDER CODE

32w upto3310Im 090-7Q9:2A0m21

1w
1
A

—T1I8

138

138

125

choose one light optic A from the options on the left depending on your room needs

WALL

9x wallwasher

SYSTEM POWER LUMINOUS FLUX ORDER CODE
32W 2800Im 090-7Q9::+A0021
WALL + FLOOR

3x wallwasher + 6x flood square

SYSTEM POWER LUMINOUS FLUX ORDER CODE
32W 3080Im 090-7Q9:+90021
WALL + CORRIDOR

6x wallwasher + 3x rectangular

SYSTEM POWER LUMINOUS FLUX ORDER CODE
32W 2790lm 090-7Q9::+290022
WALL + FLOOR

9x wallwasher floor

SYSTEM POWER LUMINOUS FLUX ORDER CODE
32W 2920Im 090-7Q9:sW0m21
Accessories

MOUNTING SET WITH TRIM

for intermediate ceilings 2-25mm

TYPE L-W-H (mm) CUTOUT (mm) ORDER CODE
Q9 138.138.30 130130 090-7Q902014

TRIMLESS MOUNTING SET
for installation in plasterboard ceilings 12.5/15/20/25 mm
TYPE L-W-H (mm)
Q9 125125-47

CUTOUT (mm)
130130

ORDER CODE
090-7Q90100

THROUGH WIRING CONNECTION BOX

TYPE L-W-H (mm)
non DIM cable g4-12mm 105-58-30
DALI cable g4-12mm 105-58-30

ORDER CODE
005-2531110
005-2551110

LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, reflector chrome
2700K -6 %, 4000K +7%
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UNICO

Aertssen Group Beveren, BE -
by Mertens Architecten with
lighting design by Eef Debeuf

xal.com/unico


http://xal.com/unico
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UNICO

Fortuna Financial Group
Antwerp, BE - by Kris Rymenants
Architectenbureau

xal.com/unico
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@ back

1

reddot winner 2020

UNICO linear

ceiling

EN Rectangular surface mounted multi-down-
light made of aluminium; equipped with two
(L2) / three (L3) / four (L4) / six (L6) individ-
ually selectable or pre-specified, customised
light elements; luminaire housing can be
attached to mounting plate without tools by
interlock; converter integrated into luminaire
housing; surface powder coated; high-quality
reflector with micro-faceted, aluminum-vapor-
ised surface; precise radiation characteristic
with different symmetrical light distributions;
or with asymmetric light distribution; ener-
gy-efficient high power LEDs with very good
colour rendering; clank-free

DE Rechteckiger Anbau-Multi-Downlight aus
Aluminium; besttickt mit zwei (L2) / drei (L3) /
vier (L4) / sechs (L6) individuell wahlbaren
oder fix definierten, anwendungsspezifischen
Optiken; Leuchtenkorper mittels Verriegelung
werkzeuglos auf Montageplatte aufsetzbar;
Konverter im Leuchtenkdrper integriert;
Oberflache pulverbeschichtet; hochwertiger
Reflektor mit mikrofacettierter, aluminiumbe-
dampfter Oberflache; prazise Abstrahlcharak-
teristik mit unterschiedlichen symmetrischen
Lichtverteilungen; oder mit asymmetrischer
Lichtverteilung; energieeffiziente High-Power-
LEDs mit sehr guter Farbwiedergabe; Klirrfrei

Quickinfo

2700K, 3000K, 4000K
CRI=90, 3 SDCM
UGR<19/65°<3000cd/m?
L2 up to 95Im/W

L3 up to 97 Im/W

L4 up to 103Im/W

L6 up to 103Im/W

L90 @ 50000h

non DIM, DALI-2

Types

linear

pvap

239x51

164x51

126x51

Colours

000

Light optics

spot narrow med. flood wide
med. flood

med. flood wide rect. wall wall
flood floor

one luminaire
multiple scenes

EPX

black & gold
reflector

)

tunable white
2700-5000K

Order options

4

2700K 4
3000K 5
4000K 6
non DIM 1
DALI-2 3
A

spot round (UGR<10) K
narrow medium round (UGR<10) N
medium round (UGR<10) B
medium square (UGR<10) E
flood round (UGR<16) C
flood square (UGR<19) F
wide flood round D
wide flood square G
4

O traffic white RAL 9016 W
white aluminium RAL 9006 G
@ jet black RAL 9005 B
gold dust RAL 260-M 9

[ |

chrome reflector 0
black reflector* B

*not available for spot round, narrow
medium round and wallwasher

Options on request

tunable white 2700-5000K

88

DALI-2 DT8

gold reflector

i

Product configurator

Create your own UNICO PRO

unico.xal.com

Planning information

The icons of the

light optics are
shown in the
reflected ceiling
plan (RCP) view.

= Y
f |

[

51

(1]

[T

UNICO L2 basic ceiling

xal.com/unico 71

UGR | |cd/m?| | CRI | |==&> ~[e]-
<10 <3000 290 1ADDR. 220-240V X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE

126W

up to 1150Im

090-1L2::2Aa@m01

choose one light optic A from the options on the left depending on your room needs

2x rectangular

SYSTEM POWER
126W

LUMINOUS FLUX
971Im

ORDER CODE
090-1L2::<R4mEO01

2x wallwasher

SYSTEM POWER
126W

LUMINOUS FLUX
973Im

ORDER CODE
090-1L2::<A4001

2x wallwasher floor

SYSTEM POWER
126 W

LUMINOUS FLUX
947Im

ORDER CODE
090-1L2:sW@m01

2x wallwasher floor

SYSTEM POWER
126 W

LUMINOUS FLUX
1020Im

ORDER CODE
090-1L2:sWEm02

UNICO L3 basic ceiling

UGR cd/m? CRI
<10 <3000 290

220-240V

~||=
~

X-PERT

SYSTEM POWER
18.9W

LUMINOUS FLUX
up to 1720Im

ORDER CODE
090-1L3::sa@m01

choose one light optic A from the options on the left depending on your room needs

3x wallwasher

SYSTEM POWER
18.9W

LUMINOUS FLUX
1460Im

ORDER CODE
090-1L3::=A4001

LUMINOUS FLUX value calculated for

3000K, CRI=90, colour white, reflector chrome

2700K -6 %, 4000K +7 %


http://xal.com/unico
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@ back

Order options UNICO L4 basic ceiling
COLOUR TEMPERATURE .o - UGR cdfme CRI — @ N N=
2700K 4 <10 <3000 >90 1ADDR. 220-240V| RN X-PERT
3000K 5
4000K 6 o [LITT] FLOOR
® SYSTEM POWER LUMINOUS FLUX ORDER CODE
s 5 204W up to 1920im  090-1L4:<AEm01
CONTROL — . . . .
choose one light optic A from the options on the left depending on your room needs
non DIM 1
DALI-2 3
DDDD WALL
4x wallwasher
LIGHT OPTIC A SYSTEM POWER LUMINOUS FLUX ORDER CODE
spot round (UGR<10) K 20.4W 1620Im 090-1L4:<A4001
narrow medium round (UGR<10) N
medium round (UGR<10) B
medium square (UGR<10) E EEEE FLOOR/WALL +FLOOR
flood round (UGR<16) C 4x wallwasher floor
flood square (UGR<19) F SYSTEM POWER LUMINOUS FLUX ORDER CODE
wide flood round D 204W 1690Im 090-1L4:<Wum01
wide flood square G
EEEE WALL + FLOOR
MATERIAL COLOUR |2 4x wallwasher floor
O traffic white RAL 9016 W SYSTEM POWER LUMINOUS FLUX ORDER CODE
white aluminium RAL 9006 G 204W 1690Im 090-1L4:x<sWEm02
@ jet black RAL 9005 B
gold dust RAL 260-M 9
UNICO L6 basic ceiling
LIGHT OPTIC COLOUR [ ]
chrome reflector 0 UGR cd/m? CRI @) AR ER
black reflector* B <10 <3000 >90 220-240V K X-PERT
*not available for spot round, narrow
i [T TTTT] FLOOR
medium round and wallwasher o
® SYSTEM POWER LUMINOUS FLUX ORDER CODE
239 B 286 W upto 2790Im  090-1L6:<a@m0O1
OPtions on requeSt choose one light optic A from the options on the left depending on your room needs

COLOUR TEMPERATURE

tunable white 2700-5000K | [ [wm ] CORRIDOR

DALI-2 DTS 6x rectangular
SYSTEM POWER LUMINOUS FLUX ORDER CODE
28.6W 2350lm 090-1L6::<R&Em01

LIGHT OPTIC COLOUR
gold reflector

VvV wiww WALL

6x wallwasher

Product configurator SYSTEM POWER LUMINOUS FLUX ORDER CODE
286 W 2360Im 090-1L6::<A4001

EEEEEE WALL + FLOOR

6x wallwasher floor

SYSTEM POWER LUMINOUS FLUX ORDER CODE
286W 2460Im 090-1L6::=W@m01

Create your own UNICO PRO
unico.xal.com

Planning information

The icons of the
light optics are

/;E shown in the
————— jj - reflected ceiling

plan (RCP) view.

LUMINOUS FLUX value calculated for
3000K, colour white, reflector chrome
2700K -6 %, 4000K +7 %
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@ back

reddot winner 2020

UNICO square

ceiling

EN Square surface mounted multi-downlight
made of aluminium; equipped with one (Q1) /
four (Q4) / nine (Q9) individually selectable
or pre-specified, customised light element(s);
luminaire housing can be attached to mount-
ing plate without tools by interlock; converter
integrated into luminaire housing; surface
powder coated; high-quality reflector with
micro-faceted, aluminum-vaporised surface;
precise radiation characteristic with different
symmetrical light distributions; or with asym-
metric light distribution; energy-efficient high
power LEDs with very good colour rendering;
clank-free

DE Quadratischer Anbau-Multi-Downlight

aus Aluminium; besttickt mit einer (Q1) / vier
(Q4) / neun (Q9) individuell wahlbaren oder
fix definierten, anwendungsspezifischen
Optik(en); Leuchtenkorper mittels Verriege-
lung werkzeuglos auf Montageplatte aufsetz-
bar; Konverter im Leuchtenkérper integriert;
Oberflache pulverbeschichtet; hochwertiger
Reflektor mit mikrofacettierter, aluminiumbe-
dampfter Oberflache; prazise Abstrahlcharak-
teristik mit unterschiedlichen symmetrischen
Lichtverteilungen; oder mit asymmetrischer
Lichtverteilung; energieeffiziente High-Power-
LEDs mit sehr guter Farbwiedergabe; Klirrfrei

Quickinfo

2700K, 3000K, 4000K
CRI=90, 3 SDCM
UGR<19/65°<3000cd/m?2
Q1 up to 95Im/W

Q4 up to 103Im/W

Q9 up to 105Im/W

L90 @ 50000h

non DIM, DALI-2

Types

Colours

Ol

Light optics

spot narrow med. flood wide
med. flood

med. flood wide rect. wall wall
flood floor

one luminaire
multiple scenes

EPX

black & gold tunable white
reflector 2700-5000K

)

Order options

90

o]
S

2700K 4
3000K 5
4000K 6
non DIM 1
DALI-2 3

spot round (UGR<10)

narrow medium round (UGR<10)

medium round (UGR<10)

medium square (UGR<10)

flood round (UGR<16)

90

flood square (UGR<19)

wide flood round

wide flood square

®omomm|Zz|=x p

O traffic white RAL 9016

white aluminium RAL 9006

@ jet black RAL 9005

gold dust RAL 260-M

oW OI= A

chrome reflector

cn

black reflector*

*not available for spot round, narrow
medium round and wallwasher

Options on request

tunable white 2700-5000K

DALI-2 DT8

gold reflector

90
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UNICO Q1 basic ceiling
a UGR | |cd/m?| | CRI | |==t» ~[e]-
<10 <3000 290 1ADDR. 220-240V X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
6.5W upto 575Im 090-1Q1::1a@m01

choose one light optic A from the options on the left depending on your room needs

UNICO Q4 basic ceiling

UGR | |cd/m2| | CRI &)
<10 <3000 290 220-240V

=
~ |

X-PERT

SYSTEM POWER LUMINOUS FLUX
204W up to 1920Im

ORDER CODE
090-1Q4::2aEm01

choose one light optic A from the options on the left depending on your room needs

4x wallwasher

SYSTEM POWER LUMINOUS FLUX
204W 1620Im

ORDER CODE
090-1Q4::2A@001

2x wallwasher floor + 2x medium square

SYSTEM POWER LUMINOUS FLUX
204W 1630Im

ORDER CODE
090-1Q4::+94m01

UNICO Q9 basic ceiling

UGR | |cd/m?| | CRI &)
<10 <3000 290 220-240V

~[~]=
~ =

X-PERT

SYSTEM POWER LUMINOUS FLUX
36W up to 3550Im

ORDER CODE
090-1Q9::+a@m01

Product configurator

Create your own UNICO PRO
unico.xal.com

Planning information

The icons of the
light optics are

shown in the

reflected ceiling

‘ i plan (RCP) view.

choose one light optic A from the options on the left depending on your room needs

9x wallwasher

SYSTEM POWER LUMINOUS FLUX ORDER CODE
36W 3000Im 090-1Q9::+AE001
6x wallwasher floor + 3x rectangular

SYSTEM POWER LUMINOUS FLUX ORDER CODE
36W 3090Im 090-1Q9::294m01

LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, reflector chrome
2700K -6 %, 4000K +7%
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UNICO

Granitlab Coworking

St. Martin im Mihlkreis, AT -

by GHT-Plan GmbH with lighting design

by GHT-Plan GmbH, AREA C.I. Design GmbH

xal.com/unico
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G back

UNICO

wall surface

EN Rectangular wall surface mounted
multi-uplight made of aluminium; equipped
with one light inset (1 lamp) / two (2 lamps) /
four (4 lamps) light insets; luminaire housing
can be attached to mounting plate without
tools by interlock; converter integrated into
luminaire housing; surface powder coated;
high-quality reflector with micro-faceted,
aluminum-vaporised surface; homogeneous
wall or ceiling illumination through uniform light
distribution; energy-efficient high power LEDs
with very good colour rendering; luminaire for
through wiring

DE Rechteckiger Wandanbau-Multi-Uplight aus
Aluminium; bestuickt mit einem Lichteinsatz

(1 lamp) / zwei (2 lamps) / vier (4 lamps) Licht-
einsatzen; Leuchtenkdrper mittels Verriege-
lung werkzeuglos auf Montageplatte aufsetz-
bar; Konverter im Leuchtenkdrper integriert;
Oberflache pulverbeschichtet; hochwertiger
Reflektor mit mikrofacettierter, aluminiumbe-
dampfter Oberflache; homogene Wand- bzw.
Deckenaufhellung durch gleichméBige Licht-
verteilung; energieeffiziente High-Power-LEDs
mit sehr guter Farbwiedergabe; Leuchte fiir
Weiterverdrahtung

Quickinfo

2700K, 3000K, 4000K
CRI=90, 3 SDCM

up to 49Im/W

L90 @ 50000h

non DIM, DALI-2

Types

1lamp 2 lamps
U U
(&)
53 52 93
Colours

000

Light distribution

ceiling
washer

homogeneous
ceiling illumination

safety glass for
dust protection

4 lamps

168

)

tunable white
2700-5000K

Order options

4

2700K 4
3000K 5
4000K 6
non DIM 1
DALI-2 3
4

O traffic white RAL 9016 W
white aluminium RAL 9006 G
@ jet black RAL 9005 B

Options on request

tunable white 2700-5000K

only available for 2 lamps and 4 lamps

DALI-2 DT8

Light distribution

120° pzoo
90° = 90°

60° 60°|

microprismatic
direct/indirect power

LUMINOUS FLUX value calculated for

3000K, CRI=90, colour white, reflector chrome

2700K -6 %, 4000K +7 %

][]

UNICO wall surface

xal.com/unico 79

. CRI ~[e]-
H ‘g 290 220-240V X-PERT
B2
SYSTEM POWER LUMINOUS FLUX ORDER CODE
59W 240Ilm  090-0L1::1T@001
xﬁ

]

53

96

CRI “baii»
290 1ADDR

220-240V

X-PERT

= SYSTEM POWER LUMINOUS FLUX ORDER CODE
17.4W 740lm  090-0L2:<T4001
© + | CRI BR> ~e]-
& 290 1ADDR. 220-240V X-PERT
&
— s SYSTEM POWER LUMINOUS FLUX ORDER CODE
30.0W 1380Im 090-0L4::=T@001
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UNICO

Office
Visualisation

xal.com/unico
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G back

UNICO

wall recessed

EN Recessed wall luminaire in aluminium;
installation without tools in mounting set
(trimless or with trim) with ball catch system;
installation possible in different housings; sur-
face powder coated; incl. external converter;
high-quality reflector with micro-faceted,
aluminum-vaporised surface; different
asymmetrical light distributions; installation
optionally for floor or ceiling illumination;
energy-efficient high power LEDs with very
good colour rendering

DE Wandeinbauleuchte aus Aluminium; werk-
zeuglose Montage im Montageset (randlos
oder mit umlaufendem Rand) durch Kugel-
schnappsystem; Einbau in unterschiedlichen
Gehausen moglich; Oberflache pulverbe-
schichtet; inkl. externem Konverter; hochwer-
tiger Reflektor mit mikrofacettierter, alumini-
umbedampfter Oberflache; unterschiedliche
asymmetrische Lichtverteilungen; Montage
wahlweise zur Boden- oder Deckenaufhellung;
energieeffiziente High-Power-LEDs mit sehr
guter Farbwiedergabe

Quickinfo

2700K, 3000K, 4000K
CRI=90, 3 SDCM

up to 53Im/W

L90 @ 50000h

non DIM, DALI-2

Types

trim

]

53 63

101
=

trimless

(s O O
53 a7 85
Colours

O®

Light distribution

wide
floor

homogeneous
floor illumination

)

tunable white
2700-5000K

safety glass for
dust protection

Order options

2700K 4
3000K 5
4000K 6
non DIM 1
DALI-2 3
wide floor

4
O traffic white RAL 9016 W
@ jet black RAL 9005 B

Options on request

tunable white 2700-5000K

only available for 2 lamps | DALI-2 DT8

Light distribution

120°

90° t 90
60° 60°|

120°]

o

microprismatic
direct/indirect power

LUMINOUS FLUX value calculated for

3000K, CRI=90, colour white, reflector chrome
2700K -6 %, 4000K +7%

—or

85
131

80

101
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UNICO wall recessed
k ‘ CRI | || | @ | el

290 1ADDR. 220-240V/| REEN X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
7.3W 340Im 090-6L1:22UB0OO1
F CRI CBALDD @ b= “i

290 1ADDR. 220-240V| N X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
125W 610lm 090-6L2::=UB0O01

Accessories

for intermediate ceilings 2-25mm

TYPE LW-H(mm)  CUTOUT (mm) ORDER CODE
1lamp 101:63-20 90-50 090-7L20204
2 lamps 101101-30 90-50 090-7Q40204

for installation in plasterboard ceilings 12.5/15/20/25 mm

TYPE L-W-H (mm) CUTOUT (mm) ORDER CODE
1lamp 88.50-47 90-50 090-7L20100
2 lamps 85-85-47 90-50 090-7Q40100
TYPE L-W-H (mm) ORDER CODE
primed concrete ceilings 240-400-130 052-1914320

order mounting set separately

TYPE
1lamp exposed concrete

ORDER CODE
090-6L10500

2 lamps exposed concrete

090-6L20600

order mounting set separately

Planning information

wide floor

i

05m
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UNICO

Office
Visualisation

xal.com/unico
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86 SPIO

Hidden
talent

SPIO

EN Round, recessed SPIO spotlights bring special lighting to your
rooms. The luminaire provides an impressive lighting effect, trimless
or with a trim. The housing can be painted over, allowing the spot-
light to blend seamlessly into the ceiling. The small light aperture of
10 mm makes the SPIO itself appear almost hidden - but the equally
effective and calm overall impression is anything but invisible. The
round, recessed spotlight is available with beam angles of 35° or 44°
and can be rotated 360° in the housing and pivoted 30° in all direc-
tions. These different lighting options mean that versatile designs for
interiors are possible. SPIO is available in the light colours 2700K,
3000K, and 4000K.

BE Mit den runden SPIO Einbaustrahlern bringen Sie eine besondere
Beleuchtung in Inre Raume. Die Leuchte sorgt flir eine beeindrucken-
de Lichtwirkung, randlos oder mit umlaufendem Rand. Das Gehause
kann einfach Uberstrichen werden, wodurch sich der Strahler nahtlos
ins Deckenbild einfligt. Die geringe Lichtaustritts6ffnung von 10mm
lasst die SPIO selbst beinahe verborgen erscheinen — der gleicher-
maBen effektvolle und ruhige Gesamteindruck ist aber alles andere
als unsichtbar. Der runde Einbau-Spot ist mit den Ausstrahlwinkel
von 35° oder 44° verfligbar und ist im Gehause um 360° drehbar und
in alle Richtungen 30° schwenkbar. Dadurch ergibt sich eine vielseiti-
ge Raumgestaltung auf Basis der unterschiedlichen Beleuchtungs-
moglichkeiten. SPIO ist in den Lichtfarben 2700K, 3000K und

4000K erhaltlich.

Type O
60
Mountings D D
trimless with trim
recessed recessed

Light distributions D Q

downlight spotlight

87
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88 SPIO

High-efficiency
lens

EN Large light output — almost unnoticed.
SPIO has a special LFO lens, which is
mounted at an exact distance from the
light-emission surface, thus ensuring that no
light beam appears on the inner surface of
the housing. This reduces the light-emission
surface, and SPIO illuminates the room
almost unnoticed.

DE GroBer Lichtoutput — nahezu unbemerkt.
SPIO verfligt Uber eine spezielle LFO Lin-
se, welche in einem exakten Abstand zur
Lichtaustrittsflache montiert wird. Dieser
ist so bemessen, dass kein Lichtstrahl

an der Innenflache des Gehauses auf-

tritt. Dadurch wird die Lichtaustrittsflache
reduziert und SPIO beleuchtet den Raum
nahezu unbemerkt.

Homogeneous appearance

EN SPIO is the right choice for a uniform
ceiling appearance. Thanks to its extremely
small light aperture of 10 mm, the recessed
spotlight appears almost invisible. The effec-
tive lighting is rounded off by its minimalist
design language.

DE Fir ein einheitliches Deckenbild ist
SPIO die richtige Wahl. Dank seiner aus-
gesprochen geringen Lichtaustritts6ffnung
von 10mm ist der Einbaustrahler beinahe
unsichtbar. Die effektive Lichtwirkung wird
abgerundet durch seine minimalistische
Formensprache.

Light distribution

EN Despite its small emission surface, the
recessed spotlight achieves a beam angle of
either 35° or 44°. SPIO thus provides glare-
free light and skilfully stages objects.

DE Trotz seiner geringen Austrittsflache
erreicht der Einbaustrahler einen Ausstrahl-
winkel von wahlweise 35° oder 44°. Dadurch
gibt SPIO blendfreies Licht und setzt Objekte
gekonnt in Szene.

xal.com/spio 89

Smooth andinvisible

EN The trimless SPIO version can easily be
maintained and adjusted thanks to its mag-
netic cover. The spotlight is completely fitted
into a plasterboard ceiling. The recessed
housing and ceiling can subsequently be
painted over. The spots thus appear “in-
visible”, creating a homogeneous, effective
overall impression.

DE Die randlose Variante von SPIO ist durch
die magnetische Abdeckplatte einfach zu
Warten und zu adjustieren. Der Strahler wird
vollkommen in einer Gipskartondecke ver-
baut. AnschlieBend kann das Einbaugehause
gemeinsam mit der Zimmerdecke Uberstri-
chen werden. Die Spots wirken dadurch
Lunsichtbar® — es entsteht ein homogener
wirkungsvoller Gesamteindruck.

Precise light
adjustment

EN The adjustable version of SPIO, patent
pending, can be moved in all directions thanks
to a magnetic plate. The spotlight can thus
both be rotated 360° and pivoted up to 30° in
all directions. As a result, it offers the greatest
flexibility in directing and guiding light exactly
where it is desired.

DE Die zum Patent angemeldete adjustable
Version von SPIO kann aufgrund eines mag-
netischen Strahlerkopfes in alle Richtungen
bewegt werden. Der Strahler kann zudem
nicht nur um 360° gedreht, sondern auch
um bis zu 30° in alle Richtungen geschwenkt
werden. Dadurch bietet er groBte Flexibilitat
in der Ausrichtung und Lenkung des Lichtes
genau dorthin, wo es gewilnscht ist.
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@ back

2

reddot winner 2022

DESIGN

AWARD
2022

SPIO 60

recessed

EN Round recessed spotlight in die-cast
aluminium; installation without tools in
mounting set with ball catch system or with
magnetic attachment; for trimless installation
in plasterboard ceilings; paintable cover;
shadow joint between cover and mounting
set optionally fillable; choice of adjustable

or fixed symmetric radiation characteristic;
high quality lens system; uncluttered ceiling
look through recessed lighting level; reduced
light-emitting surface (only 210 mm); no
multiple shadows; efficient LEDs with very
good colour rendering

DE Runder Einbaustrahler aus Aluminiumdruck-
guss; werkzeuglose Montage im Montageset
durch Kugelschnappsystem oder mittels Mag-
netbefestigung; fiir randlosen Einbau in Gips-
kartondecken; liberstreichbare Abdeckplatte;
Schattenfuge zwischen Abdeckplatte und
Montageset optional verspachtelbar; wahl-
weise einstellbar oder starr symmetrische
Abstrahlcharakteristik; hochwertige Linsenop-
tik; ruhiges Deckenbild durch zurtickversetzte
Leuchtenebene; reduzierte Lichtaustrittsflache
(nur 10 mm); keine Mehrfachschatten; effizi-
ente LEDs mit sehr guter Farbwiedergabe

Quickinfo

2700K, 3000K
CRI>=90, 2 SDCM
up to 60Im/W
L80 @ 50000h
non DIM, DALI-2

Types
downlight m ~
©
263
2105
adjustable ﬁ ©
' . ©
263
Colour

O

Light distributions

flood wide
flood

10 mm light
ouput area

LFO lens
technology

trimless
installation

paintable
cover

Order options

[ X ]

L X ]
2700K 4
3000K 5
O traffic white RAL9016
paintable cover

A
flood 35° F
wide flood 44° W

Options on request

4000K

primed concrete ceiling
exposed concrete ceiling

INSET POWER is the current
consumption excluding any ballast
LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, lens flood
2700K -5%

JTL
155
non DIM

DALI-2

263
& 1R

73

73

o 81

i 30°

130

/V
non DIM @ ‘B
90 -
DALI-2 @

106

108

o118
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SPIO 60 downlight
- UGR CRI | |m=2| | &/ CB
<16 =90 1ADDR. 2SDCM 1050mA pending pending

INSET POWER LUMINOUS FLUX
12.2W 12Vf 1050 mA 693Im

ORDER CODE
048-1510:2174

Mounting accessories

for plasterboard ceilings 12.5/15/25 mm

COLOUR
O traffic white RAL9016

ORDER CODE
048-2696117

for intermediate ceilings 2-25mm

COLOUR
O traffic white RAL9016

ORDER CODE
048-1597207

white aluminium RAL 9006

048-159720G

@ jet black RAL 9005

048-1597208

SPIO 60 adjustable
UGR | |@seo| | cRI | |w=| | 4 CB
<16 G 30° =90 1ADDR. 2SDCM 850mA pending pending
INSET POWER LUMINOUS FLUX ORDER CODE
9.7W 12Vf 850mA 582Im 048-1520:17a

Mounting accessories

for plasterboard ceilings 12.5/15/25 mm

COLOUR
O traffic white RAL9016

ORDER CODE
048-1598107

for intermediate ceilings 2-25mm

COLOUR
O traffic white RAL9016

ORDER CODE
048-1597107

white aluminium RAL 9006

048-159710G

@ jet black RAL 9005

048-1597108

Electrical accessories

220-240V AC, 50-60Hz, [T PC II

TYPE EFFICIENCY L-W-H (mm) ORDER CODE
850mA | non DIM n85% 147-44-22 002-90785
850mA | DALI-2 n85% 147-44-22 002-90786
1050mA | non DIM n85% 147-44-22 002-90787
1050 mA | DALI-2 n85% 147-44-22 002-90788
TYPE W-H:D (mm) ORDER CODE

POWER SUPPLY 220-240V AC 90-90-60
96 W | 48V DC constant voltage

005-6520210

LED DRIVER DALI-2 DT6 1-2 addr. 36-88-59
200-1050mA settable const. current
2x42W | 48V DC | Ugyr 10-40V

005-6121030

for more details and components see page 981
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96 CAVO

Spotlights behind
the scene

CAVO

EN CAVO embodies a new type of lighting system. The round, square,
rectangular, or flexible installation system can be integrated flush in
suspended ceilings. The spotlights can be positioned and connected
almost anywhere using a patented magnet system while remaining
discreetly in the background. The spots can be rotated and swivelled
individually. The glowing variant offers decorative indirect lighting of
the recessed housing, which backlights the spots and effectively
de-locates the light points.

DE CAVO verkorpert eine neue Art von Lichtsystem. Das runde,
quadratische oder rechteckige flexibel gestaltbare Einbaugehause
wird flachenblindig in abgehangte Decken integriert. Dort kbnnen
die Strahler anhand eines patentierten Magnetsystems nahezu be-
liebig positioniert sowie angeschlossen werden und halten sich de-
zent im Hintergrund. Die Spots sind individuell dreh- und schwenk-
bar. Zusatzlich bietet die Glowing Variante eine dekorative Indirekt-
beleuchtung des Einbaugehauses, die die Spots hinterleuchtet und
die Lichtpunkte effektvoll entortet.

e o L]

round square linear
110 110 300/600
Mountings N ]
trimless trim
recessed recessed

Light distributions g

indirect
spotlight  glowing light

97
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Works invisibly

EN CAVO spotlights are mounted without tools
and magnetically fixed, discreetly concealing
the light source in the housing. The recessed
light point plane also provides ample glare
control.

DE CAVO Strahler werden werkzeuglos mon-
tiert und magnetisch fixiert, wodurch sich die
Lichtquelle dezent im Gehause versteckt. Die
zurlickversetzte Lichtpunktebene schafft zu-
satzlich eine gute Entblendung.

Glowing effect

EN CAVO Glowing is a variant with
powerful indirect lighting. Light insets,
which are placed inside the box and the
housing channel, illuminate from within.
This creates subtle, decorative indirect
light in the channel, complementing the
directional light.

DE Bei CAVO Glowing handelt es sich um
eine Variante mit effektvoller Indirekt-
beleuchtung. Eigene Lichteinsatze in

der Box bzw. im Geh&ausekanal leuchten
diese von innen aus. Dadurch entsteht
dezentes, dekoratives Indirektlicht im Ka-

nal, welches das gerichtete Licht erganzt.

xal.com/cavo 99

Magnetic
attachment

EN CAVO spotlights are easy to rotate
and swivel and can be repositioned and
rearranged according to requirements,
providing maximum mobility and light
exactly where it is needed. The magnet
system repositions each spotlight within
the housing with just one touch.

DE Hochste Beweglichkeit und Licht
genau dort, wo es bendtigt wird:

CAVO Strahler sind einfach dreh- und
schwenkbar und kénnen je nach Anfor-
derung neu positioniert und angeordnet
werden. Dank eines Magnetsystems wird
jeder Strahler innerhalb des Gehauses
mit nur einem Handgriff neu positioniert.

Variety

EN The individual housing is directly
attached to the bare ceiling. As a sin-

gle luminaire, CAVO has four different
recessed housings (round, square, or
rectangular in two lengths), which can be
arranged with up to six spotlights.

DE Das Einzelgehause wird direkt an der
Rohdecke befestigt. Als Einzelleuchte
verfligt CAVO (ber vier unterschiedliche
Einbaugehause (rund, quadratisch oder
rechteckig in zwei Langen), die mit bis
zu sechs Strahlern arrangiert werden
kénnen.
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100 CAVO

@ back

CAVO round/square

recessed

EN Recessed housing made of pressed steel
sheet for flush installation in plasterboard ceil-
ings, underside of aluminium-reinforced plaster;
alternatively with round or square cut-out; no
break-out of edges; 3 cylindrical spotlight heads
can be installed without tools by means of
magnetic holders; simple electrical connection
of the spotlights due to non-reversible plug and
play connection; housing and spotlights powder
coated; optionally: indirect light component

in housing; COB (Chip on Board) technology
for maximum efficiency; no multiple shadows;
efficient LEDs with very good colour rendering;
good glare reduction due to recessed light
point plane; high quality lens system; precise
radiation characteristic; optical attachments as
accessories; hot plug protection

DE Einbaugehause aus Stahlblech fiir rand-
losen Einbau in Gipskartondecken, Unterseite
aus aluminiumverstarktem Gips; wahlweise mit
rundem oder quadratischem Ausschnitt; kein
Ausbrechen der Kanten; 3 zylindrische Strah-
lerkdopfe mittels Magnethalter werkzeuglos
einsetzbar; einfacher elektrischer Anschluss
der Strahler durch verpolungssichere Plug &
Play Verbindung; Geh&use und Strahler pul-
verbeschichtet; optional: Indirektlichtanteil im
Gehéause; COB (Chip on Board) Technologie
flr hochste Effizienz; keine Mehrfachschatten;
effiziente LEDs mit sehr guter Farbwieder-
gabe; gute Entblendung durch zurlickver-
setzte Lichtpunktebene; hochwertige Linsen-
optik; prazise Abstrahlcharakteristik; optische
Aufséatze als Zubehdr; Hot Plug-Schutz

Quickinfo

2700K, 3000K
CRI290, 2 SDCM
DALI-2

L80 @ 50000h
mounting housing with glowing

L90 @ 50000h
JUST 45 up to 69Im/W

L95 @ 50000h
JUST 32 focus up to 3x54 Im/W

Types

round square

trimless m g m g

2 110 110x110

Housing colours

O®

Inset colours

O®

Light distributions

med. flood focus

magnetic holders for optical

tool-free mounting  accessories

Order options

2700K
3000K

[ RN

DALI-2

O traffic white RAL 9016
@ jet black RAL 9005
gold dust RAL 260-M

©|o |~ hl

O traffic white RAL 9016
@ jet black RAL 9005

o/~ H

medium 23°
flood 44°

iz p

Options on request

elliptical sculpture foil
snoot
colour filter (red, blue, green, etc.)

only for JUST 32 focus

INSET POWER is the current
consumption excluding any ballast
LUMINOUS FLUX value calculated for

3000K, CRI=90, colour white, lens medium

2700K -5%
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JUST 32 focus 17-43°

& 360° CRI Y 2

(&3 200 2-50CM 400mA
INSET POWER LUMINOUS FLUX ORDER CODE
46W 250Im 049-8211:34

not for single use

JUST 45
= & 360" CRI Y 2
G 90° =290 2-SDCM 400mA
8‘ ﬂ ‘8 INSET POWER LUMINOUS FLUX ORDER CODE
B 8.8W 640Im 049-8302::34daA
Mounting accessories
T 1 DALI-2 address
270x270 140 for trimless installation in plasterboard ceilings 8-25mm
° TYPE L-W-H (mm) ORDER CODE
53| s round | 3 spots (i 4.5kg) 260-:260-120 049-880303m
o square | 3 spots (i 4.5kg) 260-260-120 049-881303m
incl. power supply 220-240V AC, 50-60Hz, @ PC I, ENEC approved
O |pe
2 DALI-2 addresses
for trimless installation in plasterboard ceilings 8-25mm
% TYPE L-W-H (mm) ORDER CODE
260 round | 3 spots (i 4.5kg) 260-260-120 049-8823537
[ square | 3 spots (i 4.5kg) 260-260-120 049-8833537
incl. power supply 220-240V AC, 50-60Hz, @ PC |, ENEC approved
g
- Optical accessories
0110

TYPE @H (mm) ORDER CODE
JUST 32 focus 30-4 007-1965168
JUST 45 42-3 007-1965188
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Freigeist Brauquartier
Graz, AT - by FIPE ARCHITECTURE
with lighting design by Eugen Schéberl
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@ back

CAVO linear

recessed

EN |nstallation housing in pressed steel sheet
with rectangular cut-out; for trimless instal-
lation in plasterboard ceilings; special edge
design with perforations for better adhesion
of filler; or with trim; 3 or 6 cylindrical spotlight
heads can be installed without tools by
means of magnetic holders; simple electrical
connection of the spotlights due to non-re-
versible plug and play connection; housing
and spotlights powder coated; COB (Chip on
Board) technology for maximum efficiency;
no multiple shadows; efficient LEDs with very
good colour rendering; good glare reduction
due to recessed light point plane; high quality
lens system; precise radiation characteristic;
optical attachments as accessories; hot plug
protection

DE Einbaugehause aus Stahlblech mit recht-
eckigem Ausschnitt; fiir randlosen Einbau in
Gipskartondecken; spezielle Randausbildung
mit Lochern fiir bessere Haftung der Spach-
telmasse; oder mit umlaufendem Rand; 3 bzw.
6 zylindrische Strahlerkdpfe mittels Mag-
nethalter werkzeuglos einsetzbar; einfacher
elektrischer Anschluss der Strahler durch
verpolungssichere Plug & Play Verbindung;
Gehause und Strahler pulverbeschichtet;
COB (Chip on Board) Technologie fiir hochste
Effizienz; keine Mehrfachschatten; effiziente
LEDs mit sehr guter Farbwiedergabe; gute
Entblendung durch zurlickversetzte Licht-
punktebene; hochwertige Linsenoptik; prazise
Abstrahlcharakteristik; optische Aufsatze als
Zubehor; Hot Plug-Schutz

Quickinfo
2700K, 3000K

CRI290, 2 SDCM
DALI-2

L90 @ 50000h

JUST 45 up to 6x69Im/W

L95 @ 50000h

JUST 32 focus up to 6x54 Im/W

Types

trim

o)
&
120

144

©
&
120

Housing colours

O®

Inset colours

O®

Light distributions

med. flood focus

magnetic holders for
tool-free mounting

optical
accessories

Order options

[ X ]
L X ]
2700K 4
3000K 5
DALI-2
4
O traffic white RAL 9016 7
@ jet black RAL 9005 8
gold dust RAL 260-M 9
|
O traffic white RAL 9016 7
@ jet black RAL 9005 8
A
medium 23° M
flood 44° F
trimless
. L7 1
Options on request SoButzs T

elliptical sculpture foil
snoot
colour filter (red, blue, green, etc.)

only for JUST 32 focus H

INSET POWER is the current

consumption excluding any ballast
LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, lens medium
2700K -5%

il

100
287

120

68

[}
o

245

trim

/7 JTL
335x135 175
635x135

100
144

120
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JUST 32 focus 17-43°

& 360° CRI Y 2
(&3 200 2-50CM 400mA
INSET POWER LUMINOUS FLUX ORDER CODE

46W 250Im 049-8211:34

not for single use

JUST 45
= & 360° CRI Y 2
& oo 200 2-50CM 400mA
INSET POWER LUMINOUS FLUX ORDER CODE
8.8W 640Im 049-8302::3@a

Mounting accessories

for trimless installation in plasterboard ceilings 12.5mm

TYPE L-W-H (mm) ORDER CODE
for 3 spots (2.4kg), 1 DALI 308-252120 049-884303m
for 6 spots (i 3.6kg), 2 DALI 608-269-120 049-884603m

incl. power supply 220-240V AC, 50-60Hz, @ PC I, ENEC approved

for intermediate ceilings 12.5mm

TYPE L-W-H (mm) ORDER CODE
for 3 spots (w2.7kg), 1 DALI 344-254120 049-885303m
for 6 spots ( 4.7kg), 2 DALI 644-271120 049-885603m

incl. power supply 220-240V AC, 50-60Hz, @ PC |, ENEC approved

Optical accessories

TYPE @H (mm) ORDER CODE
JUST 32 focus 30-4 007-1965168
JUST 45 42-3 007-1965188
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Boutique Frame Moscow, RU -
by Architectural Group Method with
lighting design by KA2 Light Architecture
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Combine with
your design

xal.com/sasso

SASSO

EN SASSO is a glamorous lighting solution for extravagant interior concepts
regardless of how it is used. The versatile spotlight series is available as a re-
cessed, semi-recessed, ceiling- or wall-mounted, or suspended version.
Choose between round or square versions, as well as single or double-lamp
spotlights in some versions. To ensure the spot fits harmoniously into the
overall design, it is available in many colours. The housing colours white,
black, and silver can be optimally combined with a selection of differently
coloured insets. SASSO is available with different light distribution character-
istics — either as spotlight, downlight, wallwasher, or wallwasher floor. In addi-
tion, sensors or emergency insets are optionally available. The series is char-
acterised by an excellent colour rendering up to CRI=95 (2-SDCM) in all light
colours: 2700K, 3000K, 4000K, or Colour Warm Dimming.

DBE Wie sie auch zum Einsatz kommt, SASSO ist eine glamourdse Lichtlésung
flr extravagante Interior-Konzepte. Die vielféltige Strahlerserie ist in zahlrei-
chen Varianten verfligbar: als Einbau-, Halbeinbau, Decken- oder Wandanbau-
variante sowie in abgependelter Ausfiihrung. AuBerdem haben Sie die Wahl
zwischen runden oder quadratischen Varianten, sowie in manchen Ausfiihrun-
gen auch als ein- oder zweiflammige Strahler. Um den Strahler harmonisch in
die Gesamtgestaltung einzufligen, ist er in vielen Farben erhaltlich — wobei die
Housing Farben WeiB, Schwarz und Silber optimal mit einer Auswahl an ver-
schiedenfarbigen Insets kombinierbar sind. SASSO ist in verschiedene Ab-
strahlcharakteristiken verfligbar — wahlweise als Spotlight, Downlight, Wall-
washer oder Wallwasher Floor. Zuséatzlich sind wahlweise Sensoren oder
Emergency Insets erhéltlich. In allen Lichtfarben - 2700K, 3000 K, 4000K
oder Colour Warm Dimming - zeichnet sich die Serie zudem durch eine sehr
gute Farbwiedergabe von bis zu CRI=95 (2-SDCM) aus.
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Types o O QO [] L1 O D Dj

40 60 60 60 60 100 100
round round round square square round round
1lamp 1lamp 2 lamps 1lamp 2 lamps 1lamp 2 lamps

Mountings m ] )j
trimless with trim semi-
recessed recessed recessed ceiling suspended wall

Light distributions

floor emergency direct
downlight sensor spotlight wallwasher  wallwasher light (only wall)

100
square
1lamp

direct/indirect
(only wall)

100
square
2 lamps
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SASSO recessed

Light SASSO 40

engines round
adjustable/
downlight

a»

SASSO 40
round
wallwasher /
wallwasher floor

SASSO 60
round
adjustable/
downlight

SASSO 60
round
wallwasher /
wallwasher floor

74W 6.8W 10.7W 8.2W

up to 84Im/W up to 97Im/W up to 107 Im/W up to 89Im/W

up to 624Im up to 659Im up to 11501Im up to 726Im

2700, 3000, 4000K 2700, 3000, 4000K 2700,3000,4000K,CWD 2700, 3000, 4000K
14°, 27°, 45° asymmetric 15°, 21°, 42° asymmetric
T1P40 /1 1P20 (adj.) IP20 11P40 /1 1P20 (adj.) IP20

11P44 /1 1P20 (dl.)

11P44 /t1P20 (dl.)

matt silver, white,

matt silver, white,

matt silver, white,

matt silver, white,

black, gold black, gold black, gold black, gold
Mounting accessories
- = B B
' V) P> aqaw A

round trimless
for plasterboard ceilings 12.5/15/25 mm

\uing”
round with trim | 1 lamp
for intermediate ceilings 2-25mm

"B Y B R ~ nY B "

round with trim | 2 lamps
for intermediate ceilings 2-25mm

L 3

square trimless
for plasterboard ceilings 12.5/15/25mm

square with trim | 1 lamp
for intermediate ceilings 2-25mm

square with trim | 2 lamps
for intermediate ceilings 2-25mm

xal.com/sasso
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SASSO 60 SASSO 60 SASSO 100 SASSO 100 SASSO 100 SASSO 100

square square round round square square

downlight wallwasher / adjustable/ wallwasher/ adjustable/ wallwasher /
wallwasher floor  downlight wallwasher floor  downlight wallwasher floor

| |

10.7 W 8.2W 17.2W, 25 W 25W, 23.4W 17.2W, 25 W 25W, 23.4W

up to 110Im/W up to 89Im/W up to 116 Im/W up to 120Im/W up to 116 Im/W up to 120Im/W

up to 1180Im up to 726Im up to 2630Im up to 2810Im up to 2640Im up to 2810Im

2700,3000,4000K,CWD 2700, 3000, 4000K 2700, 3000, 4000K 2700, 3000, 4000K 2700, 3000, 4000K 2700, 3000, 4000K

15°, 21°, 42° asymmetric 19°, 34°, 45°, 65° asymmetric 19°, 34°, 45°, 65° asymmetric

11P44 /1 1P20 IP20 1IP40/2IP20 (adj)  IP20 1IP40/11P20 (adj)  IP20

11P44 /11P20 (dl.)

11P44 /1t 1P20 (dl.)

matt silver, white,

matt silver, white,

matt silver, white,

matt silver, white,

matt silver, white,

matt silver, white,

black, gold black, gold black, gold black, gold black, gold black, gold
( J & )
/"'__\/
B Y B uS /‘_q“‘x_/’._"\,
: [ [ |
\ | = | | |
§ | | ' |
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Variety

EN SASSO can be integrated into any
lighting design concept. The spotlights
are available as recessed, semi-recessed,
wall and ceiling mounted variants, as
single or dual-lamp spotlights in an
elegant base, or as suspended versions.
Depending on the interior design, choose
between round or square luminaires and
the recessed set with or without trim.

DE SASSO integriert sich in jedes licht-
planerische Konzept. Die Strahler sind als
Einbau-, Halbeinbau- und Wand- sowie
Deckenanbauvariante als ein- oder zwei-
flammiger Strahler in einem eleganten
Gehause, oder als abgependelte Varian-
te verfiigbar. Je nach Raumgestaltung
haben Sie die Wahl zwischen runden
oder quadratischen Leuchten sowie dem
Einbauset mit oder ohne Rand.

Precise light
adjustment

EN A patented swivel mechanism offers
the highest possible flexibility. The spot-
light can be rotated through 360° and
swivelled up to 30° around the horizontal
axis. This enables light to be directed
precisely where it is needed.

DE Fin patentierter Schwenkmechanis-
mus schafft groBtmagliche Flexibilitat. Der
Strahler kann nicht nur um 360° gedreht,
sondern auch bis zu 30° um die horizon-
tale Achse geschwenkt werden. Das er-
moglicht die prézise Lenkung des Lichts
genau dorthin, wo es gewtinscht ist.

Low recess depth

EN SASSO 40 complements XAL's
SASSO product family with a small,
flexible spotlight that is particularly
impressive due to its low height. This
makes it an ideal lighting solution for
ceiling constructions with an unusually
low installation depth.

DE SASSO 40 erweitert die SASSO-
Produktfamilie von XAL um einen klei-
nen, flexiblen Strahler, der vor allem
durch seine geringe Hohe liberzeugt.
Dadurch ist er eine optimale Lichtlésung
fur Deckenkonstruktionen mit besonders
niedriger Einbautiefe.

Colour variety

EN SASSO is available in many different
colour variations to complement custom
designs and colour concepts. The select
housing colours (white, black, and silver)
combine beautifully with silver, white,
black, or gold insets, delivering a harmo-
nious, high-quality overall design.

DE Um sich individuellen Entwiirfen

und Farbvorstellungen anzupassen, ist
SASSO in vielen verschiedenen Farbva-
rianten erhaltlich. Die speziellen Ge-
h&ausefarben (WeiB, Schwarz und Silber)
lassen sich sehr gut mit Insets in Silber,
WeiB, Schwarz oder Gold kombinieren:
mit dem Ergebnis eines harmonischen,
hochwertigen Gesamtbildes.

Housing colours

SASSO 60/100 recessed

@

SASSO 40 recessed
SASSO 60/100 semi-recessed/
ceiling/suspended/wall

xal.com/sasso

Inset colours
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Light
distributions

EN SASSO has four optics and thus
fulfils all the fundamental functions of
your lighting concept. Vertical lighting

is provided by downlights with different
beam angles; wallwasher and wall-floor
optics provide extensive wall and floor
illumination; the adjustable spotlight sets
accents. If the functional area changes,
the optics in the luminaire housing can
be simply replaced without tools.

DE SASSO verfligt tiber vier Optiken

und erflllt so alle Grundfunktionen

lhres Beleuchtungskonzeptes. Vertikale
Beleuchtung wird durch Downlights

mit unterschiedlichen Abstrahlwinkeln
erzielt, Wallwasher- und Wall-Floor-Opti-
ken sorgen fiir groBflachige Wand- sowie
Bodenaufhellung, der Richtstrahler setzt
Akzente. Wechselt der Funktionsbereich,
kann die Optik im Leuchtengehause ein-
fach und werkzeuglos getauscht werden.

SASSO 60 downlight

=31

e

SASSO 60 wallwasher

S
e
L

SASSO 60 adjustable

SASSO 60 wallwasher floor
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ESSENTIAL sensor

brightness

presence

e

Jo

brightness
presence
temperature

humidity

sound pressure

CO2

=
10T

ready

Smart lighting

EN Special sensors expand the SASSO
round recessed product family with smart
lighting control and collection of insightful
data. The ESSENTIAL sensor enables
dynamic adjustment of the lighting to
ambient brightness and room activity. The
SENSE version also measures values such
as temperature, air quality, humidity and
noise level. These data not only provide
important insights into the ambient condi-
tions and use of rooms, but also support
energy savings in the long term.

DE Spezielle Sensoren erweitern die
SASSO round recessed-Produktfamilie um
smarte Lichtsteuerung und aufschlussrei-
che Datenerhebung. Der ESSENTIAL-Sen-
sor ermdglicht die dynamische Anpassung
der Beleuchtung an Umgebungshelligkeit
und Raumaktivitat. Die SENSE-Variante
misst auBerdem Werte wie Temperatur,
Luftqualitat, Luftfeuchtigkeit und Ge-
rauschpegel. Diese Daten liefern nicht

nur wichtige Erkenntnisse liber die Um-
gebungsbedingungen und Nutzung von
R&aumen, sondern unterstiitzen langfristig
Energieeinsparungen.

Ball catch
system

EN SASSO spots are easy to replace. As-
sembly is quick and entirely without tools,
thanks to a ball catch system. The lighting
thus always adapts flexibly to new require-
ments and circumstances.

DE SASSO Spots sind einfach austausch-
bar: Die Montage erfolgt schnell und véllig
ohne Werkzeug durch ein Kugelschnap-
psystem. So passt sich die Beleuchtung
stets flexibel den neuen Anforderungen
und Gegebenheiten an.

DIN Rail (DALI)

EN The DIN Rail driver centralises the pow-
er supply of several spotlights. This simpli-
fies both the installation and maintenance
of a lighting system: drivers no longer have
to be installed in false ceilings, but are
located collectively in a control cabinet.

More information on page 981.

DE Der DIN Rail LED Treiber zentralisiert
den Stromzufluss mehrerer Strahler. Dies
vereinfacht sowohl die Installation als auch
die Wartung einer Lichtanlage: LED Treiber
missen nicht mehr in den Zwischendecken
verbaut werden, sondern befinden sich
gesammelt in einem Schaltschrank.

Mehr Informationen auf Seite 981.

Power Supply —
LED Driver

xal.com/sasso 115

CWD - Colour Warm Dimming

EN Warm light quality with reduced illumin-
ance. Colour Warm Dimming reduces the
light intensity while continuously changing
the colour temperature between 3000K and
1800K. The function supports, for example,
the change between cosy restaurant lighting
during the day and a relaxing lighting mood in
the evening.

DE Warme Lichtqualitat bei reduzierter Be-
leuchtungsstéarke: Colour Warm Dimming
senkt zugleich die Lichtintensitat und wech-
selt die Farbtemperatur stufenlos zwischen
3000K und 1800 K. Die Funktion unterstitzt
etwa den Wechsel zwischen gemiitlicher
Restaurant-Beleuchtung tagsiiber und einer
entspannenden Lichtstimmung am Abend.

Emergency light

EN The round emergency light inset can be
easily added to a lighting system without
tools. The battery life is three hours - that's
how long the inset can be disconnected
from the power supply. It is available in
three versions: BASIC provides for functio-
nal checking at the push of a button, SELF-
TEST indicates functionality by means of

a status LED, and in the PRO variant the
status can be called up via DALI.

DE Der runde Notlicht-Einsatz lasst sich
einfach werkzeuglos einer Beleuch-
tungsanlage hinzufligen. Die Akkulaufzeit
betrégt drei Stunden - so lange kann das
Inset von der Stromzufuhr getrennt sein.
Erhaltlich ist es in drei Varianten: BASIC
sieht die Funktionsuiberprifung via Knopf-
druck vor, SELF-TEST zeigt die Funktio-
nalitat durch eine Status-LED an und in
der PRO-Variante ist der Status via DALI
abrufbar.
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SASSO 40 round

recessed

EN Round recessed spotlight; installation
without tools in mounting set (trimless or

with trim) with ball catch system; surface
lacquered; installation possible in different
housings; choice of adjustable / fixed sym-
metric or asymmetric radiation characteristic;
variants with symmetric radiation characteris-
tic: precise radiation characteristic due to high
quality lens system; variants with asymmetric
radiation characteristic: high-quality reflector
with micro-faceted, aluminum-vaporised
surface; COB (Chip on Board) technology

for maximum efficiency (ADJUSTABLE and
DOWNLIGHT); no multiple shadows; efficient
LEDs with very good colour rendering

DE Runder Einbaustrahler; werkzeuglose Mon-
tage im Montageset (randlos oder mit umlau-
fendem Rand) durch Kugelschnappsystem;
Oberflache lackiert; Einbau in unterschiedli-
chen Gehausen mdglich; wahlweise einstell-
bar / starr symmetrische oder asymmetrische
Abstrahlcharakteristik; symmetrisch strah-
lende Varianten: prazise Abstrahlcharakteris-
tik durch hochwertige Linsenoptik; asymme-
trische strahlende Varianten: hochwertiger
Reflektor mit mikrofacettierter, aluminiumbe-
dampfter Oberflache; COB (Chip on Board)
Technologie fiir hochste Effizienz (ADJUS-
TABLE und DOWNLIGHT); keine Mehrfach-
schatten; effiziente LEDs mit sehr guter
Farbwiedergabe

Quickinfo

2700K, 3000K, 4000K
CRI>90, 2 SDCM

up to 97 Im/W

L80 @ 50000h

non DIM, DALI-2

11P44/t1P20

Types

trim = 3
0 44-51

trimless M 3
048

Housing colours

0@

Inset colours

o0

Light distributions

CC

spot med. flood wall wall

floor
- s B
L <N >

rotatable 360°, wallwasher and
ww floor inset

tiltable 30°

60 mm recess
depth (DIN rail)

glare control
(UGR<16)

Order options

4

2700K 4
3000K 5
4000K 6
4

O traffic white RAL 9016 (UGR<22) 7
matt silver (UGR<19) 4
@ jet black RAL 9005 (UGR<16) 1
gold dust RAL 260-M (UGR<19) 9
A

spot 14° S
medium 27° M
flood 45° F

Options on request

DIM 1-10V

Light distributions

90° 90° 90° 90°
60° 60°| 60° 60°|
30° 30° 30° 30°]
wallwasher wallwasher floor

INSET POWER is the current
consumption excluding any ballast
LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, flood
2700K -5%, 4000K +5%

!
80
non DIM

110
DALI-2

T
80
non DIM

110
DALI-2
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SASSO 40 round
w & 3600 UGR CRI 157 1 P20 @ @ N:
® 30 <16 290 2:SDCM T pas 200mA X-PERT X-PERT
INSET POWER LUMINOUS FLUX ORDER CODE
74W 36 Vf 200mA 624 Im 048-2820:1@a
INSET POWER LUMINOUS FLUX ORDER CODE
7.4W 36 Vf 200mA 624 Im 048-2800:14a
| J
cRI | | | |=| | @ | |Lr| |-
290 28DCM 1ADDR 250mA X-PERT X-PERT
INSET POWER LUMINOUS FLUX ORDER CODE
6.8W 27Vf 250mA 605Im 048-2840:14A
INSET POWER LUMINOUS FLUX ORDER CODE
6.8W 27 Vf 250mA 659Im 048-2840:1@W

Mounting accessories

for plasterboard ceilings 12.5/15/25 mm
COLOUR ORDER CODE
O traffic white RAL9016 048-2896117

for intermediate ceilings 2-25mm
COLOUR ORDER CODE
O traffic white RAL9016 048-2896317
@ jet black RAL 9005 048-2896318

Electrical accessories

220-240V AC, 50-60Hz, [T PC II

TYPE EFFICIENCY L-W-H (mm) ORDER CODE
200mA | non DIM n80% 65-39-20 002-90744
200mA | DALI-2 n82% 166-30-22 002-90745
250mA | non DIM n80% 65-39-20 002-90742
250mA | DALI-2 n82% 166-30-22 002-90743
TYPE W-H-D (mm) ORDER CODE

POWER SUPPLY 220-240V AC 90-90-60
96 W | 48V DC constant voltage

LED DRIVER DALI-2 DT6 1-2 addr. 36-88-59
200-1050mA settable const. current

2x42W | 48V DC | Ugyr 10-40V

for more details and components see page 981

005-6520210

005-6121030
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SASSO 60 round

recessed

EN Round recessed spotlight; installation
without tools in mounting set (trimless or

with trim) with ball catch system; surface
lacquered; installation possible in different
housings; choice of adjustable / fixed sym-
metric or asymmetric radiation characteristic;
variants with symmetric radiation characteris-
tic: precise radiation characteristic due to high
quality lens system; variants with asymmetric
radiation characteristic: high-quality reflector
with micro-faceted, aluminum-vaporised
surface; COB (Chip on Board) technology

for maximum efficiency (ADJUSTABLE and
DOWNLIGHT); no multiple shadows; efficient
LEDs with very good colour rendering

DE Runder Einbaustrahler; werkzeuglose Mon-
tage im Montageset (randlos oder mit umlau-
fendem Rand) durch Kugelschnappsystem;
Oberflache lackiert; Einbau in unterschiedli-
chen Gehausen mdglich; wahlweise einstell-
bar / starr symmetrische oder asymmetrische
Abstrahlcharakteristik; symmetrisch strah-
lende Varianten: prazise Abstrahlcharakteris-
tik durch hochwertige Linsenoptik; asymme-
trische strahlende Varianten: hochwertiger
Reflektor mit mikrofacettierter, aluminiumbe-
dampfter Oberflache; COB (Chip on Board)
Technologie fiir hochste Effizienz (ADJUS-
TABLE und DOWNLIGHT); keine Mehrfach-
schatten; effiziente LEDs mit sehr guter
Farbwiedergabe

Quickinfo

2700K, 3000K, 4000K, CWD
CRI=90, 2 SDCM

up to 107 Im/W

L80 @ 50000h

non DIM, DALI-2

11P44/t1P20

Types

trim ’_‘ )
280

trimless ’—‘ @

263

double trim
Q

147x80

Housing colours

00

Inset colours

00

Light distributions

spot med. flood wall wall
floor

rotatable 360°,
tiltable 30°

<A D>

/

wallwasher and glare control

ww floor inset (UGR<16)
; N\
@y
60mm CWD
recess depth 1800-3000K

Order options

2700K

3000K

4000K

[N IEN

CWD 1800-3000K*

*only for DALI-2

O traffic white RAL 9016 (UGR<22)

matt silver (UGR<19)

@ jet black RAL 9005 (UGR<16)

gold dust RAL 260-M (UGR<19)

spot 15°

medium 21°

flood 42°

Options on request

CRI=95, 2 SDCM

Casambi

acoustic soft ceilings

!
60
non DIM

120
DALI-2

JTL
60
non DIM

120
DALI-2

JTL
60
non DIM

120
DALI-2

JTL
60
non DIM

120
DALI-2

73

73

1O [
{3 c%« 9 90

DIM1-10V

Light distributions

90° 90° 90° 90°
60° 60°| 60° 60°|
30° 30° 30° 30°]
wallwasher wallwasher floor

INSET POWER is the current
consumption excluding any ballast

LUMINOUS FLUX value calculated for

3000K, CRI=90, colour white, flood

2700K -5%, 4000K +5%

3

®B"

)
[
@

© B
Py

6.

)
@

OB 0B

)
o
@

—&m— IR

147
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SASSO 60 round

- & 360° UGR CRI 1 P20

® 8o <16 290 2% 300mA T 1Pas @ CB

INSET POWER LUMINOUS FLUX ORDER CODE
10.7W 36 Vf 300mA 10401Im 048-2622::14A
10.4W 35Vf 300mA CWD 949Im 048-2622E14aA
INSET POWER LUMINOUS FLUX ORDER CODE
10.7W 36 Vf 300mA 1070Im 048-2602:x14a
10.4W 35Vf 300mA CWD 949Im 048-2602E14a

2 CRI | |=» Gl el

290 1ADDR 30<ng @ C B X-PERT >(T

INSET POWER LUMINOUS FLUX ORDER CODE
8.2W 27Vf 300mA 635Im 048-2641:14A
INSET POWER LUMINOUS FLUX ORDER CODE
8.2W 27Vf 300mA 633Im 048-2641:214W

Mounting accessories

for plasterboard ceilings 12.5/15/25 mm

COLOUR
O traffic white RAL9016

ORDER CODE
048-2696117

for intermediate ceilings 2-25mm

TYPE COLOUR

1lamp white aluminium RAL 9006

ORDER CODE
048-269631G

O traffic white RAL9016

048-2696317

@ jet black RAL 9005

048-2696318

2 lamps white aluminium RAL 9006

048-269831G

O traffic white RAL9016

048-2698317

@ jet black RAL 9005

048-2698318

COLOUR L-W-H (mm) ORDER CODE
exposed concrete ceilings 230230162 048-2695210
primed concrete ceilings® 614-307-120 048-2695110

*order mounting set separately, not applicable for 2 lamps mounting set with trim

Electrical accessories

220-240V AC, 50-60Hz, [T PC Il

TYPE EFFICIENCY L-W-H (mm) ORDER CODE
300mA | non DIM n 85% 85-40-22 002-90771
300mA | DALI-2 n 88% 143:43-30 002-90762
TYPE W-H-D (mm) ORDER CODE
POWER SUPPLY 220-240V AC 90-90-60 005-6520210
96 W | 48V DC constant voltage

LED DRIVER DALI-2 DT6 1-2 addr. 36-88-59 005-6121030

200-1050 mA settable const. current

2x42W | 48V DC | Uoyr 10-40V

for more details and components see page 981
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SASSO 100 round

recessed

EN Round recessed spotlight; installation
without tools in mounting set (trimless or

with trim) with ball catch system; surface
lacquered; installation possible in different
housings; choice of adjustable / fixed sym-
metric or asymmetric radiation characteristic;
variants with symmetric radiation characteris-
tic: precise radiation characteristic due to high
quality lens system; variants with asymmetric
radiation characteristic: high-quality reflector
with micro-faceted, aluminum-vaporised
surface; COB (Chip on Board) technology

for maximum efficiency (ADJUSTABLE and
DOWNLIGHT); no multiple shadows; efficient
LEDs with very good colour rendering

DE Runder Einbaustrahler; werkzeuglose Mon-

tage im Montageset (randlos oder mit umlau-
fendem Rand) durch Kugelschnappsystem;
Oberflache lackiert; Einbau in unterschiedli-
chen Gehausen mdglich; wahlweise einstell-

bar / starr symmetrische oder asymmetrische

Abstrahlcharakteristik; symmetrisch strah-
lende Varianten: prazise Abstrahlcharakteris-
tik durch hochwertige Linsenoptik; asymme-
trische strahlende Varianten: hochwertiger
Reflektor mit mikrofacettierter, aluminiumbe-
dampfter Oberflache; COB (Chip on Board)
Technologie fiir hochste Effizienz (ADJUS-
TABLE und DOWNLIGHT); keine Mehrfach-
schatten; effiziente LEDs mit sehr guter
Farbwiedergabe

Quickinfo Order options
2700K, 3000K, 4000K 14
CRI>=90, 2 SDCM 2700 K 4
up to 120Im/W 3000K 5
L80 @ 50000h 4000K 6
non DIM, DALI-2
11P44/1t1P20
4
O traffic white RAL 9016 (UGR=22) 7
Types matt silver (UGR<19) 4
) = @ jet black RAL 9005 (UGR<16) 1
trim [ e 38 gold dust RAL 260-M (UGR<19) 9
o118
trimless ’—‘ © A
297 spot 19° S
_ medium 34° M
double trim ’—‘&gg flood 45° F
218118 wide flood 65° W
Housing colours Options on request
: . CRI>95, 2 SDCM
Inset colours
CWD 1800-3000K
O . not for WW & WWF version
Light distributions Casambi
spot med. flood wide wall wall
flood floor acoustic soft ceilings
DIM 1-10V
A
rotatable 360°,  wallwasher and
tiltable 30° ww floor inset
.g | T
glare éontrol 80mm
(UGR<16) recess depth
N
) INSET POWER is the current
@ consumption excluding any ballast
LUMINOUS FLUX value calculated for
CWD CRI=95 3000K, CRI=90, colour white, wide flood
1800-3000K 2 SDCM 2700K -5%, 4000K +5%

100

80

100

100

106

=18

75

96

=

=

_,
96

E

)
©
o
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SASSO 100 round
. & 3600 UGR CRI Z@7 1 P20 @ N:
® 30 <19 290 2:SDCM 500/700mA T Pas X-PERT X-PERT
INSET POWER LUMINOUS FLUX ORDER CODE
17.2W 36 Vf 500mA 1850Im 048-2720:x14@4
25W 36Vf700mA 2450Im 048-2720:x144
INSET POWER LUMINOUS FLUX ORDER CODE
17.2W 36 Vf 500mA 1830Im 048-2700:x1@a
25W 36Vf700mA 2410Im 048-2700:144
’ CRI | |m| | @ ©r| ek
290 1ADDR 700mA X-PERT X-PERT
INSET POWER LUMINOUS FLUX ORDER CODE
25W 36 Vf 700mA 2290Im 048-2740:14A
INSET POWER LUMINOUS FLUX ORDER CODE
23.4W 36 Vf 700mA 2670lm 048-2740:1@W

Mounting accessories

for plasterboard ceilings 12.5/15/25 mm

COLOUR
O traffic white RAL9016

ORDER CODE
048-2796117

for intermediate ceilings 2-25mm

TYPE COLOUR
1lamp white aluminium RAL 9006

ORDER CODE
048-279631G

O traffic white RAL9016

048-2796317

@ jet black RAL 9005

048-2796318

2 lamps white aluminium RAL 9006

048-279831G

O traffic white RAL9016

048-2798317

@ jet black RAL 9005

048-2798318

COLOUR L-W-H (mm) ORDER CODE
exposed concrete ceilings 230230162 048-2795210
primed concrete ceilings® 614-307-120 048-2695110

*order mounting set separately, not applicable for 2 lamps mounting set with trim

Electrical accessories

220-240V AC, 50-60Hz, [T PC II

TYPE EFFICIENCY L-W-H (mm) ORDER CODE
500mA | non DIM n 88% 143-43-30 002-90777
500mA | DALI-2 n88% 143:43-30 002-90779
700mA | non DIM n 80% 143-43-30 002-90774
700mA | DALI-2 n 88% 143-43-30 002-90776
TYPE L-W-H (mm) ORDER CODE
non DIM cable g 4-12mm 105-58-30 005-2531110
DALI cable g 4-12mm 105-58-30 005-2551110
TYPE W-H-D (mm) ORDER CODE

POWER SUPPLY 220-240V AC 90-90-60
96W | 48V DC constant voltage

005-6520210

LED DRIVER DALI-2 DT6 1-2 addr. 36-88-59
200-1050 mA settable const. current
2x42W | 48V DC | Ugyr 10-40V

005-6121030

for more details and components see page 981
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SASSO 60 round
sensor/emergency

recessed

EN Round inset (Emergency Light or Sensor);
installation without tools in mounting set
(trimless or with trim) with ball catch system;
surface lacquered; installation possible in

different housings; LED emergency light inset:

3 variants with different test possibilities -
BASIC with test button, SELF-TEST with
status LED or PRO DALI-2 with monitoring
via DALI; sensor with DALI-2 control: 2
variants - ESSENTIAL with brightness and
presence sensor or SENSE with additional
temperature, humidity, air quality and noise
level measurement

Quickinfo

sensor

ESSENTIAL, SENSE

DALI-2

emergency light

6500K
CRI=80
200Im

L80 @ 50000h
non maintained

Types

trim p:
— = [ i
2 80 2 80

trimless N S
— ~
263 263

double trim 3
A —

147x80

Housing colours

0@

0@

Sensors

essen- sense
tial

DE Runder Einsatz (Notlicht bzw. Sensor);
werkzeuglose Montage im Montageset (rand-
los oder mit umlaufendem Rand) durch Kugel-
schnappsystem; Oberflache lackiert; Einbau in
unterschiedlichen Gehdusen méglich; LED Not-
licht-Einsatz: 3 Varianten mit verschiedenen
Testmaglichkeiten - BASIC mit Priiftaste, SELF-
TEST mit Status-LED oder PRO DALI-2 mit
Uberwachung iiber DALI; Sensor mit DALI-2
Steuerung: 2 Varianten — ESSENTIAL mit Hel-
ligkeits- und Anwesenheitssensor oder SENSE
mit zusatzlicher Temperatur-, Luftfeuchtig-
keits-, Luftqualitats- und Larmpegelmessung

—_— Inset colours

Order options

O traffic white RAL 9016

~

@ jet black RAL 9005

spot lens

escape route lens

anti panic lens

Options on request

acoustic soft ceilings

grey, gold

Light distributions
90° 90°
60° 60°
30° 30°

emergency light
spotlens

90°

60°

30°

emergency light
escape route lens

30° 30°

emergency light
anti panic lens

1L ==

60

263

JTL

s
7B

263

94

73

@ @ ‘o
~ ©
2 80 o
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SASSO 60 sensor round

= Do & | |2

Srsuapae m 1ADDR.

{

TYPE
brightness & presence

ORDER CODE
048-2693114

[E— —
= X A4 (Q) ) STTe ]
e ’/Q‘ [E (m) Oﬁ %‘, 1ADDR.
=
TYPE ORDER CODE

brightness, presence, temperature,
sound pressure, humidity, CO,

048-2693124

SASSO 60 emergency light round
22@0\/ {: ‘ :} - O

TYPE
BASIC | 2W

ORDER CODE
048-2693214

SELF-TEST | 2W

048-2693224

PRO DALI-2 | 2W

048-2693234

incl. 3 interchangeable lenses

Electrical accessories

TYPE
replacement accupack 3h

ORDER CODE
048-2693910

Mounting accessories

for plasterboard ceilings 12.5/15/25 mm

COLOUR
O traffic white RAL9016

ORDER CODE
048-2696117

for intermediate ceilings 2-25mm

TYPE COLOUR
1lamp O traffic white RAL9016

ORDER CODE
048-2696317

@ jet black RAL 9005

048-2696318

2 lamps O traffic white RAL9016 048-2698317

@ jet black RAL 9005 048-2698318
COLOUR L-W-H (mm) ORDER CODE
exposed concrete ceilings 230230162 048-2695210
primed concrete ceilings® 614-307-120 048-2695110

*order mounting set separately, not applicable for 2 lamps mounting set with trim
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Deansgate Square Manchester, UK -
by Lister & Lister with lighting design
by Troup, Bywaters & Anders Lighting
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Deansgate Square Manchester, UK -
by Lister & Lister with lighting design
by Troup, Bywaters & Anders Lighting
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SASSO

HeidelbergCement AG
Heidelberg, DE - by Albert Speer +
Partner Architekten with lighting
design by Hailight Lichtplanung,
Andreas Haidegger

xal.com/sasso
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Oppenldnder Rechtsanwilte
Stuttgart, DE - by Ippolito Fleitz
Group GmbH
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SASSO 60 square

recessed

EN Square recessed spotlight; installation
without tools in mounting set (trimless or
with trim) with ball catch system; surface
lacquered; installation possible in different
housings; choice of fixed symmetric or
asymmetric radiation characteristic; variants
with symmetric radiation characteristic:
precise radiation characteristic due to high
quality lens system; variants with asymmetric
radiation characteristic: high-quality reflector
with micro-faceted, aluminum-vaporised
surface; COB (Chip on Board) technology
for maximum efficiency (DOWNLIGHT); no
multiple shadows; efficient LEDs with very
good colour rendering

DE Quadratischer Einbaustrahler; werkzeug-
lose Montage im Montageset (randlos oder
mit umlaufendem Rand) durch Kugelschnap-
psystem; Oberflache lackiert; Einbau in unter-
schiedlichen Gehdusen moglich; wahlweise
starr symmetrische oder asymmetrische
Abstrahlcharakteristik; symmetrisch strah-
lende Varianten: prazise Abstrahlcharakteris-
tik durch hochwertige Linsenoptik; asymme-
trische strahlende Varianten: hochwertiger
Reflektor mit mikrofacettierter, aluminiumbe-
dampfter Oberflache; COB (Chip on Board)
Technologie flir hochste Effizienz (DOWN-
LIGHT); keine Mehrfachschatten; effiziente
LEDs mit sehr guter Farbwiedergabe

Quickinfo

2700K, 3000K, 4000K, CWD
CRI=90, 2 SDCM

up to 10Im/W

L80 @ 50000h

non DIM, DALI-2

11P44/t1P20

Types

trim ©
e
8o

trimless ©
e
063

double trim 2

147x81

Housing colours

00

Inset colours

o0

Light distributions

spot med. flood wall wall
floor

(=

wallwasher and
ww floor inset

()

glare control 60mm
(UGR<16) recess depth
N
CWD CRIz95
1800-3000K 2 SDCM

Order options

2700K 4
3000K 5
4000K 6

CWD 1800-3000K*

*only for DALI-2

matt silver (UGR<19)

@ jet black RAL 9005 (UGR<16)

4
O traffic white RAL 9016 (UGR<22) 7
4
1
9

gold dust RAL 260-M (UGR<19)

spot 15°

medium 21°

flood 42°

Options on request

CRI=95, 2 SDCM

Casambi

acoustic soft ceilings

73x73

!
60
non DIM

110
DALI-2

!
60
non DIM

10
DALI-2

JTL
60
non DIM

110
DALI-2

73x73

= |

72

73x138

DIM1-10V

Light distributions

90° 90° 90° 90°
60° 60°| 60° 60°|
30° 30° 30° 30°]
wallwasher wallwasher floor

INSET POWER is the current
consumption excluding any ballast
LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, flood

2700K -5%, 4000K +5%

xal.com/sasso 135

SASSO 60 square

| jy
UGR CRI 1 P20
<16 >90 ao<z%A 2% J Pas @ CB xﬁ@r

INSET POWER LUMINOUS FLUX ORDER CODE
10.7W 36 Vf 300mA 180Im 048-2612:1@4A
10.4W 35Vf 300mA CWD949Im 048-2612E1@a

CRI | |wm| | <@ & |CB ©r| el
=90 1ADDR. 300mA X-PERT X-PERT

INSET POWER LUMINOUS FLUX ORDER CODE
8.2W 27Vf300mA 635Im 048-2651:1@A
INSET POWER LUMINOUS FLUX ORDER CODE
8.2W 27Vf 300mA 633Im 048-2651:1@dW

Mounting accessories

for plasterboard ceilings 12.5/15/25 mm
COLOUR ORDER CODE
O traffic white RAL9016 048-2697117

for intermediate ceilings 2-25mm
TYPE COLOUR
1lamp white aluminium RAL 9006
O traffic white RAL9016
@ jet black RAL 9005
2 lamps white aluminium RAL 9006
O traffic white RAL9016
@ jet black RAL 9005

ORDER CODE
048-269731G
048-2697317
048-2697318
048-269931G
048-2699317
048-2699318

COLOUR L-W-H (mm) ORDER CODE
primed concrete ceilings* 614-307-120 048-2695110

*order mounting set separately, not applicable for 2 lamps mounting set with trim

Electrical accessories

220-240V AC, 50-60Hz, [T PC II

TYPE EFFICIENCY L-W-H (mm) ORDER CODE
300mA | non DIM n 85% 85-40-22 002-90771
300mA | DALI-2 n 88% 143:43-30 002-90762
TYPE L-W-H (mm) ORDER CODE
non DIM cable g4-12mm 105-58-30 005-2531110
DALI cable g4-12mm 105-58-30 005-2551110
TYPE W-H:D (mm) ORDER CODE
POWER SUPPLY 220-240V AC 90-90-60 005-6520210
96 W | 48V DC constant voltage

LED DRIVER DALI-2 DT6 1-2 addr. 36-88-59 005-6121030

200-1050 mA settable const. current
2x42W | 48V DC | Ugyr 10-40V

for more details and components see page 981
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SASSO 100 square

recessed

EN Square recessed spotlight; installation
without tools in mounting set (trimless or

with trim) with ball catch system; surface
lacquered; installation possible in different
housings; choice of adjustable / fixed sym-
metric or asymmetric radiation characteristic;
variants with symmetric radiation characteris-
tic: precise radiation characteristic due to high
quality lens system; variants with asymmetric
radiation characteristic: high-quality reflector
with micro-faceted, aluminum-vaporised
surface; COB (Chip on Board) technology

for maximum efficiency (ADJUSTABLE and
DOWNLIGHT); no multiple shadows; efficient
LEDs with very good colour rendering

DE Quadratischer Einbaustrahler; werkzeug-
lose Montage im Montageset (randlos oder
mit umlaufendem Rand) durch Kugelschnap-
psystem; Oberflache lackiert; Einbau in unter-
schiedlichen Gehausen mdglich; wahlweise
einstellbar / starr symmetrische oder asym-
metrische Abstrahlcharakteristik; symmetrisch
strahlende Varianten: prazise Abstrahlcharak-
teristik durch hochwertige Linsenoptik; asym-
metrische strahlende Varianten: hochwertiger
Reflektor mit mikrofacettierter, aluminiumbe-
dampfter Oberflache; COB (Chip on Board)
Technologie fiir hochste Effizienz (ADJUS-
TABLE und DOWNLIGHT); keine Mehrfach-
schatten; effiziente LEDs mit sehr guter
Farbwiedergabe

Quickinfo

2700K, 3000K, 4000K
CRI>=90, 2 SDCM

up to 120Im/W

L80 @ 50000h

non DIM, DALI-2

11P44/1t1P20
Types
trim 0 g%
~ S
ons
trimless 0 g§
o9z
double trim ’—‘ 08T
~NTE
218x118

Housing colours

00

Inset colours

o0

Light distributions

spot med. flood wide wall wall
flood floor

(=

wallwasher and
ww floor inset

()

glare control 60mm
(UGR<16)

BN

= U

CwD CRI=95
2 SDCM

1800-3000K

recess depth

Order options

N8

95

75

No—~"]
N

A
N

==

96

=
 —

[m]
©
>

==

96

i
A

=—=|

==

—frrermed— 1

O ]

0105

12x210

o —
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SASSO 100 square

@wx| |UGR| |CR B | ©| |[te| B |E)-

<19 290 2-SDCM 500/700mA| T 1pas X-PERT X-PERT

INSET POWER LUMINOUS FLUX ORDER CODE
17.2W 36 Vf 500mA 1860Im 048-2730:14daA
25W 36 Vf 700mA 2450Im 048-2730:x144
INSET POWER LUMINOUS FLUX ORDER CODE
17.2W 36 Vf 500mA 1890Im 048-2710:14a
25W 36 Vf 700mA 25001Im 048-2710:x144a
r CRI | |=m| | @ e |ek-
290 1ADDR. 700mA X-PERT X-PERT
INSET POWER LUMINOUS FLUX ORDER CODE
25W 36 Vf 700mA 2290Im 048-2750:14A
INSET POWER LUMINOUS FLUX ORDER CODE
23.4W 36 Vf 700mA 2670Im 048-2750:14dW

Mounting accessories

for plasterboard ceilings 12.5/15/25 mm
COLOUR ORDER CODE
O traffic white RAL9016 048-2797117

for intermediate ceilings 2-25mm

ORDER CODE
048-279731G
048-2797317
048-2797318

TYPE COLOUR

1lamp white aluminium RAL 9006
O traffic white RAL9016
@ jet black RAL 9005

2700K 4
3000K 5
4000K 6 Sk
4

O traffic white RAL 9016 (UGR<22) 7

matt silver (UGR<19) 4
@ jet black RAL 9005 (UGR<16) 1 S

gold dust RAL 260-M (UGR<19) 9

A
spot 19° S
medium 34° M
flood 45° F S
wide flood 65° W
Options on request
CRI=95, 2 SDCM Shs
CWD 1800-3000K
not for WW & WWF version
106 x106
Casambi
acoustic soft ceilings I
NV |8
DIM 1-10V i D i
0118

Light distributions
90° 90° 90° 90°
60° 60° 60° 60°
30° 30° 30° 30°
wallwasher wallwasher floor

INSET POWER is the current
consumption excluding any ballast
LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, wide flood

2700K -5%, 4000K +5%

= =
= =
218

@

2 lamps white aluminium RAL 9006 048-279931G
O traffic white RAL9016 048-2799317
@ jet black RAL 9005 048-2799318
COLOUR L-W-H (mm) ORDER CODE

614-307-120 048-2695110

*order mounting set separately, not applicable for 2 lamps mounting set with trim

primed concrete ceilings*

Electrical accessories

220-240V AC, 50-60Hz, [ PC II

TYPE EFFICIENCY L-W-H (mm) ORDER CODE
500mA | non DIM n 88% 143:43-30 002-90777
500mA | DALI-2 n88% 143-43-30 002-90779
700mA | non DIM n 80% 143-43-30 002-90774
700mA | DALI-2 n 88% 143:43-30 002-90776
TYPE L-W-H (mm) ORDER CODE
non DIM cable g4-12mm 105-58-30 005-2531110
DALI cable g4-12mm 105-58-30 005-2551110
TYPE W-H:D (mm) ORDER CODE
POWER SUPPLY 220-240V AC 90-90-60 005-6520210
96 W | 48V DC constant voltage

LED DRIVER DALI-2 DT6 1-2 addr. 36-88-59 005-6121030

200-1050 mA settable const. current
2x42W | 48V DC | Ugyr 10-40V

for more details and components see page 981
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Zeitgeist Graz, AT -
by FIPE ARCHITECTURE
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Quickinfo Order options SASSO 60 round semi-recessed
2700K, 3000K, 4000K H " & a0 & [ E-
CRI=290, 2 SDCM 2700K 4 bw| | m| | % Z = ﬁ%\ e
SASSO 60 up to 104Im/W 3000K 5
SASSO 100 up to 117Im/W 4000K 6 <G o JTL
L80 @ 50000h 0 o o S INSET POWER LUMINOUS FLUX ORDER CODE
non DIM, DALI-2 520, q 10.7W 36 Vf 300mA 1040Im  048-3101:1@ma
4 72
O traffic white RAL 9016 7
Types @ jet black RAL 9005 1 " cri| = | @ | | B o~
290 1ADDR. 300mA X-PERT X-PERT
semi-recessed
[Je [ e o
572 O traffic white RAL 9016 (UGR<22) 7 INSET POWER LUMINOUS FLUX ORDER CODE
2100 matt silver (UGR<19) 4 8.2W 27Vf 300mA 635lm 048-3701:14mA
@ jet black RAL 9005 (UGR<16) 1
gold dust RAL 260-M (UGR<19) 9
Housing colours
INSET POWER LUMINOUS FLUX ORDER CODE
O‘ 8.2W 27V 300mA 633Im 048-3701:1@mW
A
spot 15° S
medium 21° M
Inset colours flood 42° F SASSO 100 round semi-recessed
O . B Qwo| | UGR| | ORI & | e | @ | |G| ek
G 20° <16 290 2-SDCM 1ADDR. 500mA X-PERT X-PERT
A
spot 19° S
Light distributions medium 34° M INSET POWER LUMINOUS FLUX ORDER CODE
flood 45° F 17.2W 36 Vf 500mA 1850Im* 048-3401:1EdmaA
SASSO 60 wide flood 65° W *reflector white flood
spot med. flood ‘vm ‘E
floor Options on request
SASSO 100 Electrical accessories
spot med, flood wide CRI>95, 2 SDCM 220-240V AC, 50-60Hz, [/ PC Il
flood TYPE EFFICIENCY L-W-H (mm) ORDER CODE
300mA | non DIM n85% 85:40-22 002-90771
300mA | DALI-2 n 88% 143-43-30 002-90762
CWD 1800-3000K 500mA | non DIM n 88% 143-43-30 002-90777
not for WW & WWF version 500mA | DALI-2 n88%  143-43-30 002-90779
for SASSO 100
Casambi TYPE LW-H (mm) ORDER CODE
non DIM cable g4-12mm 105-58-30 005-2531110
DALI cable g4-12mm 105-58-30 005-2551110
TYPE W-H-D (mm) ORDER CODE

wallwasher and POWER SUPPLY 220-240V AC 90-90-60 005-6520210
96W | 48V DC constant voltage

ww floor inset
SASSO 60 / 100 rou nd LED DRIVER DALI-2 DT6 1-2 addr. 36-88-59 005-6121030

semi-recessed ; 200-1050 mA settable const. current
\ 2x42W | 48V DC | Ugyr 10-40V

for more details and components see page 981

EN Cylindrical semi-recessed spotlight made BE Zylindrischer Halbeinbaustrahler aus
of aluminium, available in 2 sizes; light inset Aluminium in 2 GroBen; Lichteinsatz lackiert;

lacquered; housing powder coated; luminaire Gehause pulverbeschichtet; Leuchtenkdrper \
housing can be attached to mounting plate mittels Verriegelung werkzeuglos auf Monta- N

without tools by interlock; choice of adj. sym. geplatte aufsetzbar; wahlweise einstellbar glare control easy mounting;

or asym. radiation characteristic; variants with ~ sym. oder asym. Abstrahlcharakteristik; sym. (UGR<16) no visible screws

sym. radiation characteristic: precise due to
high quality lens system; variants with asym.
radiation characteristic: high-quality reflector
with micro-faceted, aluminum-vaporised
surface; COB (Chip on Board) technology
for maximum efficiency (ADJUSTABLE); no
multiple shadows; efficient LEDs with very
good colour rendering; external converter for
ceiling insertion, for through-wiring suitable

strahlende Varianten: prazise durch hochwer-
tige Linsenoptik; asym. strahlende Varianten:
hochwertiger Reflektor mit mikrofacettierter,
aluminiumbedampfter Oberflache; COB (Chip
on Board) Technologie fiir hochste Effizienz
(ADJUSTABLE); keine Mehrfachschatten; effi-
ziente LEDs mit sehr guter Farbwiedergabe;
externer Konverter fiir Deckeneinwurf, flr
Weiterverdrahtung geeignet

= U

CwD CRI=95
1800-3000K 2 SDCM

INSET POWER is the current
consumption excluding any ballast
LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, flood
2700K -5%, 4000K +5%
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SASSO 60/100 round

ceiling

EN Cylindrical ceiling mounted spotlight made
of aluminium, available in 2 sizes; light inset
lacquered; housing powder coated; luminaire
housing can be attached to mounting plate
without tools by interlock; adj. sym. or asym.
radiation characteristic; variants with sym.
radiation characteristic: precise due to high
quality lens system; variants with asym. radia-
tion characteristic: high-quality reflector with
micro-faceted, aluminum-vaporised surface;
COB (Chip on Board) technology for maximum
efficiency (ADJUSTABLE); no multiple shadows;
efficient LEDs with very good colour rendering;
converter integrated into spotlight head

DE Zylindrischer Deckenanbaustrahler aus
Aluminium in 2 GréBen; Lichteinsatz lackiert;
Gehéuse pulverbeschichtet; Leuchtenkorper
mittels Verriegelung werkzeuglos auf Monta-
geplatte aufsetzbar; einstellbar sym. oder
asym. Abstrahlcharakteristik; sym. strahlende
Varianten: prazise durch hochwertige Linsen-
optik; asym. strahlende Varianten: hochwerti-
ger Reflektor mit mikrofacettierter, aluminium-
bedampfter Oberflache; COB (Chip on Board)
Technologie fiir hochste Effizienz (ADJUS-
TABLE); keine Mehrfachschatten; effiziente
LEDs mit sehr guter Farbwiedergabe; Konver-
ter im Strahlerkopf integriert

Quickinfo Order options
2700K, 3000K, 4000K 14
CRI290, 2 SDCM 2700K 4
SASSO 60 up to 81Im/W 3000K 5
SASSO 100 up to 100Im/W 4000K 6
L80 @ 50000h
non DIM, DALI-2
non DIM 1
Types DALI-2 3
ceiling
T [ s .
= O traffic white RAL 9016 7
072 N
100 @ jet black RAL 9005 1
|
Housing colours O traffic white RAL 9016 (UGR<22) 7
matt silver (UGR<19) 4
O . @ jet black RAL 9005 (UGR<16) 1
gold dust RAL 260-M (UGR<19) 9
Inset colours
A
O . spot 15° S
medium 21° M
flood 42° F
Light distributions
SASSO 60 A
spot 19° S
spot med. flood wall wall medium 34° M
floor flood 45° F
SASSO 100 wide flood 65° w
spot med. flood wide .
flood Options on request

CRI=95, 2 SDCM

CWD 1800-3000K
not for WW & WWF version

wallwasher and
ww floor inset

glare control easy mounting;
(UGR<16) no visible screws

CRIz95
2 SDCM

N
CwD

1800-3000K

LUMINOUS FLUX value calculated for
CRI 290, colour white, reflector flood
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SASSO 60 round ceiling

m Qw0 |UGR| | CRI| | A | | @By -
® 8o <16 290 2:SDCM 1ADDR 220-240V X-PERT X-PERT
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
1new 2700K 808Im 048-3110:x<s@ma
3000K 874Im
4000K 939Im

CRI £ &) ©r |~Eel-
290 1ADDR 220-240V X-PERT X-PERT

SYSTEMPOWER  COLOUR TEMP. LUMINOUS FLUX ORDER CODE
11.4W 2700K 635Im 048-3710:x<4@mA
3000K 635Im
4000K 744Im
SYSTEMPOWER  COLOUR TEMP. LUMINOUS FLUX ORDER CODE
11.4W 2700K 633Im 048-3710:x<@mW
3000K 633Im
4000K 7461m

SASSO 100 round ceiling

m Qa0 | | UGR CRI o | | CANEE
® 20 <16 290 2-SDCM 1ADDR 220-240V X-PERT X-PERT
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
20.2W 2700K 1650Im 048-3410:x<Ema
3000K 17901Im
4000K 1930Im
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Oppenliander Rechtsanwalte
Stuttgart, DE - by Ippolito Fleitz
Group GmbH
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SASSO

WIKUS Sagenfabrik Spangenberg, DE -
by Bieling Architekten AG with lighting
design by Peter Andres Unabhé&ngige
Lichtplanung und -beratung GbR
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SASSO

Private Residence
Copenhagen, DK -

by COBE Architects with
lighting design by anker & co

xal.com/sasso
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SASSO 60/100 square

semi-recessed

EN Square semi-recessed spotlight made

of aluminium, available in 2 sizes; light inset
lacquered; housing powder coated; luminaire
housing can be attached to mounting plate
without tools by interlock; choice of adjusta-
ble / fixed symmetric or asymmetric radiation
characteristic; variants with sym. radiation
characteristic: precise due to high quality lens
system; variants with asym. radiation charac-
teristic: high-quality reflector with micro-fac-
eted, aluminum-vaporised surface; COB (Chip
on Board) technology for maximum efficiency
(ADJUSTABLE and DOWNLIGHT); no multiple
shadows; efficient LEDs with very good colour
rendering; external converter for ceiling
insertion, for through-wiring suitable

DE Quadratischer Halbeinbaustrahler aus
Aluminium in 2 GroBen; Lichteinsatz lackiert;
Gehause pulverbeschichtet; Leuchtenkor-

per mittels Verriegelung werkzeuglos auf
Montageplatte aufsetzbar; wahlweise einstell-
bar / starr symmetrische oder asymmetrische
Abstrahlcharakteristik; sym. strahlende Vari-
anten: prazise durch hochwertige Linsenop-
tik; asym. strahlende Varianten: hochwertiger
Reflektor mit mikrofacettierter, aluminiumbe-
dampfter Oberflache; COB (Chip on Board)
Technologie fiir hochste Effizienz (ADJUSTA-
BLE und DOWNLIGHT); keine Mehrfachschat-
ten; effiziente LEDs mit sehr guter Farbwieder-
gabe; externer Konverter fiir Deckeneinwurf,
flr Weiterverdrahtung geeignet

Quickinfo

2700K, 3000K, 4000K
CRI>=90, 2 SDCM

SASSO 60 up to 86Im/W
SASSO 100 up to 119Im/W
L80 @ 50000h

non DIM, DALI-2

Types

semi-recessed

Housing colours

ol

Inset colours

00

Light distributions

SASSO 60

CC

spot med. flood wall wall
floor

SASSO 100

spot med. flood wide
flood

>

wallwasher and
ww floor inset

glare control easy mounting;
(UGR<16) no visible screws

CwD

CRI=95
1800-3000K 2 SDCM

Order options

2700K 4
3000K 5
4000K 6

4
O traffic white RAL 9016 7
@ jet black RAL 9005 1

matt silver (UGR<19)

@ jet black RAL 9005 (UGR<16)

[ |
O traffic white RAL 9016 (UGR<22) 7
4
1
9

gold dust RAL 260-M (UGR<19)

A
spot 15° S
medium 21° M
flood 42° F

A
spot 19° S
medium 34° M
flood 45° F
wide flood 65° W

Options on request

CRI=95, 2 SDCM

CWD 1800-3000K

not for WW & WWF version

Casambi

INSET POWER is the current
consumption excluding any ballast
LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, flood
2700K -5%, 4000K +5%

<o

60

<o

80

JTL

85
non DIM

120 ~
DALI-2 m‘ -

~
aor2

JTL

100
non DIM

100
DALI-2

100
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SASSO 60 square semi-recessed

UerR| |cri| | A | = | @ | @& M-
<16 =90 2-SDCM 1ADDR. 300mA X-PERT X-PERT

INSET POWER LUMINOUS FLUX ORDER CODE
10.7W 36 Vf 300mA 1100lm 048-3001:1@ma

Rl | || | @ | | B |E-

290 1ADDR. 300mA X-PERT X-PERT

INSET POWER LUMINOUS FLUX ORDER CODE
8.2W 27Vf 300mA 635Im 048-3601:14mA
INSET POWER LUMINOUS FLUX ORDER CODE
8.2W 27Vf300mA 633Im 048-3601:x1@mW

SASSO 100 square semi-recessed

B Qx| |WR| |CR| | @ | |= | @ | [ |-
<19 290 2-SDCM 1ADDR. 500mA X-PERT X-PERT
INSET POWER LUMINOUS FLUX ORDER CODE
17.2W 36 Vf 500mA 1890Im* 048-3301:1@ma
*reflector wide flood
Electrical accessories
220-240V AC 50-60Hz, @ PCII
TYPE EFFICIENCY L-W-H (mm) ORDER CODE
300mA | non DIM n85% 85-40-22 002-90771
300mA | DALI-2 n 88% 143-43-30 002-90762
500mA | non DIM n 88% 143-43-30 002-90777
500mA | DALI-2 n 88% 143-43-30 002-90779
for SASSO 100
TYPE L-W-H (mm) ORDER CODE
non DIM cable 4-12mm 105:58-30 005-2531110
DALI cable g4-12mm 105-58-30 005-2551110
TYPE W-H-D (mm) ORDER CODE

POWER SUPPLY 220-240V AC 90-90-60
96W | 48V DC constant voltage

LED DRIVER DALI-2 DT6 1-2 addr. 36-88-59
200-1050mA settable const. current

2x42W | 48V DC | Ugyr 10-40V

for more details and components see page 981

005-6520210

005-6121030
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SASSO 60/100 square

ceiling

EN Square ceiling mounted spotlight made

of aluminium, available in 2 sizes; light inset
lacquered; housing powder coated; luminaire
housing can be attached to mounting plate
without tools by interlock; choice of adjusta-
ble / fixed symmetric or asymmetric radiation
characteristic; variants with sym. radiation
characteristic: precise due to high quality lens
system; variants with asym. radiation charac-
teristic: high-quality reflector with micro-fac-
eted, aluminum-vaporised surface; COB (Chip
on Board) technology for maximum efficiency
(ADJUSTABLE and DOWNLIGHT); no multiple
shadows; efficient LEDs with very good
colour rendering; luminaire for through wiring;
converter integrated into spotlight head

DE Quadratischer Deckenanbaustrahler aus
Aluminium in 2 GréBen; Lichteinsatz lackiert;
Gehause pulverbeschichtet; Leuchtenkor-
per mittels Verriegelung werkzeuglos auf
Montageplatte aufsetzbar; wahlweise einstell-
bar / starr symmetrische oder asymmetrische
Abstrahlcharakteristik; sym. strahlende Vari-
anten: prazise durch hochwertige Linsenop-
tik; asym. strahlende Varianten: hochwertiger
Reflektor mit mikrofacettierter, aluminiumbe-
dampfter Oberflache; COB (Chip on Board)
Technologie fiir hochste Effizienz (ADJUS-
TABLE und DOWNLIGHT); keine Mehrfach-
schatten; effiziente LEDs mit sehr guter Farb-
wiedergabe; Leuchte fiir Weiterverdrahtung;
Konverter im Strahlerkopf integriert

Quickinfo Order options
2700K, 3000K, 4000K H
CRI=90, 2 SDCM 2700K 4
SASSO 60 up to 94Im/W 3000K 5
SASSO 100 up to 101Im/W 4000K 6
L80 @ 50000h
non DIM, DALI-2
non DIM 1
Types DALI-2 3
ceiling
BE o 4
b ® O traffic white RAL 9016 7
o7z @ jet black RAL 9005 1

0100

Housing colours

ol

matt silver (UGR<19)
@ jet black RAL 9005 (UGR<16)
gold dust RAL 260-M (UGR<19)

|
O traffic white RAL 9016 (UGR<22) 7
4
1
9

Inset colours

A
O . spot 15° S
medium 21° M
flood 42° F

Light distributions
SASSO 60 A
spot 19° S
spot med. flood wall wall medium 34° M
floor flood 45° F
SASS0 100 wide flood 65° w

spot med. flood wide

flood Options on request

CRI=95, 2 SDCM

CWD 1800-3000K
not for WW & WWF version

>

wallwasher and
ww floor inset

glare control easy mounting;
(UGR<16) no visible screws

CRIz95 LUMINOUS FLUX value calculated for
2 SDCM CRI=90, colour white, reflector flood

RN
CwD

1800-3000K
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SASSO 60 square ceiling

UGR | | CRI A | | er| el
<16 290 2-SDCM 1ADDR. 220-240V X-PERT X-PERT
SYSTEMPOWER ~ COLOURTEMP.  LUMINOUS FLUX ORDER CODE
1.6W 2700K 857Im 048-3010:x<EmaA
3000K 927Im
4000K 996Im

CRI £ &) ©r |~Eel-
290 1ADDR 220-240V X-PERT X-PERT

SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
1.4W 2700K 617Im 048-3610:-amA
3000K 617Im
4000K 726Im
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
1.4W 2700K 633Im 048-3610:sEmW
3000K 633Im
4000K 7461m

SASSO 100 square ceiling

m @ 2| |UGR CRI o | | ©- | el
<19 =90 2-SDCM 1ADDR. 220-240V X-PERT X-PERT
SYSTEMPOWER ~ COLOURTEMP.  LUMINOUS FLUX ORDER CODE
202w 2700K 1700lm 048-3310:x<Ema
3000K 1840Im
4000K 1980Im
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Relesys Office Copenhagen, DK -
by Lobo-Lab Architects
with lighting design by anker & co
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SASSO 60/100 round

suspended

EN Cylindrical spotlight made of aluminium,
available in 2 sizes; light inset lacquered;
housing powder coated; pendant fitting

with cable suspension; incl. feed (black or
white); can be individually shortened; precise
radiation characteristic due to high quality
lens system; COB (Chip on Board) technology
for maximum efficiency; no multiple shadows;
efficient LEDs with very good colour ren-
dering; canopy for through wiring; converter
included in canopy

DE Zylindrischer Strahler aus Aluminium in 2
GroBen; Lichteinsatz lackiert; Gehause pul-
verbeschichtet; abgependelt mit Seilabhan-
gung; inkl. Einspeiseleitung (schwarz oder
weiB); beliebig kiirzbar; prazise Abstrahlcha-
rakteristik durch hochwertige Linsenoptik;

COB (Chip on Board) Technologie fiir hchste

Effizienz; keine Mehrfachschatten; effiziente

LEDs mit sehr guter Farbwiedergabe; Balda-
chin fiir Weiterverdrahtung; Konverter im Bal-

dachin enthalten

Quickinfo

2700K, 3000K, 4000K
CRI=90, 2 SDCM

SASSO 60 up to 83Im/W
SASSO 100 up to 98Im/W
L80 @ 50000h

non DIM, DALI-2

Types
suspended
[ B |
Mg []8 Mg 8
e72 272
572 2100 572 2100

Housing colours

0@

Inset colours

000

Light distributions

SASSO 60

spot med. flood

SASSO 100

spot med. flood wide
flood

glare control
(UGR<16)

L

easy mounting; CRIz95

no visible screws 2 SDCM

Order options

L
75mm 2
150 mm 7
14
2700K 4
3000K 5
4000K 6
=
non DIM 1
DALI-2 3
4
O traffic white RAL 9016 7
@ jet black RAL 9005 1

matt silver (UGR<19)
@ jet black RAL 9005 (UGR<16)
gold dust RAL 260-M (UGR<19)

|
O traffic white RAL 9016 (UGR<22) 7
4
1
9

A
spot 15° S
medium 21° M
flood 42° F

A
spot 19° S
medium 34° M
flood 45° F
wide flood 65° W

Options on request

CRIz95, 2 SDCM

recessed canopy

LUMINOUS FLUX value calculated for

CRI290, colour white, reflector wide flood

=

=l

)
N}
N

)
N
N

2100

70

122

el

2100

1500

xal.com/sasso 157
SASSO 60 round suspended
. UGR | | CRI A | | er| el
<16 290 2-SDCM 1ADDR. 220-240V X-PERT X-PERT
SYSTEMPOWER  COLOUR TEMP. LUMINOUS FLUX ORDER CODE
1.6W 2700K 833Im 048-31L0:x<sEdmA
3000K 901Im
4000K 968Im

SASSO 100 round suspended

. UeR| |cri| | | |om> ©r| ek
<19 290 2-SDCM 1ADDR. 220-240V X'i)‘E?E{T X-PERT
SYSTEMPOWER ~ COLOURTEMP.  LUMINOUS FLUX ORDER CODE

20.2W 2700K 1650Im
3000K 1790Im
4000K 1920Im

048-3420:x<4mA
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James Good Coiffeur Lounge
Flums, CH - by Daniel Huber Architektur GmbH
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SASSO 60 base

ceiling

EN Cylindrical or square spotlight made of
aluminium; light inset lacquered; housing
powder coated; light inset rotatable and
tiltable (cylindrical versions); choice of single
lamp or double lamps (cylindrical versions);
surface mounted housing in aluminium incl.
converter; mounting plate with pre-assembled
converter unit can be pre-mounted; luminaire
housing can be attached without tools by
interlock; precise radiation characteristic due
to high quality lens system; COB (Chip on
Board) technology for maximum efficiency;
no multiple shadows; efficient LEDs with very
good colour rendering; luminaire for through
wiring

Quickinfo

2700K, 3000K, 4000K
CRI>=90, 2 SDCM

SASSO round up to 90Im/W
SASSO square up to 86Im/W

L80 @ 50000h

non DIM, DALI-2

81

80

Types
round
T T _
L]®
270
[ Js
@
180
square

Housing colours

ol

Inset colours

00

Light distributions

spot med. flood

DE Zylindrischer bzw. quadratischer Strahler
aus Aluminium; Lichteinsatz lackiert; Gehause

pulverbeschichtet; Lichteinsatz dreh- und .
schwenkbar (zylindr. Varianten); wahlweise
einflammig oder zweiflammig (zylindr. Vari- glare control
anten); Anbaugehduse aus Aluminium inkl. (UGR<16)

Konverter; Montageplatte mit vormontier-

ter Konvertereinheit vorab montierbar; Leuch-

tenkdrper mittels Verriegelung werkzeuglos

aufsetzbar; préazise Abstrahlcharakteristik

durch hochwertige Linsenoptik; COB (Chip

on Board) Technologie fiir hdchste Effizi-
enz; keine Mehrfachschatten; effiziente LEDs

mit sehr guter Farbwiedergabe; Leuchte fiir easy mounting;

Weiterverdrahtung no visible screws

Order options

2700K 4
3000K 5
4000K 6
non DIM 1
DALI-2 3

O traffic white RAL 9016

@ jet black RAL 9005

ﬁl

_.\jn

O traffic white RAL 9016 (UGR<22)

matt silver (UGR<19)

@ jet black RAL 9005 (UGR<16)

gold dust RAL 260-M (UGR<19)

spot 15°

medium 21°

flood 42°

Options on request

CRI=95, 2 SDCM
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SASSO 60 base round
20| | UGR CRI Y 4 ©r| |Mel-
® 30 <16 290 2:SDCM 220240V X-PERT X-PERT
SYSTEMPOWER  COLOUR TEMP. LUMINOUS FLUX ORDER CODE
7w 2700K 816Im 048-3130:x<Ema
3000K 882Im
4000K 948Im
SYSTEMPOWER  COLOUR TEMP. LUMINOUS FLUX ORDER CODE
21.6W 2700K 2x873Im 048-3140:x<4ma
3000K 2x921Im
4000K 2x977Im
SASSO 60 base square
" Wer| |cr| | & ©r | ek
<16 290 2-SDCM 220-240V X-PERT X-PERT
SYSTEMPOWER  COLOUR TEMP. LUMINOUS FLUX ORDER CODE
17w 2700K 865Im 048-3030:x<@ma
3000K 936Im
4000K 1010Im

wallwasher

wallwasher / floor

LUMINOUS FLUX value calculated for
CRI 290, colour white, reflector flood
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The Raum Bolzano, IT -
by bergundtal gmbh.
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SASSO 60/100 round

wall

EN Cylindrical wall surface mounted luminaire
made of aluminium, available in 2 sizes; light
inset lacquered; housing powder coated;
optionally symmetric direct or direct /
indirect light distribution; homogeneous wall
or ceiling illumination through uniform light
distribution; precise radiation characteristic
due to high quality lens system; installation of
variant DIRECT optionally for floor or ceiling
illumination; COB (Chip on Board) technology
for maximum efficiency; no multiple shadows;
efficient LEDs with very good colour
rendering

DE Zylindrische Wandanbauleuchte aus Alu-
minium in 2 GréBen; Lichteinsatz lackiert;
Gehause pulverbeschichtet; wahlweise
symmetrisch direkte oder direkt/indirekte
Abstrahlcharakteristik; homogene Wand-
bzw. Deckenaufhellung durch gleichmaBige
Lichtverteilung; prazise Abstrahlcharakte-
ristik durch hochwertige Linsenoptik; Mon-
tage Variante DIRECT wahlweise zur Boden-
oder Deckenaufhellung; COB (Chip on Board)
Technologie fiir hdchste Effizienz; keine Mehr-
fachschatten; effiziente LEDs mit sehr guter
Farbwiedergabe

Quickinfo

2700K, 3000K, 4000K
CRI>=90, 2 SDCM

SASSO 60 up to 69Im/W
SASSO 100 up to 61Im/W
L80 @ 50000h

non DIM, DALI-2

Types
60 100
direct direct/ direct direct/
indirect indirect
© ®
© © ]
8 € &
o 68 0 68 2103 2103

Housing colours

ol

Inset colours

o0

Light distributions

© ¢

direct direct
indirect

direct and

direct/ high quality

indirect illumination lens

L

easy CRIz95
mounting 2 SDCM

Order options

2700K 4
3000K 5
4000K 6
non DIM 1
DALI-2 3
4

O traffic white RAL 9016 7
@ jet black RAL 9005 1
|

O traffic white RAL 9016 (UGR<22) 7
matt silver (UGR<19) 4
@ jet black RAL 9005 (UGR<16) 1
gold dust RAL 260-M (UGR<19) 9

opal lens

Options on request

CRI=95, 2 SDCM

LUMINOUS FLUX value calculated for

CRI=90, colour white, lens opal

166

183

SASSO 60 round wall

xal.com/sasso 165

=90 2-SDCM

‘ “ or | | &

1ADDR. 220-240V

@ ~[g]-

X-PERT X-PERT

SYSTEMPOWER  COLOUR TEMP.

17w 2700K
3000K
4000K

LUMINOUS FLUX
647Im
683Im
724Im

ORDER CODE
048-3150::-4m0

SYSTEMPOWER  COLOUR TEMP. LUMINOUS FLUX ORDER CODE
204W 2700K 2x643lm 048-3160:+4m0
3000K 2x678Im
4000K 2x720Im
SASSO 100 round wall
- - CRI M| | er| el
290 2-SDCM 1ADDR. 220-240V X-PERT X-PERT
SYSTEMPOWER  COLOUR TEMP. LUMINOUS FLUX ORDER CODE

204W 2700K
3000K
4000K

1130Im
1180Im
1240Im

048-3450::+am0

SYSTEMPOWER  COLOUR TEMP.

MW 2700K
3000K
4000K

LUMINOUS FLUX
2x1130Im
2x1180Im
2x1240Im

ORDER CODE
048-3460:-4m0O
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MAM Competence Center
GroBhoflein, AT -
by INNOCAD Architektur ZT


http://xal.com/sasso

168

The exquisite
choice

SASSO PRO

xal.com/sasso

SASSO PRO

EN The high-quality reflector ensures a particularly even light pat-
tern and professional glare control. Its exclusive design and high-
quality appearance make SASSO the ideal spotlight on the shop
floor. The spotlights can be rotated through 360° and can also be
swivelled by up to 35° around the horizontal central axis. This means
light can be flexibly redirected even after installation, depending on
the shop concept. Thanks to its replaceable light insets, the spot-
light can be installed quickly and without any tools using a ball-
catch system. SASSO is available in various sizes, colours, and with
optical accessories. For the light colours, you can choose between
2700K, 3000K, 4000K, or the dynamic gradient Colour Warm Dim-
ming and Tunable White versions.

BE Der hochwertige Reflektor sorgt fiir ein besonders gleichmaBi-
ges Lichtbild und professionelle Entblendung. Sein exklusives De-
sign und hochwertiges Erscheinungsbild machen SASSO zum idea-
len Strahler im Shopbereich. Die Spots kdnnen um 360° gedreht
werden und sind zuséatzlich um bis zu 35° um die horizontale Mittel-
achse schwenkbar. Dadurch kann Licht auch nach der Installation
flexibel gelenkt werden - je nach Shop-Konzept. Durch seine
tauschbaren Lichteinsatze kann der Spot schnell und werkzeuglos
mittels Kugelschnappsystem eingebaut werden. SASSO ist in ver-
schiedenen GroBen, Farben und mit optischen Zubehor erhéltlich.
Bei den Lichtfarben haben Sie die Auswahl zwischen 2700K,
3000K, 4000K oder den dynamischen Verlaufsvarianten Colour
Warm Dimming und Tunable White.

o O
80 100
Mountings D D
trimless with trim
recessed recessed

Light distribution g

spotlight

169


http://xal.com/sasso

170 SASSO PRO

Precise light
adjustment

EN |n addition to the 360° rotatability of
all SASSO Round 80/100 variants, the
adjustable version can be swivelled up
to 35° around the horizontal central axis.
This enables light to be directed pre-
cisely where it is needed.

DE Zusatzlich zur 360°-Drehbarkeit aller
SASSO Round 80/100 Varianten kann
die Adjustable-Ausfiihrung bis zu 35° um
die horizontale Mittelachse geschwenkt
werden. Das ermdglicht eine noch exak-
tere Lenkung des Lichts dorthin, wo es
gebraucht wird.

Reflector inset

EN The high-quality reflector with spher-
ical faceted optics ensures a uniform
light pattern with significant glare con-
trol. SASSO is an attractive lighting solu-
tion in the premium shop area, thanks to
its high-quality appearance.

DE Der hochwertige Reflektor mit sphéri-
scher Facettenoptik sorgt fiir ein gleich-
maBiges Lichtbild bei zusatzlich guter
Entblendung. Dank seines hochwertigen
Erscheinungsbildes ist SASSO auch
eine attraktive Lichtlésung im Premium-
Shopbereich.

T
T

-4.‘-"‘,,’ 2
AT A

Ball catch system

EN SASSO spots are easy to replace. The
assembly is quick and entirely without tools,
thanks to a ball catch system. The lighting
thus always adapts flexibly to new require-
ments and circumstances.

DE SASSO Spots sind einfach austauschbar:
Die Montage erfolgt schnell und véllig ohne
Werkzeug durch ein Kugelschnappsystem.
So passt sich die Beleuchtung stets flexibel
den neuen Anforderungen und Gegeben-
heiten an.

Optical
accessories

EN Use a wide range of optical acces-
sories to adapt spotlights for special
applications. The optical light accessor-
ies can be attached or removed in one
easy step and provide glare-free light at
any point.

DE Nutzen Sie vielféltiges optisches
Zubehor, um Strahler fiir spezielle An-
wendungsbereiche anzupassen. Die
optischen Licht-Accessoires lassen sich
mit nur einem Handgriff aufsetzen oder
abnehmen und sorgen an jeder Stelle fir
blendfreies Licht.

xal.com/sasso 171

CWD - Colour Warm Dimming

EN Warm light quality with reduced illumin-
ance. Colour Warm Dimming reduces the
light intensity while continuously changing
the colour temperature between 3000K and
1800K. The function supports, for example,
the change between cosy restaurant lighting
during the day and a relaxing lighting mood in
the evening.

DE Warme Lichtqualitat bei reduzierter Be-
leuchtungsstéarke: Colour Warm Dimming
senkt zugleich die Lichtintensitat und wech-
selt die Farbtemperatur stufenlos zwischen
3000K und 1800K. Die Funktion unterstiitzt
etwa den Wechsel zwischen gemiutlicher
Restaurant-Beleuchtung tagsiiber und einer
entspannenden Lichtstimmung am Abend.

TW - Tunable White

EN Changes in the colour of light have a sub-
stantial effect on our mood. Tunable White
allows the colour temperature to be con-
tinuously adjusted from 2700K (warm light)
to 6500K (cool light) to dynamically adapt
the lighting to the time of day or ambient
brightness.

DE Verdnderungen in der Lichtfarbe haben
eine starke Wirkung auf unsere Stimmung.
Tunable White ermoglicht die stufenlose
Verschiebung der Farbtemperatur von 2700K
(warmes Licht) bis 6500K (kihles Licht), um
die Beleuchtung dynamisch an Uhrzeit oder
Umgebungslicht anzupassen.
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G back

SASSO PRO 80 flush/ offset

recessed

EN Round recessed spotlight in die-cast alu-
minium; installation without tools in mounting
set with ball catch system; surface powder
coated; installation possible in different
housings; light inset rotatable and tiltable;
optionally with recessed lighting level; optical
attachments as accessories; with optional
high-quality lens system with precise radiation
characteristic; and high-quality reflector with
spherical facet effect design, precise radiation
characteristics with different beam angles;
installed and exchanged without tools; COB
(Chip on Board) technology or high power
LEDs for maximum efficiency; no multiple
shadows; efficient LEDs with very good colour
rendering

DE Runder Einbaustrahler aus Alumi-
niumdruckguss; werkzeuglose Montage im
Montageset durch Kugelschnappsystem;
Oberflache pulverbeschichtet; Einbau in
unterschiedlichen Gehausen mdglich; Licht-
einsatz dreh- und schwenkbar; optional mit
zuriickversetzter Leuchtenebene; optische
Aufséatze als Zubehdr; wahlweise mit hoch-
wertiger Linsenoptik mit praziser Abstrahl-
charakteristik; bzw. hochwertiger Reflektor mit
sphérischer Facettenoptik, prazise Abstrahl-
charakteristik mit verschiedenen Ausstrahl-
winkeln; werkzeuglos einsetz- bzw. austausch-
bar; mit COB (Chip on Board) Technologie
bzw. High-Power-LEDs fiir héchste Effizienz;
keine Mehrfachschatten; effiziente LEDs mit
sehr guter Farbwiedergabe

Quickinfo

2700K, 3000K, 4000K, CWD

CRI=90, 3 SDCM
up to 93Im/W
L90 @ 50000h
non DIM, DALI-2

Types

trim 2

trimless ]

Colours

0@

Light distributions

super med. flood
spot

Pz

Data
Monitoring

DiiA® standards
251, 252, 253

~
)

rotatable 360° CWD

tiltable 35°

1800-2700K

Order options

2700K 4
3000K 5
4000K 6
CWD 1800-2700K

-
non DIM 1
DALI-2 3

4
O traffic white RAL 9016 7
@ jet black RAL 9005 8
super spot 6°

A
medium 27° M
flood 37° F

Options on request

acoustic soft ceilings

LUMINOUS FLUX value calculated for
CRI290, colour white, reflector flood,

flush mounting

10
flush

offset

92

92

280
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SASSO PRO 80

& 360 CRI Rty
G 35° 290 1ADDR. 22@0V @

CB| |2 [
X-PERT

X-PERT

SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
77W 2700K 353Im 048-2310:x14V
super spot 6° 3000K 379Im
4000K 408Im
8.3W 2700K 728Im 048-2310:14a
3000K 765Im
4000K 773Im
12.2W 2700K 1020Im 048-2312:<s4da
3000K 1060Im
4000K 1130Im
SYSTEM POWER LUMINOUS FLUX ORDER CODE
6.5W CWD 1800-2700K 378lm 048-2310E3@M

Mounting accessories

for installation in plasterboard ceilings 12.5/15/25mm
TYPE
flush

ORDER CODE
052-1921327

offset 17 mm

052-1931324

for intermediate ceilings 5-25mm
TYPE
flush

ORDER CODE
052-1922324

offset 17 mm

052-1932324

for intermediate ceilings 5-25mm
TYPE
flush

ORDER CODE
052-19423114

offset 177mm

052-1952314

TYPE LW-H (mm)
exposed concrete ceilings* 229:227:160

ORDER CODE
060-00080

primed concrete ceilings** 2240-400-130

052-1914320

*only for flush mounting **order mounting set separately

Optical accessories

TYPE
honeycomb louver

ORDER CODE
048-2091314

linear prismatic lens

048-2092314

snoot

048-2091114

snoot with honeycomb louver

048-2091214

use only 1 optical accessory

Electrical accessories

TYPE L-W-H (mm) ORDER CODE
non DIM cable g4-12mm 105-58-30 005-2531110
DALI cable g4-12mm 105-58-30 005-2551110
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@ back

SASSO PRO 100 flush/ offset

recessed

EN Round recessed spotlight in die-cast alu-
minium; installation without tools in mounting
set with ball catch system; surface powder
coated; installation possible in different
housings; light inset rotatable and tiltable;
optionally with recessed lighting level; optical
attachments as accessories; high-quality
reflector with spherical facet effect design,
precise radiation characteristics with different
beam angles; installed and exchanged without
tools; COB (Chip on Board) technology for
maximum efficiency; no multiple shadows;
efficient LEDs with very good colour rendering

DE Runder Einbaustrahler aus Alumi-
niumdruckguss; werkzeuglose Montage im
Montageset durch Kugelschnappsystem;
Oberflache pulverbeschichtet; Einbau in
unterschiedlichen Gehausen mdglich; Licht-
einsatz dreh- und schwenkbar; optional mit
zuriickversetzter Leuchtenebene; optische
Aufsatze als Zubehor; hochwertiger Reflektor
mit sphérischer Facettenoptik, prazise
Abstrahlcharakteristik mit verschiedenen
Ausstrahlwinkeln; werkzeuglos einsetz- bzw.
austauschbar; COB (Chip on Board) Techno-
logie flir hochste Effizienz; keine Bildung von
Mehrfachschatten; effiziente LEDs mit sehr
guter Farbwiedergabe

Quickinfo

2700K, 3000K, 4000K, CWD, TW
CRI=90, 3 SDCM

up to 104Im/W

L80 @ 50000h

non DIM, DALI-2

Types
trim g
trimless 8

Colours

0@

Light distributions

spot med. flood wide
flood

A ‘ Q A 1
N
Data
Monitoring

DiiA® standards  rotatable 360°
251, 252, 253 tiltable 35°

n
QA @

CwD TW 1800-3000K &
2000-3000K 2700-6500K

Order options

2700K 4
3000K 5
4000K 6
CWD 2000-3000K
TW 1800-3000K
TW 2700-6500K
non DIM 1
DALI-2 3
4
O traffic white RAL 9016 7
@ jet black RAL 9005 8
A
spot 18° (not for HO version) S
medium 24° M
flood 36° F
wide flood 55° (not for HO vers) W

LUMINOUS FLUX value calculated for
CRI290, colour white, reflector flood,

flush mounting

10
flush

130
offset

16

108

108

L
.|

298

12

=T

274

274
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SASSO PRO 100

& 360 CRI Rty
G 35° 290 1ADDR. 22@0V @

CB| |2 [
X-PERT

X-PERT

SYSTEMPOWER  COLOUR TEMP. LUMINOUS FLUX ORDER CODE
14.5W 2700K 1350lm 048-2410:<@da
3000K 14201m
4000K 1490Im
26.5W 2700K 2160lm 048-2412:<da
3000K 22601Im
4000K 2380Im
27W HO 2700K 2580Im 048-2413:u<da
3000K 2810Im
4000K 2840Im
SYSTEM POWER LUMINOUS FLUX ORDER CODE
14.7W CWD 2000-3000K 1030Im 048-2411E34F
28.2W TW 1800-3000K 2020lm 048-2412L34F
28.2WTW 2700-6500K 2170lm 048-2412D34@F

Mounting accessories

for installation in plasterboard ceilings 12.5/15/25mm
TYPE
flush

ORDER CODE
052-1921447

offset 177mm

052-193144a

for intermediate ceilings 5-25mm
TYPE
flush

ORDER CODE
052-192244a

offset 17 mm

052-1932444a

for intermediate ceilings 5-25mm
TYPE
flush

ORDER CODE
052-1942411a

offset 17 mm

052-195241a

for <15W version
TYPE L:-W-H (mm)
exposed concrete ceilings* 229:227:160

ORDER CODE
052-1913410

primed concrete ceilings** 2240-400:130

052-1914420

*only for flush mounting **order mounting set separately

Optical accessories

TYPE
honeycomb louver

ORDER CODE
048-21913114

linear prismatic lens

048-2192314

snoot

048-2191114

snhoot with honeycomb louver

048-2191214

use only 1 optical accessory

Electrical accessories

TYPE L-W-H (mm) ORDER CODE
non DIM cable g4-12mm 105-58-30 005-2531110
DALI cable g4-12mm 105-58-30 005-2551110
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Oberpollinger | The KaDeWe Group
Munich, DE - by Licht Kunst Licht AG
including lighting design
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Oberpollinger | The KaDeWe Group
Munich, DE - by Licht Kunst Licht AG
including lighting design
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Presence
as desired

MOVE IN

EN This luminaire’s trump card is mobility. MOVE IN’s appearance
can be easily adapted without tools at any time because the spots
are height-adjustable. New and exciting ceiling pictures are created
by combining round or square with flush or protruding spots. The
spots are optimally glare-free thanks to the recessed light point
plane. MOVE IN flex’s spotlight head can be rotated 360° and swiv-
elled 90°. All spots are characterised by an excellent colour render-
ing value (CRI=90) and high-quality reflector. The light colours
2700K and 3000K create an atmospheric lighting effect.

DE Beweglichkeit ist Trumpf bei dieser Leuchtenserie. Mit MOVE IN
ist das Erscheinungsbild jederzeit anpassbar, denn die Spots sind
hoéhenverstellbar - einfach und ohne Werkzeug. Durch die Kombina-
tion aus runden und eckigen, deckenbiindigen bzw. hervorragenden
Spots entstehen immer neue, spannende Deckenbilder. Dank der
zuriickversetzten Lichtpunktebene sind die Spots optimal entblen-
det. Der Strahlerkopf von MOVE IN flex ist 360° dreh- und 90°
schwenkbar, zusatzlich zeichnen sich alle Spots durch einen sehr
guten Farbwiedergabewert (CRI=90) und einen hochwertigen Re-
flektor aus. Die Lichtfarben 2700 K und 3000K sorgen fir eine at-
mosphérische Lichtwirkung.

Types O O []
round round square
32 45 45
Mounting
trimless with trim
recessed recessed
Light distributions [

downlight spotlight

xal.com/move-in
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Variety

EN MOVE IN not only provides light, but
also designs the ceiling. Round, angular,
flush-mounted, and surface-mounted
spots can be combined individually

and always form new, exciting ceiling
arrangements.

DE MOVE IN gibt nicht nur Licht, son-
dern gestaltet die Decke. Runde, eckige,
deckenbiindige und aufbauende Spots
lassen sich individuell kombinieren und
formen stets neue, spannende Decken-
bilder.

Glare control &
colour rendering

EN Thanks to the recessed light spot level,
MOVE IN spots provide optimum glare con-
trol. As the high-quality reflector optics have
very good colour rendering values (CRI=90),
objects are rendered almost true to colour.

DE Dank der zurilickversetzten Lichtpunkt-
ebene sind MOVE IN Spots optimal ent-
blendet. Da der hochwertige Reflektor Gber
sehr gute Farbwiedergabewerte (CRI=90)
verfligt, werden Objekte nahezu farbecht
wiedergegeben.

medium
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Light distribution

EN Thanks to different beam angles,
MOVE IN is suitable for different areas
of application: from narrow-beam spot
for precise and targeted lighting, to
medium and flood for accentuated basic
brightness.

DE Dank verschiedener Ausstrahlwin-
kel ist MOVE IN fir unterschiedliche
Einsatzbereiche geeignet: vom eng
ausstrahlenden Spot fiir prazise und
zielgerichtete Beleuchtung, bis hin zu
Medium und Flood fiir eine akzentuierte
Grundhelligkeit.

Ball catch system

EN Mounting and replacing MOVE IN
spots is very easy. The spots are fixed in
the system by a ball catch system. This
in turn can be installed in three different
positions - for flexible adaptation of the
lighting to changing requirements and
conditions.

DE Montage und Tausch von MOVE IN
Spots sind denkbar einfach. Durch ein
Kugelschnappsystem werden die Spots
im System fixiert. Dieses wiederum lasst
sich in drei verschiedenen Positionen
installieren. Fir eine flexible Anpassung
der Beleuchtung an wechselnde Anfor-
derungen und Konditionen.

Precise light adjustment

EN MOVE IN flex offers the greatest possi-
ble flexibility. The spotlight can not only be
rotated 360°, but also swivelled 90°. This
allows the light to be directed exactly where
it is needed.

DE MOVE IN flex bietet groBtmdgliche Flexi-
bilitdt. Der Strahler kann nicht nur um 360°
gedreht, sondern auch um 90° geschwenkt
werden. Das ermdglicht die exakte Lenkung
des Lichts genau dorthin, wo es benétigt wird.
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MOVE IN round

recessed

EN Round spotlight element in aluminium, avail-
able in 2 sizes; powder coated; installation
without tools in mounting set (trimless or with
trim) with ball catch system; special mounting
tool for easy installation of the trimless
housing available as an accessory; spotlight
element height adjustable without tools:

flush with the ceiling, or extended 25 mm or
35mm; COB (Chip on Board) technology for
maximum efficiency; no multiple shadows;
energy-efficient LEDs with very good colour
rendering; high-quality, aluminium, vapour
deposition coated reflector with faceted
design; precise radiation characteristic; good
glare reduction due to recessed light point
plane; optical attachments as accessories

DE Rundes Strahlerelement aus Aluminium in

2 GroBen; pulverbeschichtet; werkzeuglose
Montage im Montageset (randlos oder mit
umlaufendem Rand) durch Kugelschnappsys-
tem; spezielles Montagewerkzeug zur
einfachen Installation des randlosen Gehauses
als Zubehor erhaltlich; Strahlerelement
werkzeuglos héhenverstellbar: deckenbiindig,
25mm oder 35mm herausragend; COB (Chip
on Board) Technologie fiir hochste Effizienz;
keine Mehrfachschattenbildung; energieeffi-
ziente LEDs mit sehr guter Farbwiedergabe;
hochwertiger, aluminiumbedampfter Reflektor
mit Facettenoptik; prazise Abstrahicharakte-
ristik; gute Entblendung durch zuriickversetzte
Lichtpunktebene; optische Aufsatze als
Zubehor

Quickinfo

2700K, 3000K

CRI=90, 3 SDCM

MOVE IN 32 up to 86Im/W
MOVE IN 45 up to 95Im/W
L80 @ 50000h

non DIM, DALI-2

Types
MOVE IN32 MOVE IN 45
trimless
8 8717
T [
232 245
trim - T
g 871
5 =1
7 T
232 245

1 0-25-35mm

Inset colours

0@

Housing colours

00

Light distributions

spot med. flood

D

tool-free height trimless
adjustment installation in
plasterboard

Order options

2700K 4
3000K 5
4

O traffic white RAL 9016 7
@ jet black RAL 9005 8
|

O traffic white RAL 9016 7
silver-grey G
@ jet black RAL 9005 8
A

spot 18°/14° S
medium 23°/24° M
flood 37°/39° F

Options on request

special colours

DIM 1-10V

INSET POWER is the current

consumption excluding any ballast
LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, reflector flood
2700K -6%

JTL

110

JTL

10

54
MOVE IN 32

65
MOVE IN 45

(o

54
MOVE IN 32

65
MOVE IN 45

232

Il

245

30 B

MOVE IN 32:

7L
110
non DIM

140
DALI-2

105

106

107

MOVE IN 45:

JTL
200
non DIM

230
DALI-2
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MOVE IN 32 round
- CRI| |=2| | @ | Y% | [Mek

290 1ADDR. 250mA RER X-PERT

incl. connection cable 600 mm
INSET POWER LUMINOUS FLUX
8.8W 36 Vf 250mA 755Im

ORDER CODE
063-8111:14a

MOVE IN 45 round

|
CRI =i &> A RER
290 1ADDR 400mA =N X-PERT

incl. connection cable 600 mm

INSET POWER LUMINOUS FLUX ORDER CODE
12.8W 37Vf 350mA spot1010lm 063-8121::14S
13.5W 36 Vf 400mA 1280lm 063-8121:1@aA

Mounting accessories

for installation in plasterboard ceilings 9-25mm

TYPE @H (mm) ORDER CODE
MOVE IN 32 63-93 063-8811117
MOVE IN 45 75106 063-8812117

for installation in ceilings from 2-25mm

TYPE @-H (mm) ORDER CODE
MOVE IN 32 65-93 063-882111m
MOVE IN 45 77107 063-882211m
TYPE @-H (mm) ORDER CODE
MOVE IN 32 839 063-8911110
MOVE IN 45 100-9 063-8912110

necessary to install mounting housing trimless

Electrical accessories

220-240V AC, 50-60Hz, [/ PC II

TYPE EFFICIENCY L-W-H (mm) ORDER CODE
250mA | non DIM n80% 6539-:20 002-90742
250mA | DALI-2 n82% 166-30-22 002-90743
350mA | non DIM n85% 180-30-21 002-90722
350mA | DALI-2 n83% 210-30-21 002-90723
400mA | non DIM n88% 180-30-21 002-90724
400mA | DALI-2 n84% 210-30-21 002-90725
MOVE IN 32 trimless revision opening required

TYPE W-H-D (mm) ORDER CODE
POWER SUPPLY 220-240V AC 90-90-60 005-6520210
96 W | 48V DC constant voltage

LED DRIVER DALI-2 DT6 1-2 addr. 36-88-59 005-6121030

200-1050 mA settable const. current
2x42W | 48V DC | Ugyr 10-40V

for more details and components see page Seite 981

Optical accessories

TYPE @H (mm) ORDER CODE
MOVE IN 32 30-3 007-1965168
MOVE IN 45 42-3 007-1965188
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MOVE IN flex

recessed

EN Round spotlight element in aluminium,
available in 2 sizes; powder coated; installa-
tion without tools in mounting set (trimless
or with trim) with ball catch system; special
mounting tool for easy installation of the
trimless housing available as an accessory;
spotlight element height adjustable without
tools: flush with the ceiling, or extended
25mm or 35 mm; spotlight head rotates 360°
and tilts 90°; COB (Chip on Board) technology
for maximum efficiency; no multiple shadows;
energy-efficient LEDs with very good colour
rendering; high-quality, aluminium, vapour
deposition coated reflector with faceted
design; precise radiation characteristic; good
glare reduction due to recessed light point
plane; optical attachments as accessories

DE Rundes Strahlerelement aus Aluminium in

2 GroBen; pulverbeschichtet; werkzeuglose
Montage im Montageset (randlos oder mit
umlaufendem Rand) durch Kugelschnappsys-
tem; spezielles Montagewerkzeug zur
einfachen Installation des randlosen Gehauses
als Zubehor erhaltlich; Strahlerelement
werkzeuglos héhenverstellbar: deckenbiindig,
25mm oder 35mm herausragend; Strahlerkopf
360° dreh- und 90° schwenkbar; COB (Chip on
Board) Technologie fiir hochste Effizienz; keine
Mehrfachschattenbildung; energieeffiziente
LEDs mit sehr guter Farbwiedergabe; hoch-
wertiger, aluminiumbedampfter Reflektor mit
Facettenoptik; prazise Abstrahlcharakteristik;
gute Entblendung durch zuriickversetzte Licht-
punktebene; optische Aufsatze als Zubehor

Quickinfo

2700K, 3000K

CRI=90, 3 SDCM

MOVE IN 32 up to 86Im/W
MOVE IN 45 up to 95Im/W
L80 @ 50000h

non DIM, DALI-2

Types
MOVE IN32 MOVE IN 45
trimless
g 8! !
T 1
032 045
trim
g & !
N I 1 ;[
0-25-35
1 fully extenggg 232 245

Inset colours

0@

Housing colours

00

Light distributions

spot med. flood

(DG

tool-free height trimless
adjustment, installation in
rotatable & tiltable plasterboard

Order options

2700K 4
3000K 5
4

O traffic white RAL 9016 7
@ jet black RAL 9005 8
|

O traffic white RAL 9016 7
silver-grey G
@ jet black RAL 9005 8
A

spot 18°/14° S
medium 23°/24° M
flood 37°/39° F

Options on request

special colours

DIM 1-10V

INSET POWER is the current

consumption excluding any ballast
LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, reflector flood
2700K -6 %

JTL

10

<D
54
MOVE IN 32

65
MOVE IN 45

[y

54
MOVE IN 32

65
MOVE IN 45

245

105

106

© Em

275

107

© Em

Q
et
N

MOVE IN 32:

7L
110
non DIM

140
DALI-2

MOVE IN 45:

JTL
200
non DIM

230
DALI-2
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MOVE IN 32 flex
Lao| | CRI | |e | @ X5y | ME-
® oo =90 1ADDR 250mA RERN X-PERT
incl. connection cable 600 mm
INSET POWER LUMINOUS FLUX ORDER CODE
8.8W 36 Vf 250mA 755Im 063-8211:14aA

MOVE IN 45 flex

| ¢ B .
®0| | ORI | |wmD| | @ X5 | |~
® 90 290 1ADDR 400mA R X-PERT

incl. connection cable 600 mm

INSET POWER LUMINOUS FLUX ORDER CODE
12.8 W 37 Vf 350mA spot1010lm 063-8221::14S
13.5W 36 Vf 400mA 1280lm 063-8221: 144

Mounting accessories

for installation in plasterboard ceilings 9-25mm

TYPE @H (mm) ORDER CODE
MOVE IN 32 63-93 063-8811117
MOVE IN 45 75106 063-8812117

for installation in ceilings from 2-25mm

TYPE @-H (mm) ORDER CODE
MOVE IN 32 65-93 063-882111m
MOVE IN 45 77107 063-882211m
TYPE @-H (mm) ORDER CODE
MOVE IN 32 839 063-8911110
MOVE IN 45 100-9 063-8912110

necessary to install mounting housing trimless

Electrical accessories

220-240V AC, 50-60Hz, [/ PC II

TYPE EFFICIENCY L-W-H (mm) ORDER CODE
250mA | non DIM n80% 6539-:20 002-90742
250mA | DALI-2 n82% 166-30-22 002-90743
350mA | non DIM n85% 180-30-21 002-90722
350mA | DALI-2 n83% 210-30-21 002-90723
400mA | non DIM n88% 180-30-21 002-90724
400mA | DALI-2 n84% 210-30-21 002-90725
MOVE IN 32 trimless revision opening required

TYPE W-H-D (mm) ORDER CODE
POWER SUPPLY 220-240V AC 90-90-60 005-6520210
96 W | 48V DC constant voltage

LED DRIVER DALI-2 DT6 1-2 addr. 36-88-59 005-6121030

200-1050 mA settable const. current
2x42W | 48V DC | Ugyr 10-40V

for more details and components see page Seite 981

Optical accessories

TYPE @H (mm) ORDER CODE
MOVE IN flex 32 30-3 007-1965168
MOVE IN flex 45 42-3 007-1965188
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MOVE IN

Hargassner Energy World Linz, AT -

by architekten berger.hofmann og & tech3
Projektentwicklung GmbH with lighting design
by AREA C..DESIGN GmbH

xal.com/move-in
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@ back

MOVE IN 45 square

recessed

EN Square spotlight element in aluminium;
powder coated; installation without tools in
mounting set (trimless or with trim) with ball
catch system; special mounting tool for easy
installation of the trimless housing available
as an accessory; spotlight element height
adjustable without tools: flush with the ceiling,
or extended 25 mm or 35mm; COB (Chip on
Board) technology for maximum efficiency;
no multiple shadows; energy-efficient LEDs
with very good colour rendering; high-quality,
aluminium, vapour deposition coated reflector
with faceted design; precise radiation charac-
teristic; good glare reduction due to recessed
light point plane; optical attachments as
accessories

Quickinfo

2700K, 3000K
CRI=90, 3 SDCM
up to 95Im/W
L80 @ 50000h
non DIM, DALI-2

Types

trimless 8 -t
[
045

trim 8 1--t
7
045

1 0-25-35mm

Inset colours

ol

Housing colours

Co0®

Light distributions

spot med. flood

DE Quadratisches Strahlerelement aus
Aluminium; pulverbeschichtet; werkzeuglose
Montage im Montageset (randlos oder mit
umlaufendem Rand) durch Kugelschnappsys-
tem; spezielles Montagewerkzeug zur
einfachen Installation des randlosen Gehauses
als Zubehor erhaltlich; Strahlerelement
werkzeuglos héhenverstellbar: deckenbiindig,
25mm oder 35mm herausragend; COB (Chip
on Board) Technologie fiir hochste Effizienz;
keine Mehrfachschattenbildung; energieeffi-
ziente LEDs mit sehr guter Farbwiedergabe;

hochwertiger, aluminiumbedampfter Reflektor @
mit Facettenoptik; prazise Abstrahicharakte-

ristik; gute Entblendung durch zuriickversetzte tool-free height
Lichtpunktebene; optische Aufsatze als adjustment

Zubehor

installation in

Order options

2700K

3000K

[ RN

O traffic white RAL 9016

@ jet black RAL 9005

o~ A

O traffic white RAL 9016

silver-grey

@ jet black RAL 9005

oo~ H

A
spot 14° S
medium 24° M
flood 39° F

Options on request

special colours

107

DIM 1-10V

INSET POWER is the current

consumption excluding any ballast
LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, reflector flood

2700K -6 %
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MOVE IN 45 square

CRI | |== | @ X5 | |ME-
290 1ADDR. 400mA X X-PERT
incl. connection cable 600 mm
INSET POWER LUMINOUS FLUX ORDER CODE
12.8 W 37 Vf 350mA spot 1010Im 063-8421::14S
13.5W 36 Vf 400mA 12801Im 063-8421:14aA

Mounting accessories

for installation in plasterboard ceilings 9-25mm
TYPE @-H (mm)
MOVE IN 45 80-54

ORDER CODE
063-8832117

for installation in ceilings from 2-25mm

TYPE L-W-H (mm) ORDER CODE
MOVE IN 45 78-78-55 063-884211m
TYPE @H (mm) ORDER CODE
MOVE IN 45 100-9 063-8912110

necessary to install mounting housing trimless

Electrical accessories

220-240V AC, 50-60Hz, [OJPC I

TYPE EFFICIENCY  L-W-H(mm) ORDER CODE
350mA | non DIM n85% 180-30-21 002-90722
350mA | DALI-2 n83% 210-30-21 002-90723
400maA [ non DIM n88% 180-30-21 002-90724
400mA | DALI-2 n84% 210-30-21 002-90725
TYPE W-H-D (mm) ORDER CODE

POWER SUPPLY 220-240V AC 90-90-60
96W | 48V DC constant voltage

005-6520210

LED DRIVER DALI-2 DT6 1-2 addr. 36-88:59
200-1050 mA settable const. current
2x42W | 48V DC | Ugyr 10-40V

005-6121030

for more details and components see page Seite 981

Optical accessories

TYPE @H (mm)
MOVE IN 45 42-3

ORDER CODE
007-1965188
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Lampenwelt GmbH Schlitz, DE -
lighting design by Lampenwelt GmbH
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Add a
Ittle twist

xal.com/twist

TWIST

EN A round recessed spotlight, ideal for retail. TWIST can be com-
pletely recessed into the ceiling or swivelled out and aligned, either
bringing it to the fore or making it take a step back. Thanks to its
360° rotation and 45° tilt, it is highly flexible and adapts to evolving
conditions in shops. The high-quality reflector produces precise
beam characteristics with three different beam angles. TWIST is
simply mounted without tools using a ball catch system. Excellent
colour rendering value (CRI = 90) at 2700K, 3000K, or 4000K
ensures outstanding product presentation.

DE Ein runder Einbaustrahler, ideal fir Retail. TWIST macht sich
sichtbar oder nimmt sich zurlick: Der Strahler kann auf Wunsch voéllig
in die Decke versetzt oder herausgeschwenkt und ausgerichtet
werden. Mit 360° Dreh- und 45° Schwenkbarkeit ist er hdchst flexibel
und passt sich an neue Gegebenheiten in Shops an. Der hochwertige
Reflektor bietet eine prazise Abstrahlcharakteristik mit drei verschie-
denen Ausstrahlwinkeln. Mittels Kugelschnappsystem wird TWIST ein-
fach werkzeuglos montiert. Ein sehr guter Farbwiedergabewert

(CRI = 90) bei 2700K, 3000K oder 4000K sorgt fiir exzellente
Warenprasentation.

Tvees O

100 100
1lamp 2 lamps

Mountings [ N
trimless with trim
recessed recessed

Light distribution g

spotlight

195
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G back

TWIST 100

recessed

EN Round recessed spotlight in die-cast
aluminium; powder coated; installation without
tools in mounting set (trimless or with trim)
with ball catch system; 360° rotatable and
45° tiltable outward; COB (Chip on Board)
technology for maximum efficiency; no
multiple shadows; energy-efficient LEDs
with very good colour rendering; high quality
reflector with spherical facet finish; precise
radiation characteristic; optical attachments
as accessories; optical attachments can be

combined

DE Runder Einbaustrahler aus Aluminium-
druckguss; pulverbeschichtet; werkzeuglose
Montage im Montageset (randlos oder mit
umlaufendem Rand) durch Kugelschnappsys-
tem; 360° dreh- und 45° ausschwenkbar; COB
(Chip on Board) Technologie fiir hochste Effi-
zienz; keine Mehrfachschattenbildung; ener-
gieeffiziente LEDs mit sehr guter Farbwieder-
gabe; hochwertiger Reflektor mit sphéarischer
Facettenoptik; prazise Abstrahlcharakteristik;
optische Aufsatze als Zubehor; optische Auf-
satze miteinander kombinierbar

combine 2 optical

Quickinfo

3000K, 4000K
CRI=90, 3 SDCM
up to 96Im/W
L80 @ 50000h
non DIM, DALI-2

Types

trim 3
o118

trimless 3
2105

double trim 32

218x118
Colours

O®

Light distributions

spot med. flood

2 lamps
mounting set

360° rotatable,

accessories 45° tiltable

Order options

3000K

4000K

o,

non DIM

DALI-2

O traffic white RAL 9016 (UGR<22)

@ jet black RAL 9005 (UGR<16)

[« JENI |

spot 17°

medium 28°

flood 38°

nz|n p

Options on request

2700K

grey aluminium RAL 9007

grey aluminium RAL 9007

INSET POWER is the current
consumption excluding any ballast
LUMINOUS FLUX value calculated for

4000K, CRI=90, colour white, reflector medium

3000K -7%

(AT S—

106

108

=7 12

2118

—IQ

266

2105

105%x205

E

o75

30 [0

E

275

50 /
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TWIST 100 recessed

sl | CRI | |cmE» ©r| |~Mel-

® e 290 1ADDR 950mA X-PERT X-PERT
INSET POWER LUMINOUS FLUX ORDER CODE
34W 3250Im 048-1120:x1@aA
Mounting accessories
for installation in plasterboard ceilings 12.5/15/25mm
COLOUR ORDER CODE

O traffic white RAL 9016 048-2796117

for intermediate ceilings 2-25mm

TYPE COLOUR ORDER CODE
1lamp O traffic white RAL9016 048-2796317

@ jet black RAL 9005 048-2796318
2 lamps* O traffic white RAL9016 048-2798317

@ jet black RAL 9005 048-2798318

*do not use in combination with optical acccessories

Electrical accessories

220-240V AC, 50-60Hz, [J PC II

TYPE EFFICIENCY L-W-H (mm) ORDER CODE
950maA | non DIM n89% 136-43-30 002-90781
950mA | DALI-2 n85% 143-43-30 002-90782
TYPE L-W-H (mm) ORDER CODE
non DIM cable g4-12mm 105-58-30 005-2531110

DALI cable g4-12mm 105-58-30 005-2551110

Optical accessories

TYPE @H (mm) ORDER CODE
linear prismatic lens 75-9 080-6402110P
honeycomb louver 75-9 080-6401118

TYPE @H (mm) ORDER CODE
short 66-23 080-6403118
medium 66-38 080-6403218
angle 66-38 080-6403318

use only one optical accessory
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Kastner & Ohler, Kaufhaus Tyrol Innsbruck, AT -
by DIOMA AG / WHIR3 / K&O Bauabteilung with
lighting design by VEDDER.LICHTMANAGEMENT
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200 SPADO

Always and
anywhere

SPADO

EN One design, two strengths. SPADQ’s version with a symmetrical
beam is used as a downlight. The version with an asymmetrical beam
shines as a wallwasher. The recessed light plane creates a discreet
overall impression. It makes the chrome-polished reflector, despite its
intense illumination and good colour rendering (CRI=80), outstand-
ingly glare-free and screen-friendly. SPADO spotlights are simply
mounted without tools and are also suitable for wet rooms with its

IP 44 protection class. For the light colours, you can choose between
2700K, 3000K or 4000K.

DE Ein Design, zwei Starken. Mit symmetrischer Abstrahlung wird
SPADO als Downlight eingesetzt, wahrend die Version mit asymmet-
rischer Abstrahlcharakteristik als Wandfluter brilliert. Die zurtickver-
setzte Leuchtenebene erzielt einen dezenten Gesamteindruck, wo-
durch der chrom-polierte Reflektor trotz intensiver Ausleuchtung
und guter Farbwiedergabe (CRI=80) hervorragend entblendet und
bildschirmtauglich ist. SPADO Strahler werden einfach werkzeuglos
montiert und sind gemaB Schutzart IP 44 auch flir Nassraume ge-
eignet. Bei den Lichtfarben haben Sie die Wahl zwischen 2700K,
3000K oder 4000K.

Types O Q

round round square
100 150 150
Mounting D
trim
recessed
Light distributions [ [

downlight  asymmetric

xal.com/spado
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@ back

SPADO 100/150

recessed

EN Round or square luminaire housing in die-
cast aluminium; with trim; suitable for ceiling
thickness of 2-25mm; surface powder coated;
installation without tools using snap spring
closure; reflector made of polycarbonate,
polished chrome; choice of symmetric

or asymmetric (only SPADO 150 round

trim) radiation characteristic; lighting level
recessed; energy-efficient LEDs with very
good colour rendering; external converter for
ceiling insertion, for through-wiring suitable;
operating device suitable for use with a
central battery system

DE Runder oder quadratischer Leuchtenkdorper
aus Aluminiumdruckguss; mit umlaufendem
Rand; geeignet fiir Deckenstarken von
2-25mm; Oberflache pulverbeschichtet;
werkzeuglose Montage mittels Schnappfe-
derverschluss; Reflektor aus Polycarbonat,
chrom-poliert; wahlweise mit symmetrischer
oder asymmetrischer (nur SPADO 150 round
trim) Abstrahlcharakteristik; Leuchtenebene
zurlickversetzt; energieeffiziente LEDs mit
sehr guter Farbwiedergabe; externer Konver-
ter flr Deckeneinwurf, flir Weiterverdrahtung
geeignet; Betriebsgerat geeignet fiir den
Betrieb an einem Zentralbatterie-System

Quickinfo

3000K, 4000K
CRI>80, 3 SDCM
up to 118Im/W

L90 @ 50000h

non DIM, DALI-2

11P44/11P20

Types

SPADO 100

trim I
2130

SPADO 150 asymmetric

trim 8_ 2
2179 2179
o179

Colours

O®

Light distributions

-

opal wall

Pz

Data
Monitoring

DiiA® standards
251, 252, 253

glare control
(UGR<19)

Q

splash water
protection (IP 44)

Order options

3000K 5
4000K 6
non DIM 1
DALI-2 3

4
O traffic white RAL 9016 7
@ jet black RAL 9005 8

Options on request

2700K

acoustic soft ceilings

only for SPADO 100 round trim

Light distribution

90° 90°]

60° 60°

30° 30°
SPADO 150 asymmetric

LUMINOUS FLUX value calculated for
4000K, colour white, reflector chrome

3000K -5%

T

2130

T

150

110

2179

o179

SPADO 100 round trim
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UGR | |==| | [O teol | JEX | |Me]-
<19 1ADDR. 220240V T pas X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
9.3W 990Im 049-3111:2240
SPADO 150 round trim
UGR| |==>| | O] teo| | B) | |~
<19 1ADDR. 220240V T Ipaa X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
16.4W UGR<19 2350Im 049-3121:2:40
27.5W 3130Im 049-3123:240
SPADO 150 round trim
CoaLi» @ 1 P20 @ N:
1ADDR. 220-240V 3 IPaa X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
10.7W 944Im 049-3122:x<4dA
SPADO 150 square trim
|
UGR ~oaLl» 1 r20 1&r ~[e]-
<19 1ADDR. 220240V T Ipaa X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
16.4 W UGR<19 2380Im 049-3151:x2270
27.5W 3170Im 049-3152:x270
Mounting accessories
TYPE L-W-H (mm) ORDER CODE
SPADO 150 round 295-295-160 049-3191210
SPADO 150 square 400-260-160 049-3192210
TYPE @-H (mm) ORDER CODE
SPADO 150 round/square 307170 049-3191410
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SPADO

moovel group

Stuttgart, DE -

by FURCH GESTALTUNG +
PRODUKTION GMBH

xal.com/spado
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SPADO

Sparkasse
Risselsheim, DE -

by Zaeske und Partner
Architekten BDA

xal.com/spado

207


http://xal.com/spado

208 SQUADRO

High-precision
shelf lighting

xal.com/squadro

SQUADRO

EN SQUADRO is a track-mounted and recessed spotlight for the re-
tail sector that bundles six essential retail requirements in one
luminaire. Free-form reflectors with faceted optics make a polished
presentation of goods possible. These reflectors direct the light
precisely into shelves or aisle zones. Directed light creates a model-
ling effect on the products and delivers attractive staging. Swivelling
light modules illuminate specific shelf levels or billboards while pro-
viding plenty of basic lighting. SQUADRO spotlights are completely
glare-free, both transversely and longitudinally. They are highly effi-
cient in their energy balance with an efficiency of over 90 %.

DE SQUADRO ist ein Stromschienen- und Einbaustrahler fiir den
Retailbereich, der sechs wichtige Retail-Anforderungen in einer
Leuchte bilindelt. Die brillante Prasentation von Waren gelingt dank
Freiformflachenreflektoren mit Facettenoptik: Diese lenken das

Licht punktgenau und hochprazise in Regale oder Gangzonen.
Gerichtetes Licht erzeugt einen Modelling-Effekt auf den Waren

und schafft eine attraktive Inszenierung. Schwenkbare Lichtmodule
beleuchten gezielt Regalebenen oder Plakatwande und sorgen
gleichzeitig fiir ausreichende Grundbeleuchtung. SQUADRO Strahler
sind dabei komplett quer- und langsentblendet und dennoch in ihrer
Energiebilanz mit einem Wirkungsgrad von Uber 90 % hochst effizient.

Types

q q aib D D q
q q q|D D DI 14
q aip D D q
q qip D D q
single-sided single-sided double-sided single-sided double-sided
1x2 1x4 2x4 1x4 2x4
Mountings D
recessed track
Light distributions

wall floor shelf floor wall/shelf
floor

209
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210 SQUADRO

6-in-1 Lighting solution

EN SQUADRO combines all the advan-
tages of traditional retail lighting solu-
tions in one luminaire. The spotlights are
transversely and longitudinally glare-free
and direct the light precisely onto the
goods - into the heights and depths of
the shelves. This achieves a strong prod-
uct presentation. Thanks to proper light
distribution, no additional light source is
required for basic lighting.

DE SQUADRO biindelt alle Vorteile
klassischer Retail-Lichtldsungen in einer
Leuchte. Die Strahler sind quer- und
langsentblendet und richten das Licht
prézise auf die Ware - bis in die Hohen
und Tiefen der Regale. Das erzielt eine
starke Produktprasentation. Dank guter
Lichtverteilung ist keine zusétzliche Licht-
quelle fir die Grundbeleuchtung nétig.

0 EN The highest illuminance is on the upper
two presentation levels.

DE Die hdchste Beleuchtungsstarke
liegt auf den oberen beiden
Prasentationsebenen.

9 EN Highlights on premium goods create
a brilliant staging.
DE Speziell exklusive Ware wird durch
Glanzpunkte attraktiv inszeniert.

e EN Directed light creates accents on

billboards and subjects.

DE Gerichtetes Licht erzeugt Akzente auf
Werbetafeln und Sujets.

6

EN The high depth effect gives food high
colour contrasts and attractiveness.

DE Durch die hohe Tiefenwirkung erhalten
Lebensmittel hohe Farbkontraste und
Glanzpunkte.

EN Due to longitudinal glare control, the
lighting system is barely perceptible to the
customer in the direction of the aisle.

DE Durch die Langsentblendung ist die

Beleuchtungsanlage fiir den Kunden in
Gangrichtung kaum wahrnehmbar.

EN Transverse glare control additionally
prevents glare from any viewing direction.

DE Die Querentblendung verhindert

zusétzlich Blendung aus jeder Blickrichtung.

Five versions

EN SQUADRO s five variants with diverse
beam characteristics respond to dif-
ferent shop layouts and requirements.
Perfect alignment ensures that minimal
luminaires radiate as much light as pos-
sible onto the merchandise. SQUADRO
adapts to the conditions and illuminates
selectively and without scatter loss. All
goods are thus attractively presented
regardless of the size or interior design
of the shop.

DE SQUADRO antwortet auf unter-
schiedliche Shop-Layouts und Anfor-
derungen mit finf Varianten mit ver-
schiedenen Abstrahlcharakteristiken.
Damit wenige Leuchten so viel Licht

wie moglich auf die Ware strahlen, zahlt
die perfekte Ausrichtung. SQUADRO
passt sich den Gegebenheiten an und
beleuchtet punktuell und ohne Streuver-
luste. So werden alle Waren, unabhangig
von GroBe oder Innenarchitektur des
Shops, ansprechend in Szene gesetzt.
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Wall Floor (single-side)

LI:'I

Shelf Floor (single-side)

Wall Floor (double-side)

Shelf Floor (double-side)

Shelf / Wall Floor

Unique reflector
technology

EN Custom free-form reflectors en-
sure high-precision light control; each
SQUADRO achieves an efficiency of
over 90 per cent. The spotlights enjoy
optimum glare control through the
curved shape and secondary reflector
technology.

DE Spezielle Freiflachenreflektoren sor-
gen fur hochpréazise Lichtlenkung; jeder
SQUADRQO erzielt einen Wirkungsgrad
von liber 90 Prozent. Optimale Ent-
blendung gelingt durch die gekrimmte
Form und Sekundérreflektortechnik der
Strahler.

Effective lighting

EN Branches of the same chain often differ
in their shop architecture. Shelf heights and
aisle widths may vary from one location to
another. The solution is step-adjustable
light modules. The elements can be tilted
from -15° to +20°. Each module can be tilted
asymmetrically, allowing precise alignment
and thus optimum light control.

DE Fijlialen derselben Kette unterscheiden
sich haufig in der Shop-Architektur. Regal-
héhen und Gangbreiten kénnen sich je nach
Standort unterscheiden. Die Lésung: stufen-
verstellbare Lichtmodule. Die Elemente sind
von -15° bis zu +20° kippbar. Jedes Modul
kann asymmetrisch geneigt werden und er-
maoglicht eine prazise Ausrichtung und damit
eine optimale Lichtlenkung.
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G back

SQUADRO wallwasher

recessed

EN Recessed ceiling spotlight in die cast alu-
minium in 2 sizes, in different types (2 lamps,
4 lamps or 2x4 lamps) and with 2 types of
light modules (for shelf floor washer and

wall floor washer); with trim; surface powder
coated; installation without tools using snap
spring closure; aisle spotlight with special,
multi-free-form, facet effect surface reflectors
for high precision light control; precise shelf
and aisle zone lighting, optimum longitudinal
glare control for high viewing comfort in the
aisle zone, adjustable light modules; COB
(Chip on Board) technology for maximum effi-
ciency; efficient LEDs with very good colour
rendering; IP40 protection glass available as
an accessory

DE Deckeneinbaustrahler aus Aluminium-
druckguss in 2 GroBen, in verschiedenen Var-
ianten (2-flammig, 4-flammig bzw. 2 x 4-flam-
mig) und mit 2 verschiedenen Lichtmodulen
(fir shelf floor washer und wall floor washer);
mit umlaufendem Rand; Oberflache pulver-
beschichtet; werkzeuglose Montage mittels
Schnappfederverschluss; Gangzonenstrahler
mit speziellen Multi-Freiformflachenreflek-
toren mit Facettenoptik zur auBerst prazis-
en Lichtlenkung; punktgenaue Regal- und
Gangzonenausleuchtung, optimale Langsent-
blendung fiir hohen Sehkomfort in der Gang-
zone, einstellbare Lichtmodule; COB (Chip on
Board) Technologie flir héchste Effizienz; ef-
fiziente LEDs mit sehr guter Farbwiedergabe;
IP40-Schutzglas als Zubehor erhéltlich

Quickinfo

3000K, 4000K
CRI=80, 3 SDCM
up to 134Im/W
L80 @ 50000h
non DIM, DALI-2

Types

78

N
78
78

d | = an
a4 |- s [IGD|[ 5
7 b QEED b
&D
7 17
Colours
Light distributions

00

shelf wall shelf
floor floor wall
floor

Pz

Data
Monitoring

DiiA® standards
251, 252, 253

glare-free reflector +20° up to -15°
longitudinally & tiltable
transversely

Order options

[ X ]
L X ]
3000K 5
4000K 6
non DIM 1
DALI-2 3
4
O traffic white RAL 9016 7
@ jet black RAL 9005 8
A
shelf floor washer S
wall floor washer A
1xshelf/1xwall floor washer* B

*only for 2x4 lamps

Light distributions

i e TELIR Ao

L7 T EStie B

162x270

47
152270

90° 90°

60° 60°]

30° 30°

90°

60°

30°

90°

60°]

30°

1x 4 lamps
shelf floor washer

1x4 lamps

wall floor washer

90° 90°
60°\ /7 C O 60°

30° 30°

90°

60°

30°

90°]

60°

30°

2x4 lamps
shelf floor washer

90° 90°
6o ' O \ 6o

30° 30°

2x4 lamps
1xshelf/1xwall floor washer

2x4 lamps
wall floor washer

LUMINOUS FLUX value calculated for 4000K
(3000K -5%), colour white, wall floor washer

il

290

85

i

i
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SQUADRO wallwasher trim

o CnaLD» @ @ N=

1ADDR. 220240V X-PERT X-PERT

SYSTEM POWER
25.3W

LUMINOUS FLUX
3250Im

ORDER CODE
049-2011x<@daA

L s CoALTD @ @ ~[a]=

1ADDR. 220240V X-PERT X-PERT

SYSTEM POWER LUMINOUS FLUX
51W 6490Im

ORDER CODE
049-2031:<4aA

el = | O (€| |E-

1ADDR. 220-240V X-PERT X-PERT

SYSTEM POWER LUMINOUS FLUX ORDER CODE
86 W 2x5760Im 049-2040:<4daA
101W 2x6495Im 049-2041:x<@daA

Optical accessories

TYPE
1x 2 lamps/ single-sided

ORDER CODE
049-2910010

1x4 lamps/ single-sided

049-2930010

2 x4 lamps/double-sided

049-2940010

Technical data

SQUADRO 1x 4 lamps, shelf wall washer, trim, 51W, 3000K

N = 36m = 36m =
B
@{ ************ woox T T T T T g T *
777777777777 soolx By ] £
o
o
400 Ix
P} |
w
SQUADRO 1x 4 lamps, wall floor washer, trim, 51W, 3000K
N = 24m =  24m =  24m =
B
800 Ix
,,,,,,,,,,,,,,,,,,,,,,,,,, T
@
Pp--oooIIooIfIiioiiiis -1,
o
o
400 Ix
AN
w
ROOM VALUES CALCULATION SURFACE
Wall dimensions H=35m|W=10.8m Surface dimensions 10.8x3.5m
Distance to wall B=13m Surface height 0-35m
Aisle width 26m
Reflection factor 07]10.7|10.2 Eye level <> 1.35m —-175m
Maintenance factor 0.9
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Casagrande Luxury Lifestyle
Lucerne, CH -
by Obrist interior AG
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G back

N GERMAN

DESIGN
AWARD Goop
WINNER DESIGN

SQUADRO wallwasher

track

EN Track light in die cast aluminium in two
different types (4 lamps or 2x4 lamps) and
with 2 types of light modules (for shelf floor
washer and wall floor washer); surface pow-
der coated; aisle spotlight with special, mul-
ti-free-form, facet effect surface reflectors
for high precision light control; precise shelf
and aisle zone lighting, optimum longitudinal
glare control for high viewing comfort in the
aisle zone, adjustable light modules; COB
(Chip on Board) technology for maximum effi-
ciency; efficient LEDs with very good colour
rendering; IP40 protection glass available as
an accessory; including attachment for linear
alignment of the spotlights

DE Stromschienenstrahler aus Aluminium-
druckguss in 2 verschiedenen Varianten
(4-flammig bzw. 2 x 4-flammig) und mit 2
verschiedenen Lichtmodulen (fiir shelf floor
washer und wall floor washer); Oberflache
pulverbeschichtet; Gangzonenstrahler mit
speziellen Multi-Freiformflachenreflektor-

en mit Facettenoptik zur duBerst prazisen
Lichtlenkung; punktgenaue Regal- und
Gangzonenausleuchtung, optimale Langsent-
blendung fiir hohen Sehkomfort in der Gang-
zone, einstellbare Lichtmodule; COB (Chip on
Board) Technologie flir hochste Effizienz; ef-
fiziente LEDs mit sehr guter Farbwiedergabe;
IP40-Schutzglas als Zubehor erhéltlich;
inklusive Aufsatz zur linearen Ausrichtung
der Strahler

Quickinfo

3000K, 4000K
CRI=80, 3 SDCM
up to 134Im/W
L80 @ 50000h
non DIM, DALI-2

Types

1x4 2x4

258

Vivivivi G
76

204

Colours

O®

Light distributions

00

shelf wall shelf
floor floor wall
floor

Pz

Data
Monitoring

DiiA® standards
251, 252, 253

glare-free reflector +20° up to -15°
longitudinally & tiltable
transversely

Order options

[ X ]
L X ]
3000K 5
4000K 6
=
non DIM 1
DALI-2 3
4
O traffic white RAL 9016 7
@ jet black RAL 9005 8
A
shelf floor washer S
wall floor washer A
1xshelf/1xwall floor washer* B
*only for 2x4 lamps
s A
S
/
Light distributions

90°

60°

30° 30°

90°

60°

30°

1x 4 lamps
shelf floor washer

1x4 lamps
wall floor washer

90° 90°
60°\ /7 C O 60°

30° 30°

90°

60°

30°

90°]

60°

30°

2x4 lamps
shelf floor washer

90° 90°
6o ' O \ 6o

30° 30°

2x4 lamps
1xshelf/1xwall floor washer

LUMINOUS FLUX value calculated for 4000K
(3000K -5%), colour white, wall floor washer

2x4 lamps
wall floor washer
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SQUADRO wallwasher track

& 3650 Coar» @ :(D: N . _
({55 1ADDR. 220240V X-PERT X-PERT

SYSTEM POWER
51W

LUMINOUS FLUX

ORDER CODE
6610Im 149-2231:u<daA

L se5 | | o> k)8 N:

[C3: 1ADDR. 220240V X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
86W 2x5760Im 149-2240:in@dA
101W 2x6490Im 149-2241:u<4A

Optical accessories

TYPE
1x 4 lamps/ single-sided

ORDER CODE
049-2930010

2x 4 lamps/double-sided

049-2940010

Technical data

SQUADRO shelf floor washer, 1x 4 lamps, +5° tilt, 51W, 3000K

o~ = 36m 36m =
B
800 Ix
,,,,,,,,,,,,,,,,,,,,,,,,,, T
fod
| SRR Rk |
o
400 Ix &
P} |
SQUADRO wall floor washer, 1x 4 lamps, +5° tilt, 51W, 3000K
N = 18m = 13m =  13m =
B
800 Ix
,,,,,,,,,,,,,,,,,,,,,,,,,, T
@
8 CCCooooooooooooooiis A
o
o
4001Ix
AN
ROOM VALUES CALCULATION SURFACE
Wall dimensions H=35m|W=10.8m Surface dimensions 10.8x3.5m
Distance to wall B=13m Surface height 0-385m
Aisle width 26m
Reflection factor 07107102 Eye level <& 1.35m - 175m
Maintenance factor 0.9
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Jelmoli Store
Zurich, CH
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Sutterliitty Rankweil, AT -
by Hermann Kaufmann + Partner ZT GmbH


http://xal.com/squadro
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Inthe
spotlight

xal.com/bo

BO

EN Beautiful design and flexibility distinguish the BO series of ceil-
ing and track-mounted spotlights. Multiple sizes and different beam
angles deliver great freedom in staging. The individual spotlights are
available as semi-recessed or surface-mounted variants or as single
or dual-lamp spotlights in an elegant base with an integrated driver,
as well as track-mounted spotlights. Different housing and light col-
ours (2700K, 3000K, or 4000K) offer flexibility in different archi-
tectural concepts, and different versions promise excellent colour
rendering with up to CRI>95 (2-SDCM). The spots can be rotated
up to 360° and swivelled 90°, making BO an ideal spotlight for
shops and display areas.

DE Formschon und flexibel: das zeichnet die Decken- sowie Strom-
schienenstrahlerserie BO aus. Durch mehrere GréBen und verschie-
dene Ausstrahlwinkel haben Sie groBe Freiheit bei der Inszenierung.
Die Einzelstrahler sind als Halbeinbau- oder Anbauvariante und

als ein- oder zweiflammiger Strahler in einem eleganten Gehause
mit integriertem Driver sowie als Stromschienenstrahler erhaltlich.
Verschiedene Gehéause- und Lichtfarben (2700K, 3000K oder
4000K) bieten Flexibilitat in unterschiedlichen architektonischen
Konzepten und versprechen eine sehr gute Farbwiedergabe von

bis zu CRI=95 (2-SDCM). Die Spots sind bis zu 360° dreh- und 90°
schwenkbar und machen BO zu einem idealen Strahler fir Shops
und Prasentationsflachen.

Types O O O O

32 45 55 70

Mountings

- U0

semi-
recessed surface track

Light distribution g

spotlight

223
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Matched
proportions

EN Elegance in the right measure: All BO
product family spotlights are character-
ised by their decorative and simple aes-
thetics. Thanks to their reduced design
and precisely coordinated proportions,
all BO models can be combined with
each other.

DE Eleganz im richtigen MaB: Alle Strah-
ler der BO Produktfamilie zeichnen sich
durch ihre dekorative und schlichte
Asthetik aus. Dank ihres reduzierten
Designs und den exakt aufeinander ab-
gestimmten Proportionen sind sdmtliche
BO-Varianten miteinander kombinierbar.

Colour variety

EN BO is available in standard white and
black. For even more design freedom,
additional colour options are available so
that you can tailor BO to your individual
project. Learn more about our colour
palette at xal.com/colours.

DE BO ist in den Standardfarben Wei3
und Schwarz erhaltlich. Fiir noch mehr
Gestaltungsfreiraum stehen weitere
Farbvarianten zur Verfligung - so kén-
nen Sie BO Ihrem individuellen Projekt
anpassen. Mehr zu unserer Farbpalette
erfahren Sie auf xal.com/colours.

(@ (¢

xal.com/colours

spot medium

1A A A

flood

wide flood

Flexible
adjustment

EN BO adapts to the requirements to
ensure that objects are presented in the
best possible light. The spotlight comes
in different beam angles and is rotatable
by at least 360°, as well as 90° tiltable.

DE Damit Objekte bestmaoglich in Szene
gesetzt sind, passt sich BO den Anfor-
derungen an. Der Strahler ist nicht nur in
verschiedenen Ausstrahlwinkeln verfig-
bar sondern auch um mindestens 360°
dreh- sowie 90° schwenkbar.

Bild mit unterschiedlichen BOs ?7?
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Intrack

EN Flexible adjustment - easy installa-
tion: In the track version, BO combines
different sizes and beam angles. Thus,
ever new lighting scenarios can be
implemented: from the selective pres-
entation of goods and products to the
staging of art objects and home acces-
sories. The converter disappears ele-
gantly into the track.

DE Flexible Adjustierung - einfache
Montage: In der Track-Variante ver-
eint BO unterschiedliche GréBen und
Ausstrahlwinkel. So lassen sich immer
wieder neue Lichtinszenierungen reali-
sieren: von der punktuellen Waren- und
Produktpréasentation bis zur Inszenie-
rung von Kunstobjekten und Wohnac-
cessoires. Der Konverter verschwindet
elegant in der Schiene.

Variety

EN The individual spotlights are available
as semi-recessed or surface-mounted
versions or as single or double-flame
spotlights in an elegant housing. Differ-
ent housing and light colours (2700K,
3000K, or 4000K) offer flexibility for
unique projects.

DE Die Einzelstrahler sind als Halbein-
bau- oder Anbauvariante bzw. als ein-
oder zweiflammiger Strahler in einem
eleganten Gehause erhéltlich. Verschie-
dene Gehéause- und Lichtfarben (2700K,
3000K oder 4000K) bieten Flexibilitat
fir einzigartige Projekte.
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@ back

BO 32/45/55

semi-recessed/ surface

EN Cylindrical spotlight made of aluminium;
surface powder coated; either with surface
mounted housing or as ceiling recessed
variant; spotlight head 350° rotatable and
90° tiltable; high-quality, aluminium, vapour
deposition coated reflector with faceted
design; precise radiation characteristics with
different beam angles; good glare reduction
due to recessed light point plane; optical
attachments as accessories; COB (Chip on
Board) technology for maximum efficiency; no
multiple shadows; energy-efficient LEDs with
very good colour rendering

DE Zylindrischer Strahler aus Aluminium; Ober-
flache pulverbeschichtet; wahlweise mit
Anbaugehause oder als Deckeneinbauvariante;
Strahlerkopf 350° dreh- und 90° schwenkbar;
hochwertiger, aluminiumbedampfter Reflek-
tor mit Facettenoptik; prazise Abstrahlcha-
rakteristik mit verschiedenen Ausstrahlwin-
keln; gute Entblendung durch zuriickversetzte
Lichtpunktebene; optische Aufsatze als Zube-
hor; mit COB (Chip on Board) Technologie fir
hochste Effizienz; keine Bildung von Mehr-
fachschatten; energieeffiziente LEDs mit sehr
guter Farbwiedergabe

Quickinfo

2700K, 3000K
CRIz90, 2 SDCM

BO 32 up to 91Im/W
BO 45 up to 103Im/W
BO 55 up to 92Im/W
L80 @ 50000h

non DIM, DALI-2

Types

BO 32 BO 45 BO 55

semi-recessed

120

o
Q

140

232 045 055
surface
] N
932 045 055
Colours

OCe® @)

standard xal.com/colours

Light distributions

super spot med. flood
spot

glare control via
honeycomb louver

350° rotatable, CRI=95,
90r tiltable 2 SDCM

Order options

semi-recessed ceiling clip

_

surface housing

GO JTL

46 50

2700K

3000K

[ RN

O traffic white RAL 9016

@ jet black RAL 9005

D)) special colours* © p.992

*canopy always in white

spot 18°

medium 23°

flood 37°

nz|n p

super spot 8°

spot 14°

medium 24°

flood 39°

TnZn< p

spot 17°

medium 23°

flood 37°

n|n p

Options on request

CRIz95, 2 SDCM

4000K

Casambi

LUMINOUS FLUX value calculated for

3000K, colour white, reflector flood

2700K -6 %
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BO 32 semi-recessed / surface
- 20| | CRI A | | ©r| |Mel-
® oo 290 2.5DCM 1ADDR. 250mA X-PERT X-PERT
INSET POWER LUMINOUS FLUX ORDER CODE

8.8W 36 Vf250mA 755Im

049-6520::1@A

BO 45 semi-recessed / surface

RiEIBIAEIREEE
® oo 290 2-SDCM 1ADDR. 400mA X-PERT X-PERT

INSET POWER LUMINOUS FLUX ORDER CODE

61W 11Vf 400mA super spot 297 Im 049-6330:14V

12.8W 37Vf 350mA spot 10301m 049-6530::14S

13.5W 36 Vf 400mA medium, flood 1320Im 049-63530:14aA

BO 55 semi-recessed / surface

Qa0 | ORI | | A | | @B e-

® 90 290 2-SDCM 1ADDR. 600mA X-PERT X-PERT
INSET POWER LUMINOUS FLUX ORDER CODE
211W 36 Vi 600mA 1850Im 049-6340:14A

Electrical accessories

220-240V AC, 50-60Hz, [OJPC I

TYPE EFFICIENCY L-W-H (mm) ORDER CODE
250mA | non DIM n80% 6539-20 002-90742
250mA | DALI-2 n82% 166-30-22 002-90743
350mA | non DIM n85% 180-30-21 002-90722
350mA | DALI-2 n83% 210-30-21 002-90723
400mA | non DIM n88% 180-30-21 002-90724
400mA | DALI-2 n84% 210-30-21 002-90725
600mA | non DIM n87% 210-30-21 002-90726
600mA | DALI-2 n85% 210-30-21 002-90727
for surface versions revision opening required

TYPE W-H-D (mm) ORDER CODE

POWER SUPPLY 220-240V AC 90-90-60
96W | 48V DC constant voltage

005-6520210

LED DRIVER DALI-2 DT6 1-2 addr. 36-88:59
200-1050 mA settable const. current
2x42W | 48V DC | Ugyr 10-40V

005-6121030

for more details and components see page 981

Optical accessories

TYPE @H (mm) ORDER CODE
BO 32 30-3 007-1965168
BO 45 42-3 007-1965188
BO 55 50-3 007-1965598
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Complexe des opérations Payerne CH -
by op-arch, Oester Pfenninger, Ulrich
Weiz including lighting design


http://xal.com/bo
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Einrichtungshaus Grimm
Goppingen, DE -
by Studio Komo
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BO 45 base

surface

EN Cylindrical spotlight made of aluminium;
surface powder coated; spotlight head 350° /
330° (1 lamp / 2 lamps) rotatable and 90°
tiltable; choice of single lamp or double lamps;
surface mounted housing in aluminium incl.
converter; mounting plate with pre-assembled
converter unit can be pre-mounted; luminaire
housing can be attached without tools by
interlock; high-quality, aluminium, vapour
deposition coated reflector with faceted
design; precise radiation characteristics with
different beam angles; good glare reduction
due to recessed light point plane; optical
attachments as accessories; COB (Chip on
Board) technology for maximum efficiency; no
multiple shadows; energy-efficient LEDs with
very good colour rendering

DE Zylindrischer Strahler aus Aluminium; Ober-
flache pulverbeschichtet; Strahlerkopf 350° /
330° (1-flammig / 2-flammig) dreh- und 90°
schwenkbar; wahlweise einflammig oder
zweiflammig; Anbaugehause aus Aluminium
inkl. Konverter; Montageplatte mit vormon-
tierter Konvertereinheit vorab montierbar;
Leuchtenkoérper mittels Verriegelung werk-
zeuglos aufsetzbar; hochwertiger, alumini-
umbedampfter Reflektor mit Facettenoptik;
prazise Abstrahlcharakteristik mit verschie-
denen Ausstrahlwinkeln; gute Entblendung
durch zuriickversetzte Lichtpunktebene; opti-
sche Aufsatze als Zubehor; mit COB (Chip on
Board) Technologie fiir hochste Effizienz; keine
Bildung von Mehrfachschatten; energieeffizi-
ente LEDs mit sehr guter Farbwiedergabe

Quickinfo

2700K, 3000K
CRI=90, 2 SDCM

1 lamp up to 86Im/W
2 lamps up to 96 Im/W
L80 @ 50000h

non DIM, DALI-2

Types
T T
o o
245 2x @45
[ ds [ OOs8
180 245
Colours
standard xal.com/colours

Light distributions

super spot med. flood
spot

glare control via
honeycomb louver

<

350° rotatable, CRI=95,
90r tiltable 2 SDCM

Order options

2700K
3000K

[ RN

non DIM
DALI-2

w|= ()

O traffic white RAL 9016
@ jet black RAL 9005
D)) special colours* © p.992

x| |~ bl

*base always in white

super spot 8°
spot 14°
medium 24°
flood 39°

nZn< p

Options on request

CRI=95, 2 SDCM

4000K

LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, flood
2700K -6 %

180

245

&

120

245
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BO 45 base surface
W
20| | CRI Y e > ©r| |~Me-
® oo 290 2-SDCM 1ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE

72W super spot 297 Im 049-6330:zs@V
151W spot 1030Im 049-6330::24S
15.9W medium, flood 1310Im 049-6330:<4daA

BO 45 base surface

m Qx| || || |=> | © | |E&| ek

G 90° 290 2-SDCM 1ADDR. 220-240V| X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
14.4W super spot 2x297Im 049-6430:<s@V
30W spot 2x1030Im 049-6430::+4S
275W medium, flood 2 x12201m 049-6430:s4daA

Optical accessories

TYPE @-H (mm)
BO 45 42-3

ORDER CODE
007-1965188
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mobelbau breitenthaler gmbh
Leibnitz, AT — by m&belbau
breitenthaler gmbh
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BO 32/45/55

intrack

EN Track light made of die-cast aluminium;
surface powder coated; spotlight head rotates
360° and tilts 90°; converter integrated in the
power track adapter; high-quality, aluminium,
vapour deposition coated reflector with fac-
eted design; precise radiation characteristics
with different beam angles; good glare reduc-
tion due to recessed light point plane; optical
attachments as accessories; COB (Chip on
Board) technology for maximum efficiency;
no multiple shadows; energy-efficient LEDs
with very good colour rendering; adapter for
toolless insertion or movement on a variety of
3-phase power tracks; adapter flush with the
power track

DE Stromschienenstrahler aus Aluminium-
druckguss; Oberflache pulverbeschichtet;
Strahlerkopf 360° dreh- und 90° schwenkbar;
Konverter im Stromschienen-Adapter inte-
griert; hochwertiger, aluminiumbedampfter
Reflektor mit Facettenoptik; prazise Abstrahl-
charakteristik mit verschiedenen Ausstrahl-
winkeln; gute Entblendung durch zuriickver-
setzte Lichtpunktebene; optische Aufsatze als
Zubehor; mit COB (Chip on Board) Techno-
logie flir héchste Effizienz; keine Bildung von
Mehrfachschatten; energieeffiziente LEDs mit
sehr guter Farbwiedergabe; Adapter flir werk-
zeugloses Einsetzen bzw. Verschieben in ver-
schiedenen 3-Phasen Stromschienen; Adap-
ter blindig mit Stromschiene abschlieBend

Quickinfo

2700K, 3000K, 4000K
CRI=90, 2 SDCM

BO 32 up to 69Im/W
BO 45 up to 87Im/W
BO 55 up to 78Im/W
L80 @ 50000h

non DIM, DALI-2

Types
BO 32 BO 45 BO 55
iE H& Dg
032 045 055
Colours
standard xal.com/colours

Light distributions

super spot med. flood
spot

glare control via
honeycomb louver

360° rotatable, CRIz=95,
90r tiltable 2 SDCM

Order options

2700K

3000K

4000K

[NGIEN

non DIM

DALI-2

wl= ()

O traffic white RAL 9016

@ jet black RAL 9005

D)) special colours © p.992

x| |~ Rl

spot 18°

medium 23°

flood 37°

n|in p

super spot 8°

spot 14°

medium 24°

flood 39°

nIZn< p

spot 17°

medium 23°

flood 37°

miZn p

Options on request

CRI=95, 2 SDCM

LUMINOUS FLUX value calculated for

3000K, CRI=90, colour white, flood

2700K -5%, 4000K +7 %

323 (DAL

323 (DALI)

323 (DALI)

xal.com/bo 239
BO 32 intrack
- 230 | CRI Y ZET> ©r| |Mel-
® oo 90 2-SDCM 1ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
1n7w 755Im 180-7111:u<@daA
BO 45 intrack
230 | CRI | | ©r | |Mel-
® 90 290 2-5DCM 1ADDR 220240V X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
61W super spot 297 Im 180-7211:x=s@V
151W spot 1030Im 180-7211:24S
15.9W medium, flood 13201m 180-7211:<@a

BO 55 intrack

20| | CRI | | ©r| el

® 9o 290 2:SDCM 1ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
248W 1840Im 180-7311:i<dA

Optical accessories

TYPE @-H (mm) ORDER CODE
BO 32 30-3 007-1965168
BO 45 42-3 007-1965188
BO 55 50-3 007-1965598
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Oberpollinger | The KaDeWe Group
Munich, DE - by Licht Kunst Licht AG
including lighting design
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Optiek Sagaert Zwevegem BE -
by Courtois & Chatelain and
Entirus Group
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BO55/70

track

EN Track light made of die-cast aluminium;
surface powder coated; spotlight head

355° rotatable and 90° tiltable; converter
integrated in the power track adapter;
high-quality, aluminium, vapour deposition
coated reflector with faceted design; precise
radiation characteristics with different beam
angles; good glare reduction due to recessed
light point plane; optical attachments as
accessories; COB (Chip on Board) technology
for maximum efficiency; no multiple shadows;
energy-efficient LEDs with very good colour
rendering; adapter for toolless insertion or
movement on a variety of 3-phase power
tracks

DE Stromschienenstrahler aus Aluminium-
druckguss; Oberflache pulverbeschichtet;
Strahlerkopf 355° dreh- und 90° schwenkbar;
Konverter im Stromschienen-Adapter
integriert; hochwertiger, aluminiumbedampfter
Reflektor mit Facettenoptik; prézise Abstrahl-
charakteristik mit verschiedenen Ausstrahlwin-
keln; gute Entblendung durch zuriickversetzte
Lichtpunktebene; optische Aufséatze als
Zubehor; mit COB (Chip on Board) Techno-
logie fiir hdchste Effizienz; keine Bildung von
Mehrfachschatten; energieeffiziente LEDs

mit sehr guter Farbwiedergabe; Adapter fiir
werkzeugloses Einsetzen bzw. Verschieben in
verschiedenen 3-Phasen Stromschienen

Quickinfo

3000K, 4000K
CRI>=90 2-SDCM
up to 87Im/W
L80 @ 50000h
non DIM, DALI-2

Types

BO 55 BO 70

Colours

O®

Light distributions

BO 55

spot med. flood

BO 70

spot med. flood wide

flood

glare control via

honeycomb louver

355° rotatable,
90° tiltable

CRIz90,
2 SDCM

Order options

3000K 5
4000K 6
250 265 (DALI)
R 2y 1 @ N
v
non DIM 1 Q Q
DALI-2 3 " "
255 055
4
O traffic white RAL 9016 7
@ jet black RAL 9005 8
A
spot 17° S
medium 24° M
flood 40° F 250 265 (DALI)
ey 1 @ =]
A 3 3
spot 15° S " "
medium 23° M 570 270
flood 37° F
wide flood 57° W

Options on request

CRIz95, 2 SDCM

Casambi

LUMINOUS FLUX value calculated for

3000K, CRI=90, colour white, flood

4000K +5%

xal.com/bo 245
BO 55 track
- Las| | CRI | | ©r| |Mel-
® oo 290 2-SDCM 1ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
24.8W 2150Im 180-7312:2@a
BO 70 track
- Qus| | CRI| | | |em> @B e-
® o0 290 2-SDCM 1ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
40W 3410Im 180-7411:2@a
Optical accessories
TYPE @H (mm) ORDER CODE
BO 55 50-3 007-1965598
BO 70 61-3 080-5900018
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Shop SVNTY Antwerp, BE -
by Verhamme de vel Architecten
with lighting design by Electro Govaerts
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Universal
expert

xal.com/varo

VARO

EN As a track-mounted spotlight, VARO focuses on the essentials
and can be used universally. It is available in two different sizes and,
thanks to its 355° rotation and 90° swivelling capability, is extremely
flexible in use. This flexibility is supported by the fact that the spot-
lights can be inserted and moved along the track without tools. It is
ideal for use in shops whose interior design is continually evolving.
The high-quality reflector from VARO ensures a particularly precise
beam characteristic at different angles, all with an excellent colour
rendering up to CRI=95. Depending on the desired spatial effect,
you can choose between the 3000K and 4000K light colours.

DE Als Stromschienenstrahler fokussiert VARO auf das Wesentliche
und ist universell einsetzbar. Er ist in zwei verschiedenen GréBen
verfliigbar und durch 355° Dreh- und 90° Schwenkbarkeit héchst be-
weglich im Einsatz. Unterstiitzt wird diese Flexibilitat durch werk-
zeugloses Einsetzen und Verschieben der Strahler in der Strom-
schiene: ideal fiir den Einsatz in Shops, deren Innenarchitektur sich
immer wieder verandert. Der hochwertige Reflektor von VARO sorgt
flr eine besonders prazise Abstrahlcharakteristik in verschiedenen
Winkeln — und das bei sehr guter Farbwiedergabe von bis zu
CRI=95. Je nach gewlinschter Raumwirkung haben Sie die Wahl
zwischen den Lichtfarben 3000K und 4000K.

Types O O

80 110

Mounting —‘O__

track

Light distribution 5

spotlight

249
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G back

VARO 80 S

track

EN Track light made of die-cast aluminium;
surface powder coated; spotlight head

355° rotatable and 90° tiltable; integrated
converter in the plastic adapter; high quality
reflector with spherical facet finish; precise
radiation characteristics with different beam
angles; installed and exchanged without tools;
optical attachments as accessories; optical
attachments can be combined; COB (Chip on
Board) technology for maximum efficiency;
no multiple shadows; energy-efficient LEDs
with very good colour rendering; adapter for
toolless insertion or movement on a variety of
3-phase power tracks

DE Stromschienenstrahler aus Aluminium-
druckguss; Oberflache pulverbeschichtet;
Strahlerkopf 355° dreh- und 90° schwenkbar;
Konverter im Kunststoffadapter integriert;
hochwertiger Reflektor mit spharischer Facet-
tenoptik; prazise Abstrahlcharakteristik mit
verschiedenen Ausstrahlwinkeln; werkzeuglos
einsetz- bzw. austauschbar; optische Aufsatze
als Zubehor; optische Aufsatze miteinander
kombinierbar; mit COB (Chip on Board) Tech-
nologie fur hochste Effizienz; keine Bildung
von Mehrfachschatten; energieeffiziente LEDs
mit sehr guter Farbwiedergabe; Adapter fir
werkzeugloses Einsetzen bzw. Verschieben in
verschiedenen 3-Phasen Stromschienen

Quickinfo

3000K, 4000K
CRI=90, 3 SDCM
up to 91Im/W
L80/50000h
non DIM, DALI-2

Type
s
287
Colours
Light distributions

spot med. flood

optical
accessories

combine 2 optical 355° rotatable,
accessories 90° tiltable

Order options

3000K 0
4000K 1

=
non DIM 1
DALI-2 3

4
O traffic white RAL 9016 7
@ jet black RAL 9005 8

A
spot 17° S
medium 28° M
flood 38° F

Options on request

CRIz80

Casambi

LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, flood
4000K +8%

=8

266

— 0

275

—_— 0

275
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VARO 80 S track
N Qs | CRI | | ©r| |~Mel-
® oo 290 1ADDR 220240V X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
285W 2600Im 180-6420:<4da
45W 3610Im 180-6421:<s4a
Optical accessories
TYPE @H (mm) ORDER CODE
linear prismatic lens 75-9 080-6402110P
honeycomb louver 75-9 080-6401118
TYPE @H (mm) ORDER CODE
short 66-23 080-6403118
medium 66-38 080-6403218
angle 66-38 080-6403318

possibility to combine different optical accessories (max. 2 pieces)
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s.Oliver Store Munich, DE -
by Kitzig Interior Design GmbH
including lighting design
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Feucht Mode Innsbruck, AT -
by blocher partners with lighting design by
Hailight Lichtplanung, Andreas Haidegger
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Museo Camera Gurugran, IN -
by Studio Lumitiv
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@ back

VARO 80/110

track

EN Track spotlight in die-cast aluminium,
available in 2 different sizes; surface powder
coated; spotlight head 355° rotatable and

90° tiltable; converter installed in aluminium
spotlight housing; high quality reflector

with spherical facet finish; precise radiation
characteristics with different beam angles;
installed and exchanged without tools; optical
attachments as accessories; COB (Chip on
Board) technology for maximum efficiency;
no multiple shadows; energy-efficient LEDs
with very good colour rendering; adapter for
toolless insertion or movement on a variety of
3-phase power tracks

DE Stromschienenstrahler aus Alumini-
umdruckguss in 2 verschiedenen GroBen;
Oberflache pulverbeschichtet; Strahlerkopf
355° dreh- und 90° schwenkbar; Konverter

im Strahlergehause aus Aluminium verbaut;
hochwertiger Reflektor mit sphérischer Facet-
tenoptik; prazise Abstrahlcharakteristik mit
verschiedenen Ausstrahlwinkeln; werkzeuglos
einsetz- bzw. austauschbar; optische Aufsatze
als Zubehor; mit COB (Chip on Board) Tech-
nologie fiir hochste Effizienz; keine Bildung
von Mehrfachschatten; energieeffiziente LEDs
mit sehr guter Farbwiedergabe; Adapter fir
werkzeugloses Einsetzen bzw. Verschieben in
verschiedenen 3-Phasen Stromschienen

Quickinfo

3000K, 4000K

CRI=90, 3 SDCM

VARO 80 up to 95Im/W
VARO 110 up to 100Im/W

L80/50000h
non DIM
Types
80 10
287
2110
Colours

O®

Light distributions

00

med. flood

<< (fffn

355° rotatable, CRIz95
90r tiltable 2 SDCM

Order options

COLOUR TEMPERATURE .e

3000K 5
4000K 6

CONTROL
non DIM

MATERIAL COLOUR

O traffic white RAL 9016
@ jet black RAL 9005

|~ B

BEAM ANGLE
VARO 80
spot 17°
medium 28°
flood 38°

niZ|n p

BEAM ANGLE
VARO 110
spot 14°
medium 24°
flood 33°

nZ|n p

Options on request

COLOUR RENDERING INDEX
CRIz95 2-SDCM

SPECIAL COLOUR RENDERING

vogue CRIz90
gallery CRI 98
gourmet CRIz80
fresh meat & fish CRI=80
pastry CRI=80
brilliant white CRIz90
REFLECTOR

wide flood 67°
only for VARO 110

LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, flood
4000K +5%

187
145

287

185

=

2110
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VARO 80 track
& 3550 CRI @ @ N:
® o0 290 220-240V X-PERT X-PERT
TRACK LIGHT
SYSTEM POWER LUMINOUS FLUX
29W 2700Im

ORDER CODE
080-6210::14A

VARO 110 track

2 a5 CRI &) @ ~[a]=
® o 290 220240V X-PERT X-PERT

TRACK LIGHT
SYSTEM POWER LUMINOUS FLUX
42w 4210Im

ORDER CODE
080-6120:14a

Optical accessories

SNOOT WITH HONEYCOMB LOUVER

TYPE @H (mm) ORDER CODE
VARO 80 839 006-93120
VARO 110 106-9 006-93130
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Kastner & Ohler, Kaufhaus Tyrol Innsbruck, AT -
by DIOMA AG / WHIR3 / K&O Bauabteilung with
lighting design by VEDDER.LICHTMANAGEMENT
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Porsche Studio Saigon, VN -
by Kobi Lighting Studio
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Known f.or hiS
expressive
colours

xal.com/pablo

PABLO

EN The PABLO track-mounted spotlight was developed especially for mu-
seums. With a colour rendering index of up to CRI = 95, it illuminates works
of art with near-perfect colour reproduction. The Colour Tune variant com-
pensates for age-related colour changes in paintings with increased and
customisable red-blue saturation. PABLO is fixed in the tracks without tools,
and the spotlight heads heads can be rotated, swivelled, and repositioned al-
most at will. PABLO focus’s beam angle is also adjustable. The iris, shutter,
and gobo versions create sharp-edged light cut-outs in various shapes to
stage works of art even more excitingly. The multilens version of PABLO has
five attachment lenses that can be exchanged without tools depending on
the required beam pattern. The mood of the room can be influenced by using
the Tunable White version to change light colours.

BE Der Stromschienenstrahler PABLO wurde speziell fir Museen entwickelt.
Mit einem Farbwiedergabeindex von bis zu CRI = 95 beleuchtet er Kunstwer-
ke nahezu farbecht. In der Colour-Tune-Variante werden auBerdem alterungs-
bedingte Farbveranderungen an Gemalden durch eine erhohte, individuell ein-
stellbare Rot-Blau-Sattigung kompensiert. PABLO wird werkzeuglos in den
Schienen fixiert, die Strahlerkopfe lassen sich nahezu beliebig drehen,
schwenken und neu positionieren. Bei PABLO Focus kann zusétzlich der Ab-
strahlwinkel variiert werden. Die Varianten Iris, Shutter und Gobo kreieren
scharfkantige Lichtausschnitte in unterschiedlichen Formen, um Kunstwerke
noch spannender zu inszenieren. Die Multilens-Ausfiihrung von PABLO be-
sitzt fiinf Vorsatzlinsen, die je nach bendétigter Abstrahlcharakteristik werk-
zeuglos ausgetauscht werden konnen. Durch veranderbare Lichtfarben als
Tunable White Option kann zudem die Stimmung im Raum beeinflusst werden.

basic focus shutter iris colour tune multilens
gobo tunable white

Mounting —‘O__

track

Light distribution 5

spotlight

265
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PABLO multilens

EN PABLO’s multilens design lets the beam
characteristics be flexibly adjusted depend-
ing on the application. For this purpose,
there are five ancillary lenses that can be
easily exchanged without tools. Objects are
thus staged in the best possible light and
the staging of a room with changing interiors
becomes feasible.

DE Mit der PABLO Multilens-Ausfiihrung kann
die Abstrahlcharakteristik je nach Anwen-
dung flexibel angepasst werden. Dafiir gibt
es funf Vorsatzlinsen, die einfach werkzeug-
los ausgetauscht werden kénnen. So werden
Objekte bestmdglich in Szene gesetzt und
die Inszenierung des Raumes bei wechseln-
dem Interieur wird ermdglicht.

Authentic
colours

EN Museum lighting must present ex-
hibits authentically. PABLO illuminates
works of art with near-perfect colour re-
production thanks to a colour rendering
index of up to CRI=95 and R9>90. Light
colour and intensity can be controlled,
allowing the lighting to be adapted to any
new spatial setting.

DE Museumsbeleuchtung muss Exponate
authentisch darstellen. Mit einem Farb-
wiedergabeindex von bis zu CRI=95

und R9>90 beleuchtet PABLO Kunst-
werke nahezu farbecht. Lichtfarbe und
-intensitat sind steuerbar, wodurch sich
die Beleuchtung jeder neuen raumlichen
Inszenierung anpassen lasst.

Restored by light

EN PABLO Colour Tune was developed
to faithfully revive historical art worthy
of protection. A customisable red-blue
saturation compensates, purely thanks
to the lighting, for time-related colour
damage. This gently reawakens a work
of art’s original colours.

DE Um historische und schiitzenswerte
Kunst originalgetreu wiederzubeleben,
wurde PABLO Colour Tune entwickelt.
Eine individuell einstellbare Rot-Blau-
Sattigung kompensiert zeitlich bedingte
Farbschéaden - rein durch die Beleuch-
tung. So werden die urspriinglichen
Farben eines Kunstwerks schonend
wiedererweckt.

Lightin form

EN PABLO's shutter, iris, and gobo variants

create sharp-edged silhouettes in a square,

round, or custom shape such as lettering.
This means exhibits can be precisely
custome-illuminated for maximum effect.

shutter

xal.com/pablo 267

DE Die PABLO-Varianten Shutter, Iris und
Gobo kreieren scharfkantige Silhouetten in
viereckigen, runden oder individuell wéhl-
baren Formen, wie z. B. Schriftziigen. Damit
kénnen Exponate exakt und zugeschnitten
beleuchtet werden und maximal wirken.

iris gobo

Precise and
variable

EN PABLO spots can be mounted and moved

along the track without tools. The spotlight
head can be fixed in any position without
tools thanks to the special adapter fixing.
This makes PABLO as precise as it is flex-
ible, even after installation.

DE PABLO Spots lassen sich entlang der
Stromschienen werkzeuglos montieren und
verschieben. Dank der speziellen Adapter-
fixierung kann der Strahlerkopf werkzeuglos —
in jeder Position fixiert werden. Dadurch ist
PABLO so prazise wie flexibel — auch nach
seiner Installation.

R
Easy dimming

EN PABLO's DIM Poti variant has a manual
dimming function. The brightness can

be easily adjusted directly on-site at the
spotlight head to suit the surroundings
and the desired lighting mood.

DE |n der DIM Poti-Variante verfligt
PABLO (ber eine manuelle Dimmfunk-
tion. So kann die Helligkeit einfach und
direkt vor Ort am Strahlerkopf an ihre
Umgebung und die gewtinschte Licht-
stimmung angepasst werden.
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PABLO basic/focus

track

EN Track light made of die-cast aluminium;
powder coated; converter in spotlight housing;
COB (Chip on Board) technology — maximum
efficiency; no multiple shadows; energy-eff.
LEDs - very good colour rendering; PABLO
basic: sym./asym. radiation characteristic;
PABLO focus: object focusing through adjust-
able lens; adjustable beam angle; PABLO
shutter / iris: contour spotlight for rectangular
or round shape - adjustment by 4 shading
elements / by iris-shaped shade; toolless
insertion or movement on a variety of 3-phase
power tracks; adapter fixation optionally
without tools by means of knurled screw

or set screw (screwdriver required); point
outlet, either in surface mounted housing or
recessed housing, as an accessory

DE Stromschienenstrahler aus Aluminium-
druckguss; pulverbeschichtet; Konverter

im Strahlergehause; COB (Chip on Board)
Technologie - hdchste Effizienz; keine Mehr-
fachschatten; energieeff. LEDs — sehr gute
Farbwiedergabe; PABLO basic: sym./asym.
strahlend; PABLO focus: Objekt-Fokussierung
durch justierbare Linse; Ausstrahlwinkel ein-
stellbar; PABLO shutter / iris: Konturstrahler
flr rechteckige / runde Formgebung - Ein-
stellung durch 4 Abschattelemente / durch
irisformige Abschatter; werkzeugloses Ein-
setzen bzw. Verschieben in versch. 3-Phasen
Stromschienen; Adapter-Fixierung wahlweise
werkzeuglos mittels Randel- oder Feststell-
schraube (Schraubendreher erforderlich);
Punktauslass, wahlw. in Anbaugehause bzw.
Einbaugehause, als Zubehor

Quickinfo

3000K, 4000K
CRIz295,2 SDCM

POTI, DALI

L85 @ 50000h
PABLO basic up to 87 Im/W
PABLO focus up to 69Im/W

L90 @ 50000h
PABLO shutter/iris up to 18Im/W

Types

shutter iris gobo

i [ S ] E——
2 d He
270 270 270

Colours

O®

Light distributions

PABLO basic

super spot med. flood wide wall

spot

PABLO focus

adjust-
able

[

Data
Monitoring

flood

b

DiiA® standards  360° rotatable

251, 252, 253
[~
.

—

V-l

DIM POTI/
rotation lock

310° tiltable

=

shutter/iris/
gobo

Order options

tool-free fixation

set screw (tool required)

- N

3000K

4000K

-0

DIM POTI

DALI

wloo ()

O traffic white RAL 9016

@ jet black RAL 9005

|~ R

super spot 6° (only for 11W)

spot 12°

medium 24°

flood 39°

wide flood 58°

wallwasher

> ST |n< p

Options on request

oval flood

Light distribution
90° > 90°
60° 60°
30° 30°
wallwasher

LUMINOUS FLUX value calculated for

CRI=95, colour white, reflector spot

i
90 224
‘oo ©
o
270
)
"'
90 224

7

I
Q
il
106
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PABLO basic
v & 3600 CRI 1@7 oAt (3 N:

@ si00 295 2:5DCM 1ADDR. 220240V X-PERT X-PERT
SYS.POWER COLOUR TEMPERATURE LUMINOUS FLUX ORDER CODE
10.9W 3000K (CRI290) 614Im 180-51005=@V
(3-SDCM) 4000K (CRIz90) 660Im 180-51006=@V
13.9W 3000K 9861Im 180-5100:n<@a

4000K 1080Im
22.9W 3000K 1460Im 180-5101:u<s@aA
4000K 1610Im

PABLO focus 17-47°

m Lol | CRI| | A | |=| | © €| ek
® s 295 2-5DCM 1ADDR. 220-240V X-PERT X-PERT
SYS.POWER COLOUR TEMPERATURE LUMINOUS FLUX ORDER CODE
14W 3000K 785Im 180-5200:+4
4000K 862Im
23W 3000K 1170Im 180-5201:x+4
4000K 1280Im

Optical accessories

TYPE @H (mm) ORDER CODE
snoot 62-33 080-5900008
honeycomb louver 613 080-5900018

Mounting accessories

[ I—
2120 TYPE ORDER CODE
surface housing/ point outlet 186-072284
<o JTL
27 ceiling thickness: 1-30 mm
2124 TYPE ORDER CODE
/{ }\ \8 recessed housing/point outlet 186-072274
2151
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Order options

ADAPTER FIXATION o
tool-free fixation 2
set screw (tool required) 1

COLOUR TEMPERATURE oo
3000K 0
4000K 1

CONTROL e
DIM POTI 8
DALI 3
MATERIAL COLOUR 4
O traffic white RAL 9016 7
@ jet black RAL 9005 8

PABLO shutter
Q2w |cri| || |mm | @ | & |ME-
® si0° 295 2-SDCM 1ADDR 220240V X-PERT X-PERT
TRACK LIGHT
SYS.POWER COLOUR TEMP. LUMINOUS INTENSITY ORDER CODE
14W 3000K 854cd 180-5300:x:<4
4000K 934cd
23W 3000K 1266¢d 180-5301:u+4
4000K 1389cd

illuminance (lux) = luminous intensity (cd)/distance (m)2

LIGHT DISTRIBUTION
possible shapes of illumination

PABLO iris
Qawo| | cri| | A | |mme| | © | & |E-
® 80 >96 2-SDCM 1ADDR 220240V X-PERT X-PERT
TRACK LIGHT
SYS.POWER COLOUR TEMP. LUMINOUS INTENSITY ORDER CODE
14W 3000K 873cd 180-5400:x+4
4000K 960cd
23W 3000K 1297cd 180-5401:x<4
4000K 1425cd

illuminance (lux) = luminous intensity (cd)/distance (m)2

LIGHT DISTRIBUTION
possible shapes of illumination

Illumination size

(%]
A (mm) H (mm) @(mm)
1000 396 560
2000 792 1120

3000 1188 1680

Order options

MATERIAL COLOUR 4
O traffic white RAL 9016 7
@ jet black RAL 9005 8

xal.com/pablo 271

PABLO gobo
& 3600 CRI Y 2 @ @ ~ ,—,
® s 295 2-SDCM 220240V X-PERT X-PERT
TRACK LIGHT
SYS. POWER LUMINOUS INTENSITY ORDER CODE
14W depends on form on request

LIGHT DISTRIBUTION
customised shapes of illumination possible

Mounting accessories

[ I— > SURFACE HOUSING/POINT OUTLET
2120 TYPE ORDER CODE
surface housing/ point outlet 186-072284
<o 1 RECESSED HOUSING/POINT OUTLET
126 75 . .
ceiling thickness: 1-30 mm
0124 TYPE ORDER CODE
A N \8 recessed housing/point outlet 186-07227a
2151
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Nationalmuseum Stockholm, SE -
by Wingardhs with lighting design
by Gabriele von Kardorff
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PABLO colour tune/tunable white

track

EN Track light made of die-cast aluminium;
powder coated; converter in spotlight housing;
COB (Chip on Board) technology or CSP
(Chip-Scale-Packaging) technology for
maximum efficiency; no multiple shadows;
energy-eff. LEDs - very good colour render-
ing; high quality aluminium refl., spherical facet
finish; high-gloss anodised; precise radiation
charact. — different beam angles; installed/
exchanged without tools; optical attachments
as accessories; adapter for toolless insertion
or movement on a variety of 3-phase power
tracks; adapter fixation optionally without
tools by means of knurled screw or set screw
(screwdriver required); point outlet, either

in surface mounted housing or recessed
housing, as an accessory

DE Stromschienenstrahler aus Aluminium-
druckguss; pulverbeschichtet; Konverter

im Strahlergehause; COB (Chip on Board)
Technologie bzw. CSP (Chip-Scale-Packa-
ging) Technologie flir hochste Effizienz; keine
Mehrfachschatten; energieeff. LEDs — sehr
gute Farbwiedergabe; hochwert. Aluminium-
refl., spharische Facettenoptik; hochglanzend
elox.; prazise Abstrahlcharakt. - verschied.
Ausstrahlwinkel; werkzeuglos einsetz-/
austauschbar; optische Aufsatze als Zubehor;
Adapter fir werkzeugloses Einsetzen bzw.
Verschieben in verschiedenen 3-Phasen
Stromschienen; Adapter-Fixierung wahlweise
werkzeuglos mittels Randel- oder Feststell-
schraube (Schraubendreher erforderlich);
Punktauslass, wahlw. in Anbaugehause bzw.
Einbaugehause, als Zubehor

Quickinfo

PABLO colour tune
3500K red/blue
CRI=90, 3 SDCM
up to 54Im/W

L95 @ 50000h
DALI-2

PABLO tunable white
TW 2700-5000K
CRI>95, 3 SDCM

up to 48Im/W

L80 @ 50000h
DALI-2 DT8

Type

Colours

O®

Light distributions

med. flood

e

Data
Monitoring

DiiA® standards
251,252, 253

e

360° rotatable rotation

245°/65° tiltable lock

colour tune
(3500K red/blue) 2700-5000K

)

tunable white

Order options

o
tool-free fixation 2
set screw (tool required) 1
4
O traffic white RAL 9016 7
@ jet black RAL 9005 8
A
medium 20/ 24° M
flood 38° F

LUMINOUS FLUX value calculated for

colour white, reflector medium
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e PABLO colour tune
I Q0| | CRI | |cEaiD ©r | |~e-
£ @ si00 290 1ADDR 220240V X-PERT ><T
90 224
., SYS.POWER COLOUR TEMPERATURE LUMINOUS FLUX ORDER CODE
‘8 ®  18.8W 3500K red/blue 1020Im 180-5600G34A
270
Fresh colour for historical works of art
PABLO colour tune was developed
to revitalise historical art, which is
particularly worthy of protection, true
to the original. An increased, individ-
ually adjustable red-blue saturation
compensates for time-related colour
damage - purely through the lighting.
This reawakens the original colours
of a work of art. The correct setting of
PABLO colour tune can be easily con-
trolled and adjusted via DALI-2.
e PABLO tunable white
' 20| | ORI | | @l |~E-
m G 310° 290 2ADDR. 220-240V/ X%T ><T
920 224
== SYS.POWER COLOUR TEMPERATURE LUMINOUS FLUX ORDER CODE
— —
118 19.9W 2700-5000K 954Im 180-5600D34a
270
Optical accessories
TYPE @H (mm) ORDER CODE
shoot 62-33 080-5900008
honeycomb louver 61-3 080-5900018
Mounting accessories
[ I—
2120 TYPE ORDER CODE
surface housing/ point outlet 186-072284
<o JTL
267 ceiling thickness: 1-30 mm
2124 TYPE ORDER CODE
/{ }\ \8 recessed housing/ point outlet 186-072274
2151
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Nationalmuseum Stockholm, SE -
by Wingardhs with lighting design
by Gabriele von Kardorff
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@ back

PABLO multilens

track

EN Track light made of die-cast aluminium;
powder coated; 360° rotatable and 310° tilta-
ble; converter installed in aluminium spotlight
housing; COB (Chip on Board) technology

for maximum efficiency; no multiple shadows;
energy-eff. LEDs - very good colour render-
ing; exchangeable additional lenses; precise
radiation characteristics with different beam
angles; installed and exchanged without tools;
optical attachments as accessories; adapter
for toolless insertion or movement on a variety
of 3-phase power tracks; adapter fixation
optionally without tools by means of knurled
screw or set screw (screwdriver required);
point outlet, either in surface mounted hous-
ing or recessed housing, as an accessory

DE Stromschienenstrahler aus Alumi-
niumdruckguss; pulverbeschichtet; 360°
dreh- und 310° schwenkbar; Konverter im
Strahlergehduse aus Aluminium verbaut;

mit COB (Chip on Board) Technologie fiir
hochste Effizienz; keine Mehrfachschatten;
energieeff. LEDs — sehr gute Farbwieder-
gabe; austauschbare Vorsatzlinsen; prazise
Abstrahlcharakteristik mit verschiedenen
Ausstrahlwinkeln; werkzeuglos einsetz- bzw.
austauschbar; optische Aufsatze als Zubehor;
Adapter fir werkzeugloses Einsetzen bzw.
Verschieben in verschiedenen 3-Phasen
Stromschienen; Adapter-Fixierung wahlweise
werkzeuglos mittels Randel- oder Feststell-
schraube (Schraubendreher erforderlich);
Punktauslass, wahlweise in Anbaugehause
bzw. Einbaugehause, als Zubehor

Quickinfo

3000K, 4000K

CRI290, 2 SDCM

up 76 Im/W

L85 @ 50000h

DIM POTI

Type

Colours

O

Light distributions

00000

super spot med. flood wide

spot

A

Data
Monitoring

DiiA® standards
251, 252, 253

360° rotatable
310° tiltable

flood

interchangeable
diffusion sheets

DIM POTI/
rotation lock

Order options

ADAPTER FIXATION o
tool-free fixation 2
set screw (tool required) 1
COLOUR TEMPERATURE b4
3000K 5
4000K 6
CONTROL

DIM POTI

MATERIAL COLOUR |
O traffic white RAL 9016 7
@ jet black RAL 9005 8

BEAM ANGLE
10/19/30/38/40/64°

Options on request

CONTROL
DALI-2

LUMINOUS FLUX value calculated for

CRI=90, colour white, lens spot

PABLO multilens 10-60°

xal.com/pablo 279

Lao| | CRI & | | ©r| |Mel-
® s >90 2-SDCM 1ADDR. 220-240V X-PERT X-PERT
TRACK LIGHT
SYS.POWER COLOUR TEMPERATURE LUMINOUS FLUX ORDER CODE

14.8W 3000K 1050Im
4000K 1130Im

180-5700::84

incl. 5 pcs. interchangeable diffusion sheets

Optical accessories

OVAL FILTER
TYPE
oval filter 60 x 15°

ORDER CODE
080-5900020

Mounting accessories

I8 SURFACE HOUSING/POINT OUTLET
2120 TYPE ORDER CODE
surface housing/ point outlet 186-072284
G o 1 RECESSED HOUSING/POINT OUTLET
126 75 e .
ceiling thickness: 1-30 mm
o124 TYPE ORDER CODE
/{ }\ \8 recessed housing/ point outlet 186-072274
2151
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TULA

‘ ree tO EN A suspended luminaire that gives more than “just” light. TULA

immediately catches the eye with its decorative, slim shape. The

luminaire is available in white, black, and chrome, as well as in numer-
ar ral | e ous custom colours. Depending on your interior design, choose
between the light colours 2700 K, 3000K, or 4000K. The position

of the luminaires can be easily changed with additional hooks on
the cable and rings on the ceiling, thus TULA always adapts itself to
evolving conditions in the space or creates artistic patterns. TULA is
also available as a lighting inset for the MOVE IT track system.

DE Eine Pendelleuchte, die mehr als ,nur® Licht gibt. Durch ihre
dekorative, schlanke Form féllt TULA sofort auf. Die Leuchte ist

in WeiB, Schwarz und Chrom sowie in zahlreichen Sonderfarben
erhaltlich. Je nach Interior Design kbnnen Sie zwischen den Licht-
farben 2700K, 3000K oder 4000 K wahlen. Mit zusatzlichen Haken
am Kabel und Ringen an der Decke wird die Position der Leuchte
einfach veréndert — so passt sie sich stets neuen Gegebenheiten im
Raum an oder kreiert kunstvolle Muster. TULA ist auch als Lichtein-
satz fir das MOVE IT Stromschienensystem verfligbar.

Types @) O
25 45
nano micro

Mounting

suspended

Light distribution

downlight
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@ back

TULA

suspended

EN Decorative suspended luminaire in alumin-
ium; surface polished chrome or powder
coated; pendant fitting with suspension,

incl. feed (black or white); can be individu-
ally shortened; good glare reduction due to
recessed light point plane; incl. high quality
lens system; COB (Chip on Board) technology
or high power LEDs for maximum efficiency;
no multiple shadows; energy-efficient LEDs
with very good colour rendering; canopy for
through wiring; converter included in canopy,
either recessed or surface mounted version;
ceiling mounting rings for multiple position-
ing of the luminaire in the room available as
accessory

DE Dekorative Pendelleuchte aus Aluminium;
Oberflache chrom poliert oder pulverbe-
schichtet; abgependelt mit Pendelabhéangung,
inkl. Einspeiseleitung (schwarz oder weiB);
beliebig kiirzbar; gute Entblendung durch
zurlckversetzte Lichtpunktebene; inkl.
hochwertiger Linsenoptik; mit COB (Chip on
Board) Technologie bzw. High-Power-LEDs
fir hochste Effizienz; keine Mehrfachschatten;
energieeffiziente LEDs mit sehr guter Farb-
wiedergabe; Baldachin fiir Weiterverdrahtung;
Konverter im Baldachin enthalten, wahlweise
als Einbau- oder Anbauvariante; Decken-
montageringe fir multiple Positionierung der
Leuchte im Raum als Zubehér erhéltlich

free positioning by

Quickinfo

2700K, 3000K

CRI=90, 3 SDCM

up to 95Im/W

L80 @ 50000h

non DIM, DALI-2, Casambi

Types
TULA micro TULA nano
[ -] —
o o
(=] o
(o] o @ o
o Q
w0 n
247 226
247 226
Colours
standard xal.com/colours

Light distributions

med. flood

track version

ring and hook available (p. 742)

Order options

L
300mm 5
500 mm 7
cable 1500 mm
[ X ]
[ X ]
2700K 4
3000K 5
4
@ chrome 4
O traffic white RAL 9016 7
@ jet black RAL 9005 8
M) special colours* © p.992 X
*cable always in white
A
medium 25° M
flood 44° F
|
O traffic white RAL 9016 7
@ jet black RAL 9005 8

Options on request

4000K

INSET POWER is the current
consumption excluding any ballast
LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, lens flood
2700K -5%

GO JTL
65 52

GO T

65

52

=l

1500

29

|

1500

)

]

]

500

N
o

o

o
o
e}

2
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TULA nano suspended
.

500mA
INSET POWER LUMINOUS FLUX ORDER CODE
9W 18 Vf 500mA 732Im 049-5L10:x14A
TULA micro suspended

50<2%A
INSET POWER LUMINOUS FLUX ORDER CODE
8.4 W 18Vf 500mA 798Im  049-5L15:1@da

Mounting accessories

220-240V AC, 50-60Hz, @ PC |

TYPE EFFICIENCY @-H (mm) ORDER CODE
500mA | non DIM n79% 115-29 005-260211m
500mA | DALI-2 n81% 115-29 005-260213m
500mA | Casambi n80% 115-29 005-260219m
for installation in ceilings from 2-25mm

TYPE @-H (mm) ORDER CODE
mounting set with trim 77-49 005-352101m

for installation in plasterboard ceilings 9-25mm

TYPE @-H (mm) ORDER CODE
mounting set trimless 75-48 005-3511017
TYPE @-H (mm) ORDER CODE
special mounting tool 100-9 063-8912110
necessary to install mounting set trimless

TYPE @-H (mm) ORDER CODE
ceiling mounted 50-88 050-051021m
TYPE L-W-H (mm) ORDER CODE
ceiling mounted 18-13-58 050-590111m

Electrical accessories

220-240V AC, 50-60Hz, [/ PC I

TYPE EFFICIENCY L-W-H (mm) ORDER CODE
500mA | non DIM n 80% 65-39-:20 002-90732
500mA | DALI-2 n82% 166-30-22 002-90733
TYPE W-H-D (mm) ORDER CODE
POWER SUPPLY 220-240V AC 90-90-60 005-6520210
96 W | 48V DC constant voltage

LED DRIVER DALI-2 DT6 1-2 addr. 36-88-59 005-6121030

200-1050mA settable const. current
2x42W | 48V DC | Ugyr 10-40V

for more details and components see page 981
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Casino Dusseldorf, DE -
by ttsp hwp seidel Planungsgesellschaft mbH
with lighting design by Licht Kunst Licht AG
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Global Timber Arhus, DK -
by RAVN architects with lighting
design by Rikke Sglvsteen
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Arrange
the mood

xal.com/ary

ARY

EN ARY simultaneously serves lighting and decor. The suspended
spotlight luminaire amazes with various selectable beam character-
istics and excellent colour rendering (CRI=90). ARY’s adjustable rod
variant is maximally mobile. The spotlight head can be turned by
320° and tilted by 90°. The cable variant offers a choice of different
shades to match the colour and size perfectly to your interior de-
sign. Separate ceiling rings create even more design freedom. The
lights can be repositioned at will and grouped into exciting arrange-
ments using the hooks. ARY is also available as a light inset for the
elegant MOVE IT track system.

DE ARY ist Beleuchtung und Dekorationsobjekt zugleich. Die abge-
hangte Strahlerleuchte besticht durch unterschiedlich wahlbare Ab-
strahlcharakteristiken und sehr gute Farbwiedergabe (CRI=90). In
der Adjustable-Rod-Variante ist ARY maximal beweglich: der Strah-
lerkopf kann um 320° gedreht und um 90° geschwenkt werden. Fir
die Kabelvariante haben Sie eine Auswahl an verschiedenen Sha-
des, um Farbe und GroBe perfekt auf Ihre Innenarchitektur abzu-
stimmen. Separate Deckenringe schaffen noch mehr Gestaltungs-
freiheit: Mittels Haken kénnen die Leuchten immer wieder neu
positioniert und zu spannenden Arrangements gruppiert werden.
ARY ist auch als Lichteinsatz fir das elegante MOVE IT Stromschie-
nensystem verfligbar.

1[]

adjustable 300 400 500
rod rod cable shade shade shade

Mounting

suspended

Light distributions D h

spotlight downlight

289


http://xal.com/ary

290 ARY

G back

\
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DESIGN

AWARD
2020

reddot winner 2020

ARY rod

suspended

EN Decorative suspended luminaire in alumin-
ium; surface powder coated; height adjustable
U-profile pendant rod suspension (black or
white), feed in U-profile; spotlight head either
fixed or 320° rotatable and 90° tiltable; good
glare reduction due to recessed light point
plane; incl. high quality lens system; precise
radiation characteristics with different beam
angles; COB (Chip on Board) technology for
maximum efficiency; no multiple shadows;
energy-efficient LEDs with very good

colour rendering; canopy for through wiring;
converter included in canopy; ceiling mounting
rings for multiple positioning of the luminaire
in the room available as accessory

BE Dekorative Pendelleuchte aus Aluminium;
Oberflache pulverbeschichtet; kiirzbare
U-Profil-Pendelstangenabhéngung (schwarz
oder weiB), Einspeiseleitung in U-Profil;
Strahlerkopf wahlweise starr bzw. 320°

dreh- und 90° schwenkbar; gute Entblendung
durch zurilickversetzte Lichtpunktebene; inkl.
hochwertiger Linsenoptik; prazise Abstrahl-
charakteristik mit verschiedenen Ausstrahl-
winkeln; mit COB (Chip on Board) Technologie
flr héchste Effizienz; keine Mehrfachschatten;
energieeffiziente LEDs mit sehr guter Farb-
wiedergabe; Baldachin fur Weiterverdrahtung;
Konverter im Baldachin enthalten; Decken-
montageringe fir multiple Positionierung der
Leuchte im Raum als Zubehér erhéltlich

Quickinfo

2700K, 3000K, 4000K
CRI=90, 3 SDCM

up to 95Im/W

L90 @ 50000h

non DIM, DALI-2, Casambi

Types
rod rod adjustable
1 1
=]
= Q
S
047 og>
Colours
standard xal.com/colours

Light distributions

med. flood

320° rotatable,
90 tiltable

free positioning by  track version
ring and hook  available (p. 734)

Order options

[

suspension 1500 mm 1
suspension 2000 mm with hook* 2

*one ring included

2700K 4
3000K 5
4000K 6
4
O traffic white RAL 9016 7
@ jet black RAL 9005 8
D)) special colours* ©® p.992 X
*rod always in white
|
O traffic white RAL 9016 7
@ jet black RAL 9005 8
A
medium 25° M
flood 44° F

INSET POWER is the current
consumption excluding any ballast
LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, lens flood
2700K -5%, 4000K +5%

©
o

29

—

I =

1500

10

)
BN

}

1500

l

29

J

xal.com/ary 291

ARY rod suspended
. ‘ CRI| |@m| | & | |y | |35y | [MEF
290 1ADDR. 500mA N X-PERT
INSET POWER LUMINOUS FLUX ORDER CODE
8.4W 18Vf 500mA 791m 049-5321:1@A

ARY adjustable rod suspended

‘ Leo| | CRI| |EE | @ poo| || |ME-

G 90° 290 1ADDR. 500mA i X-PERT
INSET POWER LUMINOUS FLUX ORDER CODE
8.4W 18Vf 500mA 791Im 049-5331:14A

Mounting accessories

220-240V AC, 50-60Hz, @ PC |

TYPE EFFICIENCY @-H (mm) ORDER CODE
500mA | non DIM n79% 115-29 005-260111m
500mA | DALI-2 n81% 115-29 005-260113m
500mA | Casambi n80% 115-29 005-260119m

use for suspension with rod

220-240V AC, 50-60Hz, © PC |

TYPE EFFICIENCY @H (mm) ORDER CODE
500mA | non DIM n79% 115-29 005-260211m
500mA | DALI-2 n81% 115-29 005-260213m
500mA | Casambi n 80% 115-29 005-260219m

use for suspension with hook

for installation in ceilings from 2-25mm

TYPE @-H (mm) ORDER CODE
single luminaire rod 77-49 005-352201m
single luminaire cable* 77-49 005-352101m

*use for suspension with hook

for installation in plasterboard ceilings 9-25mm

TYPE @-H (mm) ORDER CODE
single luminaire rod 75-48 005-3512017
single luminaire cable* 7548 005-3511017

*use for suspension with hook

TYPE @-H (mm) ORDER CODE
special mounting tool 100-9 063-8912110

necessary to install mounting set trimless

TYPE @-H (mm) ORDER CODE
ceiling mounted 50-88 050-051021m

Electrical accessories

220-240V AC, 50-60Hz, [T PC Il

TYPE EFFICIENCY L-W-H (mm) ORDER CODE
500mA | non DIM n80% 65-39-20 002-90732
500mA | DALI-2 n82% 166-30-22 002-90733
TYPE W-H-D (mm) ORDER CODE

POWER SUPPLY 220-240V AC 90-90-60 005-6520210
96W | 48V DC constant voltage

LED DRIVER DALI-2 DT6 1-2 addr. 36-88:59 005-6121030
200-1050 mA settable const. current

2x42W | 48V DC | Ugyr 10-40V

for more details and components see page 981
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Restaurant Le Prestine Antwerp, BE -
by Space Copenhagen
with lighting design by anker & co
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Restaurant Vineo Oldenburg, DE -
by neun grad architektur with lighting design
by CapitalReal Immobilien GmbH & Co. KG, Dennis Poelmeyer
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G back

§

{

DESIGN

AWARD
2020

reddot winner 2020

ARY cable

suspended

EN Decorative suspended luminaire in alumin-
ium; surface powder coated; pendant fitting
with suspension, incl. feed (black or white);
can be individually shortened; good glare
reduction due to recessed light point plane;
high quality lens system; precise radiation
characteristics with different beam angles;
shades as accessory in RAL colours velvet
beige, madeira brown, kingfisher grey, wood-
pecker olive, signal white or signal black; COB
(Chip on Board) technology for maximum
efficiency; no multiple shadows; efficient LEDs
with very good colour rendering; canopy for
through wiring; converter included in canopy;
ceiling mounting rings for multiple positioning
of the luminaire in the room available as
accessory

Quickinfo

2700K, 3000K, 4000K
CRI=90, 3 SDCM

up to 95Im/W

L90 @ 50000h

non DIM, DALI-2, Casambi

Types
cable shades
!
47 2300 i L
2400
2500
Colours

O® @)

standard xal.com/colours

00000

shades

Light distributions

med. flood

DE Dekorative Pendelleuchte aus Aluminium;
Oberflache pulverbeschichtet; abgependelt

mit Pendelabhangung, inkl. Einspeiseleitung
(schwarz oder weiB); beliebig kiirzbar; gute
Entblendung durch zuriickversetzte Licht-
punktebene; hochwertige Linsenoptik; prazise
Abstrahlcharakteristik mit verschiedenen Aus-
strahlwinkeln; Shades in den RAL Farben velvet
beige, madeira brown, kingfisher grey, wood-
pecker olive, signal white oder signal black als
Zubehor; COB (Chip on Board) Technologie
fur héchste Effizienz; keine Mehrfachschatten;
effiziente LEDs mit sehr guter Farbwiedergabe;
Baldachin fur Weiterverdrahtung; Konverter im
Baldachin enthalten; Deckenmontageringe flir
multiple Positionierung der Leuchte im Raum
als Zubehor erhaltlich

track version
available (p. 736)

free positioning by
ring and hook

Order options

[

suspension 1500 mm 1
suspension 2000 mm with hook* 2

*one ring included

2700K
3000K
4000K

[QNGIEN

@ jet black RAL 9005
D)D) special colours* © p.992

4
O traffic white RAL 9016 7
8
X

*cable always in white

velvet beige RAL 0858010
® madeira brown RAL 0504040
kingfisher grey RAL 2306010
® woodpecker olive RAL 105020
O signal white RAL 9003
@ signal black RAL 9004

w=|eoirido I

O traffic white RAL 9016
@ jet black RAL 9005

JENN |

medium 25°
flood 44°

uls 2

INSET POWER is the current
consumption excluding any ballast
LUMINOUS FLUX value calculated for
3000K, CRI=90, colour white, lens flood
2700K -5%, 4000K +5%

110

1500

110

2000

xal.com/ary 297

ARY cable suspended

. ORI | |wm> P20 -[2-

290 1ADDR. 500mA X-PERT

INSET POWER LUMINOUS FLUX ORDER CODE
8.4W 18Vf 500mA 791lm 049-5511:1@a
Optical accessories
TYPE @-H (mm) ORDER CODE
cone 300 300188 049-593311d
cone 400 400-253 049-593411&
cone 500 500-318 049-593511d

GO T

65

GO T

65

52

52

Mounting accessories

220-240V AC, 50-60Hz, © PC |

TYPE EFFICIENCY @-H (mm) ORDER CODE
500mA | non DIM n79% 115-29 005-260211m
500mA | DALI-2 n81% 115-29 005-260213m
500mA | Casambi n 80% 115-29 005-260219m
for installation in ceilings from 2-25mm

TYPE @-H (mm) ORDER CODE
mounting set with trim 77-49 005-352101m

for installation in plasterboard ceilings 9-25mm

TYPE @-H (mm) ORDER CODE
mounting set trimless 75-48 005-3511017
TYPE @-H (mm) ORDER CODE
special mounting tool 100-9 063-8912110
necessary to install mounting set trimless

TYPE @-H (mm) ORDER CODE
ceiling mounted 50-88 050-051021m

Electrical accessories

220-240V AC, 50-60Hz, [/ PC I

TYPE EFFICIENCY L-W-H (mm) ORDER CODE
500mA | non DIM n 80% 65:39:20 002-90732
500mA | DALI-2 n82% 166-30-22 002-90733
TYPE W-H-D (mm) ORDER CODE
POWER SUPPLY 220-240V AC 90-90:60 005-6520210
96 W | 48V DC constant voltage

LED DRIVER DALI-2 DT6 1-2 addr. 36-88-59 005-6121030

200-1050mA settable const. current
2x42W | 48V DC | Ugyr 10-40V

for more details and components see page 981
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Colliers Real-estate Copenhagen, DK -
by Architect Helle Nghr with lighting
design by anker & co
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Geton
track

xal.com/track

TRACK 3-phase

EN A particularly elegant and versatile track system. The three-
phase track is available in square, round, or H-shaped profile form.
The surface-mounted and suspended versions deliver further design
freedom when combined with curved and corner connectors. The
suspended H-profile enables exciting ceiling accentuation through
optional light insets on the top of the profile. In many variants, the
adapter disappears entirely in the profile and supports the reduced
look. The high-quality appearance is enhanced by choosing between
the colours white, grey, and black.

DE Ein besonders elegantes Stromschienensystem, das durch Viel-
seitigkeit liberzeugt. Die 3-Phasen-Schiene ist in eckiger, runder
oder H-féormiger Profilform erhéltlich. In Kombination mit Kurven-
und Eckverbindern geben die Anbau- und abgehéangte Variante noch
mehr Gestaltungsfreiraum. Das abgehangte H-Profil ermoéglicht eine
spannende Deckenakzentuierung durch optionale Lichteinsatze an
der Profiloberseite. In vielen Varianten verschwindet der Adapter
vollstandig im Profil und unterstlitzt die reduzierte Optik. Die hoch-
wertige Erscheinung wird durch die Farbauswahl Wei3, Grau und
Schwarz verstarkt.

Types [] O H
30x40 45 30x80
Mountings D
- L0
indirect
recessed surface suspended  suspended

Configurations W

linear corner curve

s 00 [ O[] T e

BO32 BO45 BO55 BO70 VARO80S VARO 80/110 PABLO SQUADRO

301
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302 TRACK

Mounting options

EN The three-phase tracks are available as
recessed, surface-mounted, and suspended
versions.

DE Die 3-Phasen-Stromschienen sind als
Einbau-, Anbau- und Suspended-Variante
verfugbar.

Colour variety

EN Tracks are available in different

standard colours: white, grey, and black.

DE Die Stromschienen sind in unter-
schiedlichen Standardfarben von WeiB,
Grau und Schwarz erhaltlich.

000

Track variety

EN Available in round, square, and
H-shape, the profile offers custom appli-
cation options. Concealing the adapter in
the profile creates a visually calm ceiling
image. This concealment is available in
the surface-mounted and suspended vari-
ants, in both the round and square forms.
The unique feature of the suspended H-
profile is that it can create indirect light
by mounting, without tools, lighting insets
on the top.

DE |n runder, eckiger und in H-Form
erhaltlich bietet das Profil individuelle
Einsatzmdglichkeiten. In der Anbau- und
Suspended-Variante, verfligbar in runder
und eckiger Form, entsteht durch den im
Profil verborgenen Adapter ein optisch
ruhiges Deckenbild. Die Besonderheit
des abgehangten H-Profils: Lichteinsat-
ze kdnnen auch an der Oberseite werk-
zeuglos montiert werden, um indirektes
Licht zu erzeugen.

38

40

38

xal.com/track

32

303

83

Curve and corner elements

EN Additional creative design options are

opened when combined with curve and cor-

ner elements. The lighting system can thus
be adapted to the different contours of the
respective architecture.

DE |n Kombination mit Eck- und Kurvenele-
menten ergeben sich zusatzlich kreative
Gestaltungsoptionen. Somit lasst sich das
Beleuchtungssystem an die unterschiedlichen
Konturen der jeweiligen Architektur anpassen.
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@ back

TRACK 3-phase

recessed/ surface/suspended

® back
e TRACK

trim

s [ g recessed

2]

52

surface Order options
Oe Ls
245 32
non DIM
DALI-2
suspended
4
O pure white RAL 9010 7
@ jet black RAL 9005 8
e 8
8
245 32
32 Pole options

connectors

OO O = |

L E’:-© % poles internal left poles internal right

poles external left poles external right

£

for round profile poles end feed left poles end feed right

-

-

curve

=

Colours

000

curve optimised adapter
connector integration

TRACK 3-phase/3-phase + DALI-2-bus

| 2] & |CB| |HL

xal.com/track

240V-16A
33xL
L (mm) ORDER CODE
2000 186-0122134 -
3000 186-0123134 I
4000 186-0124134 52
& LIS
end cap 186-0220114 I8
52
end feed left 186-0223134 °
end feed right 186-0224134 © 2
middle feed 186-0213234
52
240V-16A
TYPE ORDER CODE |
linear connector 186-0211134 115x27
148
S ——
|I-connector 186-0221234
254
100
L-connector right 186-0221334
L-connector left 186-0222334 o
48
148
T-connector right (poles internal) 186-0221434
T-connector left (poles internal) 186-0222434
T-connector right (poles external) 186-0221734 b
T-connector left (poles external) 186-0222734 48
X-connector 186-02215314
a8
TYPE ORDER CODE
clip 186-0225110
cutting tool 186-0219110

305
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TRACK

surface/suspended

Order options

non DIM

DALI-2

O pure white RAL 9010

white aluminium RAL 9006

@ jet black RAL 9005

oo~ Al

Pole options

. A

poles internal left poles internal right

e e

poles external left

I

poles end feed left poles end feed right

poles external right

TRACK 3-phase/3-phase + DALI-2-bus

| | &K |CB

ERL

240V-16A
L (mm)
1000

ORDER CODE
186-0111234

2000

186-0112234

3000

186-0113234

4000

186-0114234

end cap

186-0210114

end feed left

186-0213134

end feed right

186-0214134

middle feed

186-0213234

240V-16A
TYPE
linear connector

ORDER CODE
186-0211134

|I-connector

186-0211234

L-connector right

186-0211334

L-connector left

186-0212334

T-connector right (poles internal)

186-0211434

T-connector left (poles internal)

186-0212434

T-connector right (poles external)

186-0211734

T-connector left (poles external)

186-0212734

X-connector

186-0211534

adjustable corner connector

186-0211634

TYPE
ceiling clip

ORDER CODE
186-0215114

pendant clip cable

186-0215214

pendant clip rod

186-0215414

joiner piece cable

186-0215314

joiner piece rod

186-0215514

cutting tool

186-0219110

TYPE
pendant 1000

ORDER CODE
186-0216114

cable 1500

186-0217110

cable 3000

186-0217210

cable 6200

186-0217310

370

® back
TRACK high

surface/suspended

Order options

non DIM

DALI-2

O pure white RAL 9010

@ jet black RAL 9005

Options on request

inset indirect

Pole options

.

poles internal left poles internal right

e

poles external left

I

poles end feed left poles end feed right

poles external right

TRACK high 3-phase/3-phase + DALI-2-bus

=2 & [c8
1ADDR. 220-240V

EAL

240V-16A
L (mm)
1000

ORDER CODE
186-0161134

2000

186-0162134

3000

186-0163134

4000

186-0164134

end cap

186-0260114

end feed left

186-0263134

end feed right

186-0264134

xal.com/track

I
)
@
3
1)
@

©

® 0

i

:
@
:

middle feed 186-0213234
100x27
240V-16A —
TYPE ORDER CODE |3
linear connector 186-0261134 Tex27
148
= =
|I-connector 186-0261234 254
90
L-connector right 186-0261334 ?
L-connector left 186-0262334 b
58
T-connector right (poles internal) 186-0261434 M8
T-connector left (poles internal) 186-0262434 &
T-connector right (poles external) 186-0261734
T-connector left (poles external) 186-0262734 58
X-connector 186-0261534
3
TYPE ORDER CODE 58

pendant clip cable

186-0265210

pendant sheet metal clip

186-0215220

pendant clip rod

186-0265410

joiner piece cable

186-0265310

joiner piece rod

186-0265510

cutting tool

186-0219110

TYPE
pendant 1000

ORDER CODE
186-0216114

cable 1500

186-0217110

cable 3000

186-0217210

cable 6200

186-0217310
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@ back

TRACKround
surface/suspended
Order options TRACK round 3-phase/3-phase + DALI-2-bus
non DIM w2 L2 & |CB| | HI
DALI-2
240V-16A
L (mm) ORDER CODE
4 1000 186-0151134 @o

O pure white RAL 9010 7 2000 186-0152134 N
@ jet black RAL 9005 8 3000 186-01531314 046

4000 186-015413u
Options on request

240V-16A

T-connector

X-connector

gold dust RAL 260-M

TYPE
R 500 90° left

ORDER CODE
186-0158534

R 500 90° right

186-0158634

100

end cap 186-025011a 100k
22 46
end feed left 186-0253134 N
end feed right 186-0254134 i
middle feed 186-0213234
32
240V-16A

TYPE ORDER CODE ) i
linear connector 186-0211134 I3

15x27
L-connector right 186-0251334 136
L-connector left 186-0252334 i

TYPE
pendant clip cable

ORDER CODE
186-02552114

pendant clip rod

186-0255414

joiner piece cable

186-0255314

joiner piece rod

186-0255514

cutting tool

186-0219110

TYPE
pendant 1000

ORDER CODE
186-021611m

cable 1500

186-0217110

cable 3000

186-0217210

cable 6200

186-0217310

Vendrella Store Munich, DE -
by Gruschwitz
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Luminaires

MITA

ap 314

SONO

394

BETO

460

MINIMAL

556

=2

recessed ceiling

N

recessed surface

TASK

suspended

suspended free standing

FRAME

recessed 516

— 5

recessed surface

MINO
CIRCLE

632

STRETTA

e =

ceiling/ suspended/
acoustic acoustic

[

HEX-O

638

CORNER

=

surface

-

recessed 342

FLOW

loop

surface 374 surface

o IR 1 G

surface / suspended /
acoustic acoustic

SETA

CED 484 suspended

CANYON
[————

recessed
recessed trim 526 offset

TUBO INO

) I

surface /
568 suspended

LITO

610 suspended

= A

ceiling/ suspended/
acoustic acoustic

RECOVER

surface

xal.com

surface suspended

JANE N

semi-recessed
surface
380 suspended

free standing table

= =

recessed surface /
semi-recessed suspended

MINO

/I

surface /
suspended

~——_—

circle square
suspended suspended

=

suspended/ free standing/
acoustic acoustic

acoustic
suspended
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Discreet
perfection

xal.com/mita

MITA

EN MITA combines high performance with a slim design language
and its wide range of applications is impressive. The product family
is available as recessed or surface-mounted luminaires in a round or
square design. All the versions of the luminaire have special reflect-
ors for the best screen-compatible work lighting — perfect for use in
offices or meeting rooms. MITA circle 160 recessed and its central
extension also open up a wide range of new possibilities. Optional
accessories can be added: covers, sensors for smart lighting con-
trol, emergency lighting inserts, or SASSO 60 spotlights with vari-
ous reflectors. The product family is available in the light colours
3000K, 4000K, or Tunable White. Optionally, the luminaire can be
equipped with a presence and brightness sensor.

DE MITA vereint Leistungsstarke mit schlanker Formensprache und
besticht durch vielféltige Einsatzmoglichkeiten. Die Produktfamilie
ist als Einbau- oder Anbauleuchte in runder oder quadratischer
Ausfihrung verfiigbar. In allen Ausfiihrungen verfligt die Leuchte
Uber spezielle Reflektoren flir bestes, bildschirmtaugliches Arbeits-
licht — perfekt fir den Einsatz in Bliros oder Meetingrdumen. Mit
MITA circle 160 recessed erdffnen sich zudem vielfaltige neue Mo6g-
lichkeiten durch eine Erweiterung in der Mitte. Optional kann Zube-
hor erganzt werden: Abdeckungen, Sensoren fiir die smarte Licht-
steuerung, Notlichteinsatze oder SASSO 60 Strahler mit ver-
schiedenen Reflektoren. Die Produktfamilie ist in den Lichtfarben
3000K, 4000K oder als Tunable White Option erhéltlich. Optional
kann die Leuchte mit einem Anwesenheits- und Helligkeitssensor
ausgestattet werden.

Types @ @

165 240

200 360
Mountings D D
trimless with trim
recessed recessed ceiling

Light distributions

reflector opal
(UGR<19) (ceiling)

315
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G back

Quickinfo Order options G JTL o MITA circle 160 trimless

UGR | |eaim?| |amm»| | <@ | | EF| g
<19 <1500 1ADDR 300mA X-PERT X-PERT

3000K, 4000K, TW

CRI=80, 3 SDCM 3000K 5
UGR<19/ 65°<1500cd/m? 4000K 6
up to 134Im/W tunable white 2700-6500K* D T
L95 @ 50000h *DALI-2 DT8 INSETPOWER  COLOUR TEMP. LUMINOUS FLUX ORDER CODE
non DIM, DALI-2 6.6W22Vf  3000K 1120lm 074-8222:1@R
reflector (UGR<19) 300mA 4000K 1180Im
non DIM
Types DALI-2 Cé? J;L gt MITA circle 160 trim
trim _ e trimless _2 [:-:\ UGR| |cd/m?| |cm> @ @ ~[e]-
d <19 <1500 1ADDR 300mA X-PERT X-PERT
@ & O pure white RAL 9010 7
2165 2155 @ jet black RAL 9005 8
INSETPOWER  COLOUR TEMP. LUMINOUS FLUX ORDER CODE
6.6 W 22 Vf 3000K 1120Im 074-8122:14R
Colours 300mA 4000K 1180Im
reflector (UGR<19)
Q . Electrical accessories
Options on request
220-240V AC, 50-60Hz, [OJPC I
Light distribution TYPE EFFICIENCY L-W-H (mm) ORDER CODE
CRI=90 300mA | non DIM n 89% 147-44-22 002-91122
- 300mA | DALI-2 n87% 97-43-30 002-91120
droct 375mA | DALI-2DT8  n83% _ 129:79-30 002-91121
installed in module 600 x 600 mm
installed in module 625 x 625 mm
TYPE W-H-D (mm) ORDER CODE

POWER SUPPLY 220-240V AC 90-90-60 005-6520210
96 W | 48V DC constant voltage

LED DRIVER DALI-2 DT6 1-2 addr. 36-:88:59 005-6121030
200-1050 mA settable const. current

2x42W |48V DC | Ugyr 10-40V

for more details and components see page 981

Accessories
ﬁ - Abe
] non DIM ~ TYPE ORDER CODE
‘- » 120

o SASSO 60 round adjustable see page 135
263 SASSO 60 round downlight see page 135
® v T
TYPE ORDER CODE
63 SASSO 60 ESSENTIAL sensor see page 135
SASSO 60 SENSE sensor see page 135
&

MITA circle 160 Light distribution o %ﬂ S rvee ORDER CODE
~ SASSO 60 emergency light see page 135

recessed 557 TR e @

EN Ring shaped luminaire housing in die-cast DE Ringformiger Leuchtenkdrper aus Alumi- 90° 90°)
aluminium; extremely slim design; recessed niumdruckguss; extrem schlanke Bauform;
luminaire with trim (suitable for ceiling thick- Einbauleuchte mit umlaufendem Rand (geeig- 60° 607

ness of 2-25mm); or for trimless installation

in plasterboard ceilings (suitable for ceiling
thickness of 12.5/15/20/25 mm); surface
powder coated; incl. blind cover made of
plastic in the cut-out; optional: SASSO 60
round, SASSO 60 round sensor or SASSO 60
round emergency for installation in the cut-out
available as an accessory; high-gloss reflector
with faceted design; energy-efficient LEDs
with very good colour rendering

net fur Deckenstéarken von 2-25mm); oder fir
randlosen Einbau in Gipskartondecken (ge-
eignet fir Deckenstarken 12,5/15/20/25 mm);
Oberflache pulverbeschichtet; inkl. Blind-
abdeckung aus Kunststoff im Innenausschnitt;
optional: SASSO 60 round, SASSO 60 sensor
round oder SASSO 60 emergency round zum
Einsetzen im Innenausschnitt als Zubehoér
erhaltlich; hochglénzender Reflektor mit
Facettenoptik; energieeffiziente LEDs mit sehr
guter Farbwiedergabe

DIN EN 12464-1  trimless install.
UGR<19 in plasterboard

e

SASSO 60 tunable white
inset ready 2700-6500K

reflector (UGR<19)
direct

INSET POWER in watts is the current
consumption excluding any ballast
LUMINOUS FLUX value calculated for
CRI 280, colour white, reflector chrome

|

S

SASSO 60 spotlight SASSO 60 SASSO 60 blind
adjustable or downlight sensor emergency light  cover

— jl"‘l
€ > y
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ALLPLAN Osterreich GmbH
Graz, AT
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@ back

MITA circle 240/450

recessed with trim

EN Ring shaped luminaire housing in die-cast
aluminium; extremely slim design; recessed
luminaire with trim; optional: blind cover to
cover the cut-out available as an accessory;
suitable for ceiling thickness of 2-25mm;
surface powder coated; high-gloss reflector
with faceted design; energy-efficient LEDs
with very good colour rendering

DE Ringformiger Leuchtenkdrper aus Alumi-
niumdruckguss; extrem schlanke Bauform;
Einbauleuchte mit umlaufendem Rand; optio-
nal: Blindabdeckung zum Einlegen im Innen-
ausschnitt als Zubehor erhéltlich; geeignet
fiir Deckenstéarken von 2-25 mm; Oberflache
pulverbeschichtet; hochglanzender Reflektor
mit Facettenoptik; energieeffiziente LEDs mit
sehr guter Farbwiedergabe

Quickinfo

3000K, 4000K, TW
CRI=80, 3 SDCM

UGR<=19 / 65°<1500 cd/m?
up to 134Im/W

L95 @ 50000h

DALI-2

reflector (UGR<19)

Types

trim

2 450

2240

Colours

O®

Light distribution

-

direct

suitable for plaster-
board or grid ceilings

DIN EN 12464-1 tunable white
UGR<19 2700-6500K

Order options

3000K

4000K

tunable white 2700-6500 K*

Qoo

*DALI-2 DT8

DALI-2

O pure white RAL 9010

@ jet black RAL 9005

reflector (UGR<19)

Options on request

CRI=90

installed in module 600 x 600 mm

installed in module 625 x 625 mm

sensor

emergency light

Light distribution
T T
00 o0
o o

reflector (UGR<19)
direct

LUMINOUS FLUX value calculated for

CRI 280, colour white, reflector chrome

()

228

JTL
60

MITA circle 240 trim

xal.com/mita 321

[— — —

UGR cd/m? —barp

<19 <1500 1ADDR.

220-240V X-PERT

=
~ =

X-PERT

SYSTEMPOWER  COLOUR TEMP.
14.2W 3000K
4000K

LUMINOUS FLUX
2080Im
2200Im

ORDER CODE
074-8114::34R

MITA circle 450 trim

UGR cd/m? “oal»
<19 <1500 1ADDR.

220-240V X-PERT

=
~ |

X-PERT

SYSTEM POWER COLOUR TEMP.

LUMINOUS FLUX

ORDER CODE

31W 3000K 4510lm  074-8116:34@R
4000K 4750Im

42W 3000K 5830lm 074-8126:34@R
4000K 6140Im

Accessories

TYPE ORDER CODE

MITA 240 circle recessed

074-8911411a

MITA 450 circle recessed

074-8911614
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MITA

Endress + Hauser GmbH

Vienna, AT - by FOKURA Luxury Interior /
Reinhard Strempfl with lighting design by

TB Heil & Schafzahl GmbH / Ing. Gerhard Heil

xal.com/mita
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ALLPLAN Osterreich GmbH
Graz, AT
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G back

4.--'-“-'- ——

e

vy

-
e

MITA square

recessed with trim

EN Square luminaire housing in die-cast

aluminium; extremely slim design; recessed
luminaire with trim; optional: blind cover to

\

L A A A
) [ R e S
=, |

r

=N

| -

;!
""'Ii

cover the cut-out available as an accessory;
suitable for ceiling thickness of 2-25 mm;
surface powder coated; high-gloss reflector

with faceted design; energy-efficient LEDs

with very good colour rendering

-
-
-
-

Quickinfo

3000K, 4000K, TW
CRI=80, 3 SDCM

UGR=19 / 65°<1500 cd/m?
up to 155Im/W

L95 @ 50000h

DALI-2

reflector (UGR<19)

Types

trim

40

360

-
-
-

-
-

a

a

R

——
e

DE Quadratischer Leuchtenkorper aus Alu-
miniumdruckguss; extrem schlanke Bauform;
Einbauleuchte mit umlaufendem Rand; optio-
nal: Blindabdeckung zum Einlegen im Innen-
ausschnitt als Zubehor erhaltlich; geeignet
fiir Deckenstérken von 2-25 mm; Oberflache
pulverbeschichtet; hochglanzender Reflektor
mit Facettenoptik; energieeffiziente LEDs mit
sehr guter Farbwiedergabe

360

Colours

O®

Light distribution

-

direct

)

suitable for plaster-
board or grid ceilings

DIN EN 1246441
UGR<19

@

tunable white
2700-6500K

Order options

4
3000K 5
4000K 6
tunable white 2700-6500K* D
*DALI-2 DT8
DALI-2

4
O pure white RAL 9010 7
@ jet black RAL 9005 8

reflector (UGR<19)

Options on request

CRI=90

installed in module 600 x 600 mm

installed in module 625 x 625 mm

Light distribution

120°

90°

60°

120°)

90°

60°]

reflector (UGR<19)
direct

LUMINOUS FLUX value calculated for

CRI 280, colour white, reflector chrome

197 x197 60

0209
092

L/ T g
348x348 60 |2

0360
o241

MITA square 200 trim

xal.com/mita 327

UGR cd/m? “pali»
<19 <1500 1ADDR.

220-240V X-PERT

=
~ =

X-PERT

SYSTEM POWER COLOUR TEMP.

LUMINOUS FLUX

ORDER CODE

14.2W 3000K 2080Im 074-8314:34R
4000K 22001Im
MITA square 360 trim
UGR| |cd/me| |maim» &r| ek
<19 <1500 1ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
31w 3000K 4510lm 074-8316:34R
4000K 47501m
42w 3000K 5830Im 074-8326:34R
4000K 6150Im
Accessories
TYPE ORDER CODE

MITA 200 square recessed

074-89134114

MITA 360 square recessed

074-8913614
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Classroom
Visualisation
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G back

MITA circle

ceiling

EN Ring shaped luminaire housing in die-cast
aluminium; extremely slim design (only

42 x42mm); surface powder coated; luminaire
housing set away from ceiling; electronic
operating unit installed in the surface mounted
housing; surface mounted housing aligned from
the ring to the center; optional: blind cover to
cover the cut-out, held by magnet, available as
an accessory; high-gloss reflector with faceted
design; HPO (High Performance Opal) cover for
uniform illumination; either with direct or direct/
indirect light distribution; energy-efficient LEDs
with very good colour rendering

DE Ringformiger Leuchtenkdrper aus
Aluminiumdruckguss; extrem schlanke
Bauform (nur 42 x 42 mm); Oberflache pulver-
beschichtet; Leuchtenkdrper von der Decke
abgesetzt; elektronisches Betriebsgerat

im Anbaugehaduse verbaut; Anbaugehause
vom Ring ins Zentrum ausgerichtet; optional:
Blindabdeckung, mittels Magnet im Innen-
ausschnitt befestigt, als Zubehor erhaltlich;
hochgléanzender Reflektor mit Facettenoptik;
HPO (High Performance Opal) Abdeckung
flir homogene Ausleuchtung; wahlweise mit
direkter bzw. direkt/indirekter Abstrahl-
charakteristik; energieeffiziente LEDs mit sehr
guter Farbwiedergabe

Quickinfo

3000K, 4000K, TW
CRI=80, 3 SDCM

UGR<=19 / 65°<1500 cd/m?
up to 146 Im/W

L90 @ 50000h

DALI-2, DALI-2 sensor
reflector (UGR<19), opal

Types

ceiling

——= g

——=J
2426 © 426

Colours

O®

Light distributions

- s

direct direct
indirect

sensor version

available
version with magnetic
opal cover blind cover

DIN EN 12464-1 tunable white
UGR<19 2700-6500K

Order options

3000K 5
4000K 6
tunable white 2700-6500K* D
*DALI-2 DT8

—
DALI-2 3
DALI-2 ESSENTIAL sensor B
(brightness & presence)
DALI-2 SENSE sensor P
(brightness, presence, temp.,
sound pressure, humidity, CO,)

4
O pure white RAL 9010 7
@ jet black RAL 9005 8

reflector

opal

Options on request

CRI=90

Light distribution
120° 120°|

90° 90°

60° 60°

reflector (UGR<19)
direct

LUMINOUS FLUX value calculated for

CRI 280, colour white, reflector chrome

g IN

O

© 426

= g N

2426

&l\%\f\“

2426

2339

MITA circle 450 ceiling

xal.com/mita 331

UGR cd/m? “pali»

<19 <1500 1ADDR.

220-240V X-PERT

=
~ =

X-PERT

SYSTEM POWER  COLOUR TEMP. LUMINOUS FLUX ORDER CODE

31W 3000K 4510lm  074-7511:24@R
4000K 4750Im

42w 3000K 5830Im 074-7521:x<+4@R
4000K 6140Im

SYSTEM POWER COLOUR TEMP.

LUMINOUS FLUX

available from Q3/2022
ORDER CODE

27TW 3000K 2650lm 074-7511:2<4@0
4000K 2810Im
- UGR | |cd/m?| |ai» @ |~el-
<19 <1500 1ADDR. 220-240V X-PERT X-PERT
SYSTEMPOWER  COLOUR TEMP. LUMINOUS FLUX ORDER CODE

14370/1 140Im
14610/1140Im

074-7531:x<4@R

31w 3000K
4000K
42w 3000K
4000K

15660/t 170Im
75960/1180Im

074-7561:x<4@R

SYSTEMPOWER  COLOUR TEMP.
27w 3000K
4000K

LUMINOUS FLUX
12570/t 80Im
32730/t 80Im

available from Q3/2022
ORDER CODE
074-7531:x+40

Accessories

TYPE
MITA circle 450 ceiling

ORDER CODE
074-8911624

MITA circle 450 ceiling sensor

074-8911634
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Visualisation
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All-round
performer

xal.com/combo

COMBO

EN COMBO has a narrow trim and is perfectly integrated into the
ceiling. It creates a calm, even ceiling appearance with pleasant and
uniform room illumination. The circular luminaire owes this to its opal
cover. COMBO’s microprismatic cover variant reduces the glare val-
ue to UGR <19: ideal for standard-compliant computer workstations.
Depending on the desired lighting mood, COMBO is available in the
light colours 3000K, 4000K, or Tunable White.

DE Ein schmaler Rand, bestmdglich integriert in die Raumdecke:
COMBO erzeugt ein ruhiges, einheitliches Deckenbild bei angeneh-
mer und gleichmaBiger Raumausleuchtung. Diese verdankt die Rund-
leuchte ihrem Opal-Cover. In der Version mit mikroprismatischer
Abdeckung reduziert COMBO den Blendwert auf UGR<19 - ideal

flr den normgerechten Bildschirmarbeitsplatz. Je nach gewiinschter
Lichtstimmung ist COMBO in den Lichtfarben 3000K, 4000K oder
Tunable White verfligbar.

o 00N

300 450 600 900 1200

Mounting N

trim
recessed

Light distributions

opal microprismatic
(UGR<19)

335
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CcOoOMBO

recessed with trim

EN Round luminaire housing in aluminium with
trim; suitable for installation in plasterboard
ceilings; suitable for ceiling thickness of
10-25mm; surface powder coated; up to
2600 mm: installation without tools using
snap spring closure; highly reflective
coating of the PCB for improved efficiency;
completely homogeneously illuminated,
satinised or microprismatic PMMA cover;
energy-efficient LEDs with very good colour
rendering; external converter for ceiling
insertion, for through-wiring suitable

DE Runder Leuchtenkérper aus Aluminium
mit umlaufendem Rand; geeignet fiir den
Einbau in Gipskartondecken; geeignet fiir
Deckenstarken von 10-25 mm; Oberflache
pulverbeschichtet; bis 2600 mm werkzeug-
lose Montage mittels Schnappfederver-
schluss; hochreflektierende Beschichtung
der Platine fiir verbesserten Wirkungsgrad;
absolut homogen ausgeleuchtete, satinierte
oder mikroprismatische PMMA-Abdeckung;
energieeffiziente LEDs mit sehr guter Farb-
wiedergabe; externer Konverter fiir Decken-
einwurf, flir Weiterverdrahtung geeignet

Quickinfo

3000K, 4000K

CRI=80, 3 SDCM

UGR<19 / 65°<3000cd/m?2

up to 145Im/W

L90 @ 50000h

non DIM, DALI-2

opal, microprismatic (UGR<19)

Types

trim

72
(105)

OQQQQ

2316 0466 0616 2916 21216

Colour

O

Light distribution

direct

Pz

Data
Monitoring

DiiA® standards
251, 252, 253

)

DIN EN 12464-1 tunable white
UGR<19 2700-6500K

Order options

3000K 5
4000K 6

=
non DIM 1
DALI-2 3

O pure white RAL 9010

opal

microprismatic (UGR<19)

=xlo O

Options on request

CRIz90

tunable white 2700-6500K (2x DALI)

1h accupack

3h accupack

LUMINOUS FLUX value calculated for
CRI=80, colour white, cover opal

905 105
===t 8

r==7/==m
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COMBO 300 trim
[— — - —
UGR| |cd/m?| |RGO| |w=i» pao| | €5 |MEl-
<19 <3000 IEC 62471 1ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
101W 3000K 993Im  064-1031:=70
4000K 1050Im
COMBO 450 trim
- —
UGR| |cd/m?| |RGO| |w=i» pao| | ©F| |MEl-
<19 <3000 IEC 62471 1ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE

16.7W 3000K 2050Im  064-1041:=70
4000K 2170Im
COMBO 600 trim
K
UGR| |cd/m?| |RGO| |F=ii» pao| | ©F| |MEl-
<19 <3000 IEC 62471 1ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE

31W 3000K 4020Im 064-1051:==70
4000K 4250Im
COMBO 900 trim
g UGR| |cd/m?| |RGO| |&aid» pao| | ©F| |MEl-
<19 <3000 IEC 62471 1ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE

58W 3000K 7440lm  064-1071:370
4000K 7880Im
COMBO 1200 trim
- UGR| |cd/m?| |RGO| |&aid» pao| | ECF| [FER
<19 <3000 IEC 62471 3ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE

92w 3000K
4000K

12610Im
13350Im

064-1081:x2370

Accessories

TYPE ORDER CODE
COMBO 300 064-1906300
COMBO 450 064-1906400
COMBO 600 064-1906500
COMBO 900 064-1906700
COMBO 1200 064-1906800
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Raiffeisenbank Gmunden Salzkammergut, AT -
by INNOCAD Architektur ZT
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COMBO

Hargassner Energy World Linz, AT -

by architekten berger.hofmann og & tech3
Projektentwicklung GmbH with lighting design
by AREA C..DESIGN GmbH

xal.com/combo
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Timeless
perfection

VELA

EN As one of XAL's first round luminaires, VELA has been per-
fected over the years. Innovative technology hides behind its flat,
minimalistic design. VELA surface can be wall or ceiling mounted.
The suspended version has either a classic cable suspension or a
chrome-plated pendulum tube suspension that can be shortened. To
adapt to a variety of interior designs, VELA is available in an exten-
sive colour palette and in the light colours 3000K, 4000K, or Tun-
able White (2700 K-6500K) on request. A microprismatic cover is
ideal for workstations. An opal cover provides homogeneous basic
lighting. An optional direct/indirect beam characteristic illuminates
the ceiling and creates ambience.

DE VELA war eine der ersten XAL-Rundleuchten und wurde tber die
Jahre konstant perfektioniert. In ihrem flachen, reduzierten Design
verbirgt sich innovative Technologie. Wahrend VELA surface fir
Wand- und Deckenanbau geeignet ist, verfligt die abgehangte Varian-
te wahlweise liber eine klassische Seilabhangung oder eine verchrom-
te, individuell kiirzbare Pendelrohrabhangung. Um sich einer Vielzahl
an Innenraumgestaltungen anzupassen, ist VELA in einer groBen Farb-
palette und in den Lichtfarben 3000 K, 4000 K oder optional als Tuna-
ble White (2700 K-6500K) erhéltlich. Je nach Abdeckung kommt sie
mikroprismatisch am Arbeitsplatz oder opal fiir homogene Grundaus-
leuchtung zum Einsatz. Eine optionale direkt/indirekte Abstrahicha-
rakteristik erhellt die Decke und schafft Ambiente.

°© 00 (O

300 450 600 900 1200

Mountings [] ﬁ ':‘

surface suspended wall

Light distributions

opal microprismatic direct direct/indirect
(UGR<19)

xal.com/vela
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@ back

VELA

surface

EN Round luminaire housing in aluminium,
rolled profile, seamlessly welded; surface
powder coated; quick mounting system
without tools; highly reflective coating of

the PCB for improved efficiency; completely
homogeneously illuminated, satinised PMMA
cover; up to @600 mm: microprismatic PMMA
cover; either with direct or direct/indirect
light distribution; energy-efficient LEDs with
very good colour rendering; luminaire with

2 cable openings and plug-in terminals for
through wiring

DE Runder Leuchtenkoérper aus Aluminium,
gerolltes Profil, nahtlos verschweiBt; Ober-
flache pulverbeschichtet; werkzeugloses
Schnellmontagesystem; hochreflektierende
Beschichtung der Platine fiir verbesserten
Wirkungsgrad; absolut homogen aus-
geleuchtete, satinierte PMMA-Abdeckung;
bis 600 mm: mikroprismatische PMMA-
Abdeckung; wahlweise mit direkter bzw.
direkt/indirekter Abstrahlcharakteristik;
energieeffiziente LEDs mit sehr guter Farb-
wiedergabe; Leuchte mit 2 Kabel6ffnungen
und Steckklemme fiir Weiterverdrahtung

Quickinfo

3000K, 4000K

CRI=80, 3 SDCM

UGR=19 / 65°<3000cd/m?

up to 153Im/W

L90 @ 50000h

non DIM, DALI-2

opal, microprismatic (UGR<19)

Types

T T o
\ ] 8

OQQQQ

2300 2450 @600 2900 21200

Colours

oL 1

Light distributions

-

direct direct
indir.

e

Data
Monitoring

DiiA® standards
251,252, 253

tunable white CRI=98
2700-6500K XPECTRUM

) D)

standard xal.com/colours

)

DIN EN 124641  easy mounting
UGR<19 (click-system)

Order options

4

3000K 5
4000K 6
=

non DIM 1
DALI-2 3
4

O pure white RAL 9010 7
white aluminium RAL 9006 G
@ jet black RAL 9005 8
D)) special colours © p.992 X
a

opal high performance (@)
microprismatic (UGR<19) K

Options on request

CRIz90

CRI=98 XPECTRUM

tunable white 2700-6500K

DALI-2 DT8

1h accupack

3h accupack

not available for VELA 300

Light distributions

120° 120°]
90° 90°|
60° 60°
30° 30°

opal high performance
direct/indirect power

120° 120°
90° 90°
60° 60°|
30° 30°

microprismatic
direct/indirect power

LUMINOUS FLUX value calculated for

4000K, CRI=80, colour white, cover opal

3000K -5%

2180

] -]

2300

2 300

]| —

2 450

2300

]l —

2 600

900/ 1200

xal.com/vela 345

VELA 300 surface

W i

- UGR | |cd/m?| |com» pao| | ©F| |MEl-
<19 <3000 1ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
101W 1050Im 073-1131:x <40
16.5W 1800Im 073-1132:240
SYSTEM POWER LUMINOUS FLUX ORDER CODE
101W 71110/1 54Im 073-1137:x<+4D
16.5W 71900/192Im 073-1138:240

VELA 450 surface

. UGR| |cd/m?| || | pao| | EF| [ME

<19 <3000 1ADDR. 220-240V X-PERT X-PERT

SYSTEM POWER LUMINOUS FLUX ORDER CODE

16.7W 2170Im 073-1141:x <40

30w 3620lm 073-1142:x<40

SYSTEM POWER LUMINOUS FLUX ORDER CODE

16.7W 12140/1 84Im 073-1147: <40

30W 73580/1140Im 073-1148:<40
VELA 600 surface

| iy

‘ - ‘ UGR | |cd/m?| |casi» pao| | &5 |~El-

<19 <3000 1ADDR. 220-240V X-PERT X-PERT

SYSTEM POWER LUMINOUS FLUX ORDER CODE

31W 4250Im 073-1151:x <40

42W 5600Im 073-1150::340

48W 6290Im 073-1152:240

SYSTEM POWER LUMINOUS FLUX ORDER CODE

31W 14220/t 118Im 073-1157:x <40

42W 75560/1155Im 073-1156:340

48W 16250/1632Im 073-1158:240

VELA 900 ceiling

L | J
UGR | |cd/m?| |ceni> pao| | CX| [MEL-
<19 <3000 1ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE

71w 9520Im

073-1171: 340

VELA 1200 ceiling

UGR| |cd/m?| |RGO| |w=i» pao| | &5 |MEl-
<19 <3000 IEC 62471 3ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
147W 20600lm 073-1181:34nO
Accessories
TYPE ORDER CODE

dismounting tool (for 600/900/1200)

073-1100000
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Optician and Eyeware Kiilling
St. Gallen, CH -
by HEIKAUS Concept GmbH
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@ back

VELA

suspended

EN Round luminaire housing in aluminium,
rolled profile, seamlessly welded; surface
powder coated; suspended; with integrated
tool-less suspension height adjustment; incl.
transparent feed or with height adjustable

rod suspension (chrome), feed in rod; highly
reflective coating of the PCB for improved
efficiency; completely homogeneously
illuminated, satinised PMMA cover; up to
@600 mm: microprismatic PMMA cover; either
with direct or direct/indirect light distribution;
indirect component with special PCBs for
increased luminous flux and maximum ceiling
illumination; energy-efficient LEDs with very
good colour rendering; canopy with 2 cable
openings and plug-in terminal for through
wiring

DE Runder Leuchtenkdrper aus Aluminium,
gerolltes Profil, nahtlos verschweiBt; Oberflache
pulverbeschichtet; abgependelt; werkzeug-
lose Hohenverstellung an der Leuchte; inkl.
transparenter Einspeiseleitung oder mit
kiirzbarer Pendelrohrabhéngung (chrom), Ein-
speiseleitung in Pendelrohr; hochreflektierende
Beschichtung der Platine fiir verbesserten Wir-
kungsgrad; absolut homogen ausgeleuchtete,
satinierte PMMA-Abdeckung; bis 2600 mm:
mikroprismatische PMMA-Abdeckung;
wahlweise mit direkter bzw. direkt/indirekter
Abstrahlcharakteristik; Indirektlichtanteil mit
eigenen Platinen fiir erhohten Lichtstrom und
maximale Deckenaufhellung; energieeffiziente
LEDs mit sehr guter Farbwiedergabe; Baldachin
mit 2 Kabel6ffnungen und Steckklemme fiir
Weiterverdrahtung

Quickinfo

3000K, 4000K

CRI=80, 3 SDCM

UGR=19 / 65°<3000cd/m?

up to 153Im/W

L90 @ 50000h

non DIM, DALI-2

opal, microprismatic (UGR<19)

Types

cable rod

 —

/N

0O

65

2 450 @600 2900 21200
Colours

standard xal.com/colours

Light distributions

D@

direct direct
indirect

e

Data
Monitoring

DiiA® standards
251,252, 253

@

DIN EN 12464-1  direct/indirect

UGR<19 illumination
tunable white CRI=98
2700-6500K XPECTRUM

Order options

)

cable 1500mm 2

rod 1000mm 4

[ X ]

(X ]

3000K 5

4000K 6

non DIM 1

DALI-2 3

4

O pure white RAL 9010 7

white aluminium RAL 9006 G

@ jet black RAL 9005 8

D)) special colours* © p.992 X
*canopy always in white

a

opal high performance O

microprismatic (UGR<19) K

Options on request

CRIz90

CRI=98 XPECTRUM

rod 2000mm

tunable white 2700-6500K

DALI-2 DT8

1h accupack

3h accupack

1500

65

1500

65

Light distributions

120° 120°] 120° 120°
90° 90°| 90° 90°|
60° 60°|  |60° 60°
30° 30° 30° 30°

opal high performance
direct/indirect power

LUMINOUS FLUX value calculated for

4000K, CRI=80, colour white, cover opal

3000K -5%

microprismatic
direct/indirect power

xal.com/vela 349

VELA 450 suspended

. UGR| |ca/m?| |RGO| =53 | @ | |pgo| | EF| |ME-
<19 <3000 IEC 62471 1ADDR. 220-240V X-PERT X-PERT
2 135/114* 5 SYSTEM POWER LUMINOUS FLUX ORDER CODE
o s 167W 270lm 073-1541:2@0
8z 30W 3620lm 073-1542:2:40
15
8l %
. UGR| |cd/m?| |RGO| |@Eai>» P40 er| |~el-
<19 <3000 IEC 62471 1ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
2450 211W 12070/1 812Im 073-1344:<40
*rod version 35W 13250/11270lm 073-1545:24@0
VELA 600 suspended
‘ . ‘ UGR| |cd/m?| |RGO| |@mid> pao| | &5 |ME
<19 <3000 |IEC 62471 1ADDR. 220-240V| X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
0 135/114" y  31W 4250lm 073-1351::2@0
'S 42w 5600lm 073-1550:3@0
o
8 48W 6290Im 073-1552:+40
£
|55 : UGR | |cd/m?| |RGO| |®Eai» pao| | €5 |MEl-
<19 <3000 IEC 62471 2ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
45W 714350/11970Im 073-1354: <40
68W 16290/12850Im :
2 600
*rod version
VELA 900 suspended
. UGR| |cd/m?| |RGO| |=i» pao| | ©F| |MEl-
<19 <3000 IEC 62471 1ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
7TW 9520Im 073-1271: 340
. UGR| |cd/m?| |RGO| |o=id» pao| | EF| |ME
@ <19 <3000 IEC 62471 1ADDR 220-240V X-PERT X-PERT
S
g
E SYSTEM POWER LUMINOUS FLUX ORDER CODE
7 96W 19520/14670lm 073-1274:3@0
VELA 1200 suspended
* | |uer| |came| [reo| |omm a0l | & MER
W <19 <3000 IEC 62471 3ADDR. 220-240V Xri’EhT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE
147W 20600Im 073-1281:340
: UGR | |cd/m?| |RGO| |®=aid» pao| || el
<19 <3000 IEC 62471 4ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE

185W $20600/16060Im

073-1284:340
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Hostpoint AG
Rapperswil-Jona, CH -
by Biuronauten AG
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MASCHAGENCY GmbH & Co.kg
Munich, DE - by Gruschwitz GmbH


http://xal.com/vela

xal.com/vela

Sparkasse Berlin, DE -
by blocher partners
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356 SONO

For heavy-
duty use

SONO

EN The SONO family of circular luminaires was created especially for
heavy-duty use. It has increased dust and insect protection (IP50),
and is characterised by an all-round robust housing (IK07). In addition,
the SONO IP54 offers increased moisture protection. The SONO Flex
recessed luminaire can be recessed or fixed in two positions by em-
ploying the Jut-Out function. This can minimise the contrast between
the luminaire and ceiling, or change the appearance in the room. As a
mounted luminaire, SONO ensures homogeneous ambient illumination
thanks to its narrow frame and opal cover. All versions are available in
the light colours 3000K, 4000K, or Tunable White.

BE Die Rundleuchten-Familie SONO wurde speziell fiir starke Bean-
spruchung geschaffen. Sie verfiigt tiber einen erh6éhten Staub- und
Insektenschutz (IP50) und zeichnet sich durch ein rundum robustes
Gehause (IK07) aus. Zusatzlich bietet die SONO IP 54 einen erhoh-
ten Feuchtigkeitsschutz. Die Einbauleuchte SONO Flex kann ver-
senkt oder mittels Jut-Out Funktion hervorstehend in zwei Positio-
nen fixiert werden: ideal, um den Kontrast zwischen Leuchte und
Decke zu minimieren oder die Erscheinung im Raum zu verédndern.
Als Anbau-Variante sorgt SONO dank ihres schmalen Rahmens und
der Opal-Abdeckung fiir eine homogene Umgebungsbeleuchtung.
Alle Varianten sind in den Lichtfarben 3000K, 4000 K oder Tunable
White verfiigbar.

Types O O O

260 350 450 600
Mountings D
flex trim
recessed surface

Light distributions Pa— —1 Jj

opal direct direct/indirect

xal.com/sono
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Jut-Out

EN The SONO Flex recessed luminaire
can assume two positions: recessed
into the ceiling or protruding through its
Jut-Out function. This allows a change
of its effect in a room and the luminaire
can either be accentuated or visually
blended into the surroundings.

DE Die Einbauleuchte SONO Flex kann
zwei Positionen einnehmen: versenkt

in die Decke oder hervorstehend durch
Jut-out-Funktion. Dadurch lasst sich die
Raumwirkung verandern und die Leuchte
kann entweder betont oder optisch in
die Umgebung eingefligt werden.

Homogenous
quality

EN As arecessed luminaire, SONO blends
harmoniously into the ceiling. Thanks

to its narrow frame and opal cover, the
SONO surface-mounted version provides
soft, homogeneous ambient light.

DE Als Einbauleuchte integriert sich
SONO harmonisch in die Raumdecke.
Die SONO Anbau-Variante sorgt dank ih-
res schmalen Rahmens und der Opal-Ab-
deckung fiir ein rundum weich abstrah-
lendes, homogenes Umgebungslicht.

xal.com/sono 359

\, Recipient

Master

Smart controls

EN Thanks to an implemented Radar
Control System (RCS), SONO reacts
to lighting conditions and movements
in its vicinity. Brightness and presence
sensors wirelessly adjust the light
output. The corridor function registers
an individual and successively switches
luminaires on and off, depending on the
direction in which they are moving.

DE Durch ein implementiertes Radar
Control System (RCS) reagiert SONO
auf Lichtverhaltnisse und Bewegungen
im Umkreis. Helligkeits- bzw. Prasenz-
sensoren passen den Licht-Output
drahtlos an. Die Korridorfunktion regist-
riert eine Person und schaltet Leuchten
sukzessive ein und aus - je nachdem, in
welche Richtung sie sich bewegt.

Robust housing

EN The SONO family of circular luminaires
was created especially for heavy-duty use.
It has increased dust and insect protection
(IP 50), and is characterised by an all-round
robust housing (IK 07).

DE Die Rundleuchten-Familie SONO wurde
speziell flr starke Beanspruchung geschaf-
fen. Sie verfligt Uber einen erhéhten Staub-
und Insektenschutz (IP 50) und zeichnet
sich durch ein rundum robustes Gehause
(IK 07) aus.

TW -
Tunable White

EN Changes in the colour of light have a
substantial effect on our mood. Tunable
White allows the colour temperature to
be continuously adjusted from 2700K
(warm light) to 6500K (cool light) to dy-
namically adapt the lighting to the time
of day or ambient brightness.

DE Veranderungen in der Lichtfarbe
haben eine starke Wirkung auf unsere
Stimmung. Tunable White ermdglicht die
stufenlose Verschiebung der Farbtem-
peratur von 2700K (warmes Licht) bis
6500K (kiihles Licht), um die Beleuch-
tung dynamisch an Uhrzeit oder Umge-
bungshelligkeit anzupassen.
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SONO flex

recessed with trim

EN Round recessed luminaire in aluminium,
consisting of (SONO) light housing and
recessed housing; housing with trim suita-

ble for installation in plasterboard ceilings;
suitable for ceiling thickness of 10-25 mm;
optionally: installation in concrete ceilings with
a special installation housing (available as an
accessory); surface powder coated; luminaire
installs in housing without tools optionally
flush or protruding by 25 mm; completely
homogeneously illuminated, satinised PMMA
cover; same luminance for all size versions;
energy-efficient LEDs with very good colour
rendering; luminaire with 2 cable openings and
plug-in terminals for through wiring

DE Runde Einbauleuchte aus Aluminium, be-
stehend aus Leuchtenkorper (SONO) und Ein-
baugehause; Gehduse mit umlaufendem Rand
geeignet fir den Einbau in Gipskartondecken;
geeignet fiir Deckenstarken von 10-25 mm;
optional: Einbau in Betondecken mittels
Betoneinbaugehause (als Zubehor erhalt-
lich); Oberflache pulverbeschichtet; Leuchte
wahlweise deckenbiindig oder 25 mm hervor-
stehend werkzeuglos im Gehause einsetzbar;
absolut homogen ausgeleuchtete, satinierte
PMMA-Abdeckung; gleiche Leuchtdichte bei
allen GroBenvarianten; energieeffiziente LEDs
mit sehr guter Farbwiedergabe; Leuchte mit 2
Kabel6ffnungen und Steckklemme fiir Weiter-
verdrahtung

Quickinfo

3000K, 4000K
CRI=80, 3 SDCM
up to 133Im/W
L90 @ 50000h
non DIM, DALI-2
opal cover

IP50

Types

flex trim ‘

100

olel®

2 378 2 478 2 628

Colour

O

Light distribution

direct

[

Data
Monitoring

DiiA® standards
251, 252, 253

flexible jut out
0 or 25mm

)

dust and insect tunable white
protection (IP50) 2700-6500K

Order options

IP50
oo 365 1510 i (=
X 2378
3000K 5
4000K 6
non DIM 1
DALI-2 3
O pure white RAL 9010 G - 18
@478
opal
Options on request
CRI=90
JILTF ¥
615 1510 ! i ‘

tunable white 2700-6500K
DALI-2 DT8

RCS Master )
RCS Slave @

3h accupack

LUMINOUS FLUX value calculated for
CRI=80, colour white, cover opal

2628

o
o
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SONO FLEX 350 trim
RGO | |==» P50 ~[e)-

IEC 62471 1ADDR. 220-240V

X-PERT

SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
15.9W 3000K 1940lm  063-3238:=70
4000K 2060Im
SONO FLEX 450 trim
- RGO | |==>» ~[e)-

IEC 62471 1ADDR. 220-240V

IP50

X-PERT

SYSTEM POWER COLOUR TEMP.

LUMINOUS FLUX

ORDER CODE

23.2W 3000K 2850Im 063-3248:<70
4000K 3010Im
SONO FLEX 600 trim
- RGO | |==d» ~[e]-

IEC 62471 1ADDR. 220-240V

IP50

X-PERT

SYSTEM POWER COLOUR TEMP.

LUMINOUS FLUX

ORDER CODE

43W 3000K 54101m 063-3258:270
4000K 5730Im
Accessories
TYPE @-H (mm) ORDER CODE
= SONO FLEX 350 364107 063-2238100
@ SONO FLEX 450 464107 063-2248100
o SONO FLEX 600 614107 063-2258100
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Volksschule Erlaaer Schieife
Vienna, AT - by ARGE Architekten
Kronaus - Mitterer/Vasko & Partner
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SONO IP50/1P54

surface

EN Round luminaire housing in die-cast
aluminium; surface powder coated; suitable
for wall or ceiling mounting; completely
homogeneously illuminated, satinised PMMA
cover; same luminance for all size versions;
energy-efficient LEDs with very good colour
rendering; luminaire with 2 cable openings and

plug-in terminals for through wiring

DE Runder Leuchtenkérper aus Aluminium-
druckguss; Oberflache pulverbeschichtet;
geeignet fir Wand- oder Deckenmontage;
absolut homogen ausgeleuchtete, satinierte
PMMA-Abdeckung; gleiche Leuchtdichte bei
allen GroBenvarianten; energieeffiziente LEDs
mit sehr guter Farbwiedergabe; Leuchte mit 2
Kabel6ffnungen und Steckklemme fiir Weiter-
verdrahtung

Quickinfo

3000K, 4000K
CRI>80, 3 SDCM
up to 143Im/W
L90 @ 50000h
non DIM, DALI-2

opal cover
IP40, IP50, IP54
Types
I I ©
1 <
5255 345 5445 5595
Colour

O

Light distributions

- >

direct direct
indirect

h / N
Data
Monitoring

DiiA® standards easy mounting by
251, 252, 253 click-mechanism

)

dust and insect tunable white
protection (IP54) 2700-6500K

Order options

o
IP50 0
IP54 8

4
3000K 5
4000K 6
non DIM 1
DALI-2 3

([
3h accupack* NL3

*not for IP54

O pure white RAL 9010

opal

Options on request

CRIz90

tunable white 2700-6500K
DALI-2 DT8

RCS Master )

RCS Slave @)

Light distribution
120° 120°|

90° 90°

60° 60°

30° 30°

opal

direct/indirect

LUMINOUS FLUX value calculated for
CRI=80, colour white, cover opal

Q=58

2255

=18

2345

g =18

445

o =—==13

2595

SONO 260 surface
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RGO cBALDD

IEC 62471 1ADDR. 220-240V

IP54 IKO7

~[~]=
~|=

X-PERT

SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
76W 3000K 950lm  ©071-9126:270
4000K 1010Im
SONO 350 surface
RGO | o=t P54 | | IKo7 ~[2]-
IEC 62471 1ADDR. 220-240V| X-PERT
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE

15.9W 3000K 2090Im ©71-9136:270e
4000K 2210Im
SONO 450 surface
RGO | |==i» P54 | | IKO7 ~[2]-
IEC 62471 1ADDR. 220-240V| X-PERT
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE

23.2W 3000K 3070lm ©71-9146:<70e
4000K 3250Im
. RGO | |conii> P40 | |IKo7 NEly
IEC 62471 1ADDR. 220-240V X-PERT
SYSTEMPOWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE

34W 3000K 13290 /t1130Im  071-9148:270
4000K 13480/11200Im
SONO 600 surface

RGO | |a=D| | ©
IEC 62471 1ADDR. 220-240V

IP54

[~~~
~ |

X-PERT

SYSTEM POWER COLOUR TEMP.

LUMINOUS FLUX

ORDER CODE

43W 3000K 5830Im ©071-9156:<70
4000K 6170Im
= RGO | |cmmii» P40 ~[e]-

IEC 62471 1ADDR. 220-240V

X-PERT

SYSTEM POWER  COLOUR TEMP.
67w 3000K

LUMINOUS FLUX

15830/t 2840Im

4000K 76170/1 3010Im

ORDER CODE
071-9158::2=70
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Grundschule St. Martin in Gsies, IT -
by tasserball architekten


http://xal.com/sono
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Primarschule Basel, CH — by
Stéhelin Partner Architekten AG


http://xal.com/sono
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@ back

SONO LOOP |IP54

surface

EN Round luminaire housing in die-cast alu-
minium; surface powder coated; fitted bezel
in rolled, seamless welded aluminium profile;
suitable for wall or ceiling mounting; com-
pletely homogeneously illuminated, satinised
PMMA cover; same luminance for all size
versions; energy-efficient LEDs with very
good colour rendering; luminaire with 2 cable
openings and plug-in terminals for through
wiring

DE Runder Leuchtenkoérper aus Aluminium-
druckguss; Oberflache pulverbeschichtet;
aufgesetzter Ring aus gerolltem und nahtlos
verschweiBtem Aluminiumprofil; geeignet fiir
Wand- oder Deckenmontage; absolut
homogen ausgeleuchtete, satinierte PMMA-
Abdeckung; gleiche Leuchtdichte bei allen
GroBenvarianten; energieeffiziente LEDs mit
sehr guter Farbwiedergabe; Leuchte mit 2
Kabeloffnungen und Steckklemme fiir Weiter-
verdrahtung

Quickinfo

3000K, 4000K
CRI=80, 3 SDCM
uo to 133Im/W
L90 @ 50000h
non DIM, DALI-2
opal cover

IKO7, IP54

Types

18

QQQQ

2260 2350 2450 2600

Colours

O®

Light distribution

-

direct

h / N
Data
Monitoring

DiiA® standards easy mounting by
251, 252, 253 click-mechanism

)

dust and insect tunable white
protection (IP54) 2700-6500K

Order options

IP54

(X ]

[ X ]
3000K 5
4000K 6
non DIM 1
DALI-2 3

4
O pure white RAL 9010 7
@ grey aluminium RAL 9007 D

opal

Options on request

CRI=90

tunable white 2700-6500K

DALI-2 DT8

RCS Master )

RCS Slave )

LUMINOUS FLUX value calculated for

CRI=80, colour white, cover opal
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SONO LOOP 260 surface
|
RGO S ~|Z|=
8l ‘ & IEC 62471 1ADDR. 220-240V IP54 IKo7 ><T
Q SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
9260 76W 3000K 881lm 871-8126:2@0
4000K 933Im
SONO LOOP 350 surface
m‘ lil ‘O ‘ ‘ IERCCGEZSIW WA;DI;R 220-240V IP54 |K07 ")‘(:
© 0
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
159W 3000K 1940lm 871-8136::220
580 4000K 2060Im
SONO LOOP 450 surface
RGO | |=D> P54 | | IKO7 ~[2]-
IEC 62471 1ADDR. 220-240V| X-PERT
3| I8
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
232W 3000K 2850Im 871-8146:2@0
4000K 3010Im
2 450
SONO LOOP 600 surface
RGO | |@m» | D P54 ~[e]-
IEC 62471 1ADDR. 220-240V| X-PERT
) —
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
43W 3000K 5410lm  871-8156::2@0
4000K 5730Im

2600
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KTM House of brands
Munderfing, AT — by Hofbauer
Liebmann Architekten ZT GmbH


http://xal.com/sono

374 FLOW

Thesquare
difference

xal.com/flow

FLOW

EN FLOW is ideal for providing light in its pure form. FLOW, whether
mounted on the wall or ceiling, or in its suspended variant, has a
clean design and flat dimensions. Depending on the desired lighting
mood, the IP 40-protected luminaire is available at 3000K or 4000 K.
An opal cover creates a uniform and pleasant light. The surface-
mounted luminaire is installed quickly and without tools via a mount-
ing plate.

DE Wo Licht in seiner puren Form gewiinscht ist, liefert FLOW die
optimale L6sung. Sowohl an Wand oder Decke montiert als auch in
ihrer abgehangten Variante nimmt sich FLOW durch ihr schlichtes
Erscheinungsbild und ihre flachen Abmessungen zuriick. Je nach
gewlnschter Lichtstimmung ist die IP40-geschlitzte Leuchte in
3000K oder 4000K erhéltlich, ein Opal-Cover schafft gleichformi-
ges und angenehmes Licht. Die Installation der Anbauleuchte er-
folgt einfach und werkzeuglos Ulber eine Montageplatte.

Types D

320 450 600
Mountings ’:‘
wall ceiling

Light distribution e

375
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@ back

FLOW

surface

EN Square aluminium luminaire housing, flat
design (luminaire housing 35 mm); surface
powder coated; suitable for wall or ceiling
mounting, luminaire housing set 11mm away
from wall or ceiling; convenient quick
mounting system without tools; direct light
distribution by LGP body (Light Guiding
Prism); side coupled light directed downwards
by laser engraving; light control via highly
reflective reflector material; completely
homogeneous illumination; same luminance
for all size versions; energy-efficient LEDs
with very good colour rendering; luminaire
with 2 cable openings and plug-in terminals
for through wiring

DE Quadratischer Leuchtenkorper aus
Aluminium, flache Bauform (Leuchtenkor-
per 35mm); Oberflache pulverbeschichtet;
geeignet fliir Wand- oder Deckenmontage,
Leuchtenkorper 11mm von Wand bzw. Decke
abgesetzt; komfortables, werkzeugloses
Schnellmontagesystem; direkte Lichtvertei-
lung durch LGP-Body (Light-Guiding-Prism);
seitlich eingekoppeltes Licht durch Lasergra-
vur nach unten gelenkt; Lichtlenkung mittels
hochreflektierenden Reflektormaterials;
absolut homogene Ausleuchtung; gleiche
Leuchtdichte bei allen GréBenvarianten;
energieeffiziente LEDs mit sehr guter Farb-
wiedergabe; Leuchte mit 2 Kabel6ffnungen
und Steckklemme fiir Weiterverdrahtung

Quickinfo

3000K, 4000K
CRI=80, 3 SDCM
up to 146Im/W
L90 @ 50000h
non DIM, DALI-2
opal, IP40

Types

]

311x311 441x441 591x591
Colours
standard xal.com/colours

Light distribution

-

direct

Pz

Data
Monitoring

DiiA® standards
251, 252, 253

easy mounting by insect protection

click-mechanism (IP40)

Order options

3000K 5
4000K 6
=

non DIM 1
DALI-2 3
4

O pure white RAL 9010 7
white aluminium RAL 9006 G
@ jet black RAL 9005 8
D)) special colours © p.992 X

opal

Options on request

1500 mm cable suspension

CRIz90

LUMINOUS FLUX value calculated for

CRI=80, colour white, cover opal

0182

Foo ] e—

31

00260

31

Q19

441

a4

FLOW 320 surface

xal.com/flow 377

RGO cBALDD

IEC 62471 1ADDR. 220-240V

IP40

X-PERT

=
~ =

X-PERT

SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
15.2W 3000K 2000lm 073-0131:2@0
4000K 21201Im
FLOW 450 surface
) RGO | |==i» ~[el-

IEC 62471 1ADDR. 220-240V

IP40

X-PERT

X-PERT

SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
23.9W 3000K 3250Im 073-0141:24@0
4000K 3440Im
FLOW 600 surface
N RGO | |==m> ~[a]-

IEC 62471 1ADDR. 220-240V

IP40

X-PERT

X-PERT

591

591

SYSTEMPOWER ~ COLOUR TEMP.
44W 3000K
4000K

LUMINOUS FLUX
6060Im
6420Im

ORDER CODE
073-0151:x+40

Accessories

TYPE
dismounting tool

ORDER CODE
073-0100000
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Businesscenter
Wels, AT -
by Riepl / Riepl
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380 JANE

Artistic light
arrangements w

C »

Il

JANE

EN JANE gives flexibility in design a new dimension. The rope-like,
highly flexible LED luminaire is made of food-safe silicone and
offers complete freedom when designing creative ceiling and wall
arrangements. JANE has a homogeneous light distribution, with

a diameter of only 18 mm. At up to 10 metres long, it is ideal for
small and large visions. The light cables can be easily arranged into
custom patterns with the ceiling clips and cable holders. JANE is
available in 3000K or 4000K light colours and, with CRI=90, also
delivers top colour rendering. This luminaire is unique because of
its appearance. It is a new, highly decorative innovation from XAL -
artistic and exclusive.

DE Flexibilitat im Design gewinnt durch JANE eine neue Dimension.
Die seilartige, hochflexible LED Leuchte aus lebensmittelechtem
Silikon bietet vollkommene Freiheit bei der Gestaltung kreativer
Decken- und Wandarrangements. JANE verfligt Giber eine durch-
gehend homogene Abstrahlcharakteristik, bei einem Durchmesser
von nur 18 mm. Und mit einer Lange von bis zu 10 Metern ist sie fur
kleine und groBe Visionen geeignet. Mit den Deckenclips und Seil-
halter lassen sich die Lichtseile einfach zu ausgefallenen Mustern
arrangieren. JANE ist wahlweise in den Lichtfarben 3000K oder
4000K erhéltlich und sorgt bei CRI=90 fiir eine sehr gute Farb-
wiedergabe. Einzigartig macht diese Leuchte ihr Erscheinungsbild:
Eine neuartige, hochdekorative Innovation von XAL - kunstvoll und
exklusiv.

Mountings —LI— ] ﬁ

semi-
recessed surface suspended

Light distribution

opal

381
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382 JANE

Artistic
sculptures

EN JANE curves along walls and loops
from ceilings thanks to its flexibility. This
corded, food-grade silicone luminaire
promises full lighting-design freedom.
Create dynamic patterns and artistic
arrangements; bring unique and harmo-
nious motion to life.

DE Hochflexibel schwingt JANE lber
Wand und Decke. Die seilartige Leuchte
aus lebensmittelechtem Silikon ermoég-
licht maximale Freiheit bei der Licht-
gestaltung. Entwerfen Sie ausgefallene
Muster und kunstvolle Arrangements: ein-
zigartig und in harmonischer Bewegung.

Length variety

EN How far does your vision go? JANE
adapts to your project dimensions
whether expansive or confined. Create
light sculptures perfectly tailored to the
space and the ambience in a wide range
of sizes thanks to its varying light cord
lengths, from 1to 10m.

DE Wie groB ist lhre Vision? Ob aus-
ladend oder auf kleinem Raum: JANE
passt sich den Projektdimensionen an.
Verschiedene verfligbare Lichtseil-Lan-
gen, von 1m bis 10 m, ermdéglichen es,
Lichtskulpturen in unterschiedlichen
GroBen anzufertigen. Genau abgestimmt
auf den verfligbaren Platz und das Am-
biente der Umgebung.

b= 1000mm

3000mm

4000 mm

6000 mm

7

Avd

8000 mm

10.000mm

Mounting options

EN JANE attaches to ceilings or walls easily
to fully meet your needs. The luminaire hangs
in position with ceiling clips and cord holders.
The suspended cord is height-adjustable
without any tools. Let your design ideas run
free. You can even arrange JANE perfectly
linearly thanks to the special track guide.

DE JANE wird einfach und vollkommen
individuell an Decken oder Wanden be-
festigt. Deckenclips und Seilhalter bringen
die Leuchte in Position, die Seilabhangung
kann zusétzlich ganz ohne Werkzeug héhen-
verstellt werden. Dabei sind Ihren Gestal-
tungsideen keine Grenzen gesetzt. Auch ein
lineares Arrangement ist méglich: Entlang
einer speziellen Schienenfiihrung wird JANE
sprichwortlich schnurgerade ausgerichtet.

xal.com/jane 383

Mounting accessories

@ mounting set recessed

@ mounting set surface

@® mounting set suspended

@ clip surface (transparent)

@ channel surface (transparent)
@ mounting ring surface

@ mounting ring suspended

Electrical accessories

() power supply recessed
) power supply surface

(&) power supply suspended

Slim and
decorative

EN JANE is so much more than merely dec-
orative. Its focussed 18 mm diameter packs
enormous punch. The light cord’s uniform
all-round 360° beam characteristics deliver
balanced illumination. Craft beautiful, swoop-
ing light sculptures and generate pleasant,
homogeneous lighting wherever JANE is set.

DE Mehr als ,nur” dekorativ: In ihren schlan-
ken 18 mm Durchmesser verbirgt JANE
groBes Potenzial. Durch die gleichmaBige
360°-Abstrahlcharakteristik erzeugt das
Lichtseil eine ausgewogene Ausleuchtung.
lhre schwungvollen Lichtskulpturen sind also
kein rein &sthetischer Hingucker, sondern
schaffen eine wohltuende und homogene
Beleuchtung dort, wo Sie JANE einsetzen.
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@ back

2

reddot winner 2020

JANE

semi-recessed/ surface/suspended

EN Highly flexible light rope made of food
grade silicone for creative and decorative
design; extremely slim design (only 18 mm
diameter); for wall-/ceiling surface mounting
or suspended mounting (cable suspension,
height adjustment without tools); completely
homogeneously illuminated, matt surface;
360° light emission; energy-efficient LEDs
with very good colour rendering; optionally
with external converter for ceiling installation
or suspended in combination with the light
rope (available as an accessory)

g

DE Hochflexibles Lichtseil aus lebensmittel-
echtem Silikon zur kreativen, dekorativen
Gestaltung; extrem schlanke Bauform (nur
18 mm Durchmesser); fiir Wand-/Decken-
anbaumontage oder fiir abgehdngte Montage
(Seilabhangung, werkzeuglose Hohenver-
stellung); absolut homogen ausgeleuchtete,
matte Oberflache; 360° Lichtabstrahlung;
energieeffiziente LEDs mit sehr guter Farb-
wiedergabe; wahlweise externer Konverter
flr Deckeneinwurf oder abgependelt in
Kombination mit dem Lichtseil (als Zubehor
erhaltlich)

Quickinfo

3000K, 4000K
CRI=90, 3 SDCM
up to 1000Im/m
up to 71lm/W
L80 @ 50000h
non DIM, DALI
IP40

Types

semi-recessed surface suspended

218x1000-10000

Canopy colours

O

Light distribution

@‘

360°

TIANT

many mounting
options

1O

dust and insect 360° light
protection (IP 40) emitting

Order options

COLOUR TEMPERATURE
3000K

4000K

o,

CONTROL
non DIM

DALI

W= 4

LENGTH
1000 mm

2000mm

3000mm

4000mm

6000 mm

8000 mm

10000 mm

olo|o|r|wMd|= =

MATERIAL COLOUR
O pure white RAL 9010

@ jet black RAL 9005

|~ Rl

LUMINOUS FLUX value calculated for

CRI=90, colour white, rope silicone

)
[+
(=}

(N m—

Q
'S
o

584

17 17

o1& o 1§
@ 0
. Q
21 %8
21

o

Q

0
¢ Iz l I
239 9 239 9

GO T

60 170

1810 ———
30 350

639
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JANE semi-recessed/surface/suspended

N CRI RGO @ P40 o
290 IEC 62471 48V SAFE
LUMINAIRE
SYSTEMPOWER  COLOUR TEMP. LUMINOUS FLUX ORDER CODE
14.4W/m 3000K 812Im/m 058-651L:10
4000K 1000Im/m

Mounting accessories

MOUNTING ACCESSORIES

TYPE L-W-H (mm) ORDER CODE
mounting set recessed 274100 058-6590214
mounting set surface @74-39 058-6591014

mounting set suspended 250/30135 058-6592014
O clip surface (transparent) 15-21-24 058-6591410
® channel surface (transparent) 1000-21-24 058-6591110
® mounting ring surface 239-9-61 058-6591614
@ mounting ring suspended 239-9 058-6592614

various mounting options with different mounting accessories

Electrical accessories

POWER SUPPLY RECESSED 220-240V AC, 48V, 50-60Hz

TYPE L-W-H (mm) ORDER CODE
100 W recessed Orpci 350-30-18 002-62134
150 W recessed ey 350-30-18 002-62135
60 W revision opening [E/PCII 163-43-32 002-62133
100 W revision opening O PC I 350-30-18 002-62134
150 W revision opening EIPCII 350-30-18 002-62135
250 W revision opening O/ PCI 400-40-22 002-62139
320 W revision opening @ PC | 252-:90-44 002-60320
DALI device 120-30-22 058-6599330

POWER SUPPLY SURFACE 220-240V AC, 48V, 50-60Hz

TYPE L- (mm) ORDER CODE
100 W surface gpc 584-g40 058-65912=+4
150 W surface gepci 584-340 058-65913=<14

POWER SUPPLY SUSPENDED 220-240V AC, 48V, 50-60Hz

TYPE L-g (mm) ORDER CODE
100 W suspended gepcil 639:40 058-65922=1
150 W suspended gPci 639-g40 058-65923<4

incl. ceiling canopy and 2000 mm power cable
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Upart Werbung & Kommunikation GmbH Linz-Urfahr, AT -
by MOSER UND HAGER Architekten ZT GmbH


http://xal.com/jane
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The Raum Bolzano, IT -
by bergundtal gmbh.
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Office Greenhouse Gent, BE -
by Boite, Interieur & concept architecten
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Binder Grosswang Rechtsanwailte
GmbH Vienna, AT - by The Black
Square Planungsbiiro GmbH
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DESO

|
E ‘ ‘ e Ct |Ve EN A classic office luminaire that meets all requirements without being

obtrusive. DESO convinces through its fantastic simple, rectangular
shape. It can come with rounded corners or angular design.

a WO r Thanks to its microprismatic cover, it provides excellent workplace
lighting, delivers optimum glare control of UGR<19, and is suitable for
single and double workstations. The discreet indirect light distribution
creates a pleasant, homogeneous ceiling illumination. An optional

| brightness and presence sensor automatically adjusts the lighting to
”' the ambient brightness in the office.

BE Eine klassische Biiroleuchte, die alle Anforderungen erfillt, ohne
sich aufzudrangen: DESO Uberzeugt durch ein schlichtes, rechtecki-
ges Design — wahlweise in kantiger Ausflihrung oder mit abgerunde-
ten Ecken. Dank mikroprismatischer Abdeckung schafft sie exzel-
lentes Arbeitsplatzlicht, entblendet optimal gemaB UGR <19 und ist
fir Einzel- und Doppelplatze geeignet. Zusatzlich erzeugt die dezen-
te Indirektlicht-Abstrahlung eine angenehme, homogene Deckenauf-
hellung. Durch einen optionalen Bewegungs- und Tageslichtsensor
passt sich die Beleuchtung automatisch der Umgebungshelligkeit im

I

Types \ | | | ( J J

angular angular rounded rounded
1180 1480 1180 1480

Mounting

suspended

Light distribution

direct
indirect
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G back

DESO

suspended

EN Rectangular luminaire housing in alumini-
um; choice of angular design or with rounded
edges; ultra low-profile design (only 15 mm);
surface powder coated; pendant fitting with
cable suspension; with integrated tool-less
suspension height adjustment; incl. feed
(white); electronic operating unit installed

in the canopy; direct/indirect light distribu-
tion by LGP body (Light Guiding Prism); side
coupled light, directed up and down by laser
engraving; direct component: microprismatic
PMMA cover; indirect component covered
with opal cover; homogeneous illumination;
energy-efficient LEDs with very good colour
rendering; canopy for through wiring

DE Rechteckiger Leuchtenkdrper aus Alumi-
nium; wahlweise kantige Ausfiihrung oder mit
abgerundeten Kanten; extrem flache Bauform
(nur 15 mm); Oberflache pulverbeschichtet;
abgependelt mit Seilabhangung; werkzeuglose
Hohenverstellung an der Leuchte; inkl. Einspei-
seleitung (weiB); elektronisches Betriebsgerat
im Baldachin verbaut; direkt/indirekte Licht-
verteilung durch LGP-Body (Light-Guiding-
Prism); seitlich eingekoppeltes Licht durch
Lasergravur nach oben und unten gelenkt;
Direktanteil: Mikroprismatische PMMA-Abde-
ckung; Indirektlichtanteil mit opaler Abdeckung
abgedeckt; homogene Ausleuchtung; energie-
effiziente LEDs mit sehr guter Farbwiederga-
be; Baldachin flir Weiterverdrahtung

Quickinfo

3000K, 4000K

CRI=80, 3 SDCM

UGR=19 / 65°<3000cd/m?
up to 131Im/W

L90 @ 50000h

DALI-2

microprismatic (UGR<19)

Types

DESO

|:|m
o2}
«

180

295

1480

DESO rounded

]

1180

295

295

1480

Colours

O

Light distribution

L

direct
indirect

detail detail rounded
end caps end caps

15

DIN EN 12464-1  direct/indirect
UGR<19 illumination

Order options

[ X]

o0
3000K 5
4000K 6
DALI-2

O pure white RAL 9010

microprismatic (UGR<19)

Options on request

non DIM
ESSENTIAL sensor
(brightness & presence)

1500

DESO suspended
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‘J-‘ UGR| |ed/me| |RGo| |==| | O | |@| |-

<19 <3000 IEC 62471 1ADDR. 220-240V X-PERT X-PERT

SYS.POWER COLOUR TEMP. LUM.FLUX L (mm) ORDER CODE
39W 3000K 132750/12090Im 1180 074-2244:=37P
4000K 12910/12210Im

64W 3000K 73360/t2540lm 1480 074-2245:=37P
4000K 74400/t 3340Im

DESO rounded suspended
‘ . ‘ UGR | [ea/me| |Rao| |=| | O | | @] |~E-

<19 <3000 IEC 62471 1ADDR. 220-240V X-PERT X-PERT
SYS.POWER COLOUR TEMP. LUM. FLUX L (mm) ORDER CODE
39W 3000K 12750/t2090Im 1180 074-3244:37P

4000K 72910/12210Im

64W 3000K 73360/t2540lm 1480 074-3245:37P
4000K 74400/t 3340Im

43

1500

15

295

Light distribution

120° 120°

90° 90°

60° 60°
30° 30°

microprismatic
direct/indirect

LUMINOUS FLUX value calculated for
CRI=80, colour white, cover microprismatic

Technical data

[ 500 Ix J 400 Ix

2501x
D 1001

DESO suspended, 39W, 4000K,
direct/indirect

ROOM VALUES

Room dimensions 54x4x28m
Reflection factor 07105]0.2
Maintenance factor 0.8
Suspension height 2.25m

CALCULATION SURFACE ------

Surface dimensions 16x0.8m
Surface height 0.75m
Average illuminance (E) >5001x
Uniformity (U,) >0.6

GLARE EVALUATION

Table Classification X=4H | Y=8H | S=0.25H
UGR transversal <16
UGR axial <16
>65° <3000 cd/m2
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Highlight Towers Munich, DE -
lighting design by Lumen3 GbR
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400 TASK

U\t.ra—slim.
office series

xal.com/task

TASK

EN The ultra-slim TASK series fulfils all requirements of modern office lighting
while being impressively flexible. Innovative technology and highly efficient
LEDs meet minimalistic design. Thanks to its microprismatic cover, TASK pro-
vides bright and glare-minimised work light. The large product family includes
ceiling, wall, floor, and table luminaires in a shared, sleek design language. The
optional indirect light provides pleasant ceiling illumination. In addition, the ES-
SENTIAL sensor enables dynamic adjustment of the TASK S system and the
floor luminaire to the ambient brightness and room activity. The SENSE variant
also measures values such as temperature, air quality, humidity, and noise level.
The SENSE sensor is 10T ready and enables the TASK free standing to transfer
data via WLAN. For optimal room acoustics, the luminaires can be supplement-
ed with highly effective acoustic elements with the same appearance.

DE Die ultraschlanke TASK Serie erfiillt alle Anforderungen an moderne Bliro-
beleuchtung — neben beeindruckender Flexibilitat. Innovative Technologie und
hocheffiziente LEDs treffen auf minimalistisches Design. Dank mikroprismati-
scher Abdeckung spendet TASK brillantes und blendungsminimiertes Arbeits-
licht. Die groBe Produktfamilie umfasst Decken-, Wand-, Steh- und Tischleuch-
ten im einheitlich schlanken Design. Das optionale Indirektlicht sorgt fiir eine
angenehme Deckenaufhellung. Zusatzlich ermoéglicht der ESSENTIAL-Sensor
die dynamische Anpassung des TASK S Systems und der Stehleuchte an Um-
gebungshelligkeit und Raumaktivitat. Die SENSE-Variante misst auBerdem Werte
wie Temperatur, Luftqualitat, Luftfeuchtigkeit und Gerauschpegel. Der SENSE-
Sensor ist 0T ready und ermoéglicht der TASK free standing die Dateniibertra-
gung mittels WLAN. Fur optimale Raumakustik konnen die Leuchtkérper durch
hocheffektive Akustikelemente im gleichen Erscheinungsbild erganzt werden.

OM— 0 o=

300 320 1200 1200 600 1200 600 1200
450 450 1500 1500 900 acoustic 900 acoustic
600 600 luminaire 1800 1200 1200
900 luminaire 2400 acoustic acoustic
luminaire luminaire
Mountings [] ﬁ ':‘
ceiling suspended wall free standing table

Light distributions

microprismatic direct direct/indirect
(UGR<19)

401
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402 TASK

Ultra-slim and
versatile

EN TASK combines an ultra-slim design

with innovative lighting technology. These
include, in particular, an LGP (Light Guiding
Prism), which directs the laterally coupled
light from highly efficient LEDs upwards

and downwards. It creates a pleasant room
atmosphere through a balanced relationship
between direct and indirect light.

DE TASK vereint ultraschlankes Design mit
innovativer Lichttechnik. Dazu gehéren
insbesondere ein LGP (Light Guiding Prism),
welches das seitlich eingekoppelte Licht aus
hocheffizienten LEDs nach oben und unten
lenkt. Es schafft ein ausgewogenes Verhalt-
nis zwischen Direkt- und Indirektlicht und
somit eine angenehme Raumatmosphare.

15mm

One design -
many options

EN Thanks to a variety of shapes and
mounting options, available individually
but also as a system variant, TASK
creates uniform lighting solutions for

the most diverse projects. Pendant or
surface-mounted luminaires for walls and
ceilings can be supplemented by mobile
floor and table luminaires. Flexible in use
and uniform in design.

DE Dank vielféaltiger Formen und Mon-
tagevarianten, einzeln erhaltlich aber
auch als Systemvariante, schafft TASK
einheitliche Beleuchtungslésungen diir
unterschiedlichste Projekte. Pendel-
bzw. Anbauleuchten fir Wand und Decke
kénnen um mobile Steh- und Tischleuch-
ten erganzt werden. Flexibel im Einsatz
und einheitlich im Design.

Advanced sensor
technology

EN The TASK S single luminaire and the
TASK Free Standing adapt to daylight and
room activity. Integrated motion sensors
automatically dim the lighting while smart
daylight sensors enable the light intensity
to be adjusted to the ambient brightness.
In addition, the SENSE version measures
values such as temperature, air quality,
humidity, and noise level. These data
provide important insights into the condi-
tions and use of rooms, and also support
energy savings in the long term. The data
from the sensors is transmitted via DALI.
The SENSE sensor is 0T ready and en-
ables the TASK free standing to transfer
data via WLAN.

DE Die TASK S Einzelleuchte sowie die
TASK Free Standing passen sich an Ta-
geslicht und Raumaktivitét an. Integrierte
Bewegungssensoren dimmen automa-
tisch die Beleuchtung, smarte Daylight-
Sensorik ermoglicht die Anpassung der
Lichtstarke an die Umgebungshelligkeit.
Zudem misst die SENSE-Variante Werte
wie Temperatur, Luftqualitat, Luftfeuch-
tigkeit und Gerauschpegel. Diese Daten
liefern nicht nur wichtige Erkenntnisse
Uber die Bedingungen und Nutzung von
R&umen, sondern unterstitzen langfris-
tig Energieeinsparungen. Die Daten der
Sensoren werden liber DALI Gibertragen.
Der SENSE Sensor ist loT ready und
ermdglicht der TASK free standing die
Datentlibertragung mittels WLAN.

ESSENTIAL sensor

:4:3- brightness

.éﬂ presence

=

ready

SENSE sensor

20z  brightness
@~ presence
[ temperature
¢ humidity

sound pressure

85}

Jo

CO2
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Pleasantroom
acoustics

EN Light is decisive but not solely. Plea-
sant room acoustics have a significant
impact on job satisfaction. Acoustic
panels in various colours and made of
60 %-recycled PET complement the
TASK series and reduce background
noise in the office. For concentrated,
productive work.

DE Neben Beleuchtung wirkt sich eine
angenehme Raumakustik auf die Zu-
friedenheit am Arbeitsplatz aus. Akus-
tikelemente in verschiedenen Farben,
aus 60 % recyceltem PET erganzen die
TASK Serie und reduzieren Nebenge-
rausche im Buro. Fir konzentriertes,
produktives Arbeiten.

Screen-work
friendly

EN TASK guarantees standard-compliant
illumination of workplaces with custom
anti-glare prisms. TASK also focuses

on brightness and reduces reflections.
An ideal light source for double work-
stations in open-plan offices and also for
single workstations in smaller offices.

DE Durch spezielle Entblendungsprismen
garantiert TASK eine normgerechte
Ausleuchtung von Arbeitsplatzen. Eine
ideale Lichtquelle flir Doppelarbeitsplat-
ze in GroBraumbiiros aber auch fur Ein-
zelarbeitsplatze in kleineren Blrordumen
und das bei reduzierten Spiegelungen.

Full-spectrum LED

EN XAL's new XPECTRUM LEDs deliver
healthy, biologically effective light. The
reduced blue light and increased cyan values
reduce the blue light hazard for the eye

to daylight-equivalent levels. The resulting
non-visual, so-called melanopic light effect,
improves concentration and increases sleep
quality. The excellent colour rendering of IES
T, 30-15 R,=98 and R =101 further helps
visual comfort.

XPECTRUM LED

relative idensity

380nm 480nm 580nm 680nm 780nm

BT XPECTRUM === 4000K BBC (reference)

DE Die neue XPECTRUM LED von XAL
sorgt flir gesundes, biologisch wirksames
Licht. Der reduzierte Blaulichtanteil sowie
die erhdhten Cyan-Werte minimieren die
Blaulichtgefahr fiir das Auge auf ein tages-
lichtéahnliches Niveau. Die daraus resultieren-
de nichtvisuelle, auch melanopische Licht-
wirkung genannt, férdert die Konzentration
und steigert die Schlafqualitat. Die hervor-
ragende Farbwiedergabe von IES TM 30-15
R,=98 und R =101 ermdglicht zudem einen
verbesserten Sehkomfort.

Commercially available LED 4000K

relative idensity

380nm 480nm 580nm 680nm 780nm

B 4000KCRI=80 = == 4000K BBC (reference)
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@ back

g
reddot award 2019

winner

TASK round

surface

EN Round luminaire housing in aluminium;
ultra low-profile design (only 15mm); surface
powder coated; convenient quick mounting
system without tools; direct light distribution
by LGP body (Light Guiding Prism); side
coupled light directed downwards by laser
engraving; light control via highly reflective
reflector material; completely homogeneous
illumination; energy-efficient LEDs with very
good colour rendering; luminaire with 2 cable
openings and plug-in terminals for through
wiring; sound absorbing accessories available

DE Runder Leuchtenkdrper aus Aluminium;
extrem flache Bauform (nur 15mm);
Oberflache pulverbeschichtet; komfortables,
werkzeugloses Schnellmontagesystem;
direkte Lichtverteilung durch LGP-Body
(Light-Guiding-Prism); seitlich eingekoppeltes
Licht durch Lasergravur nach unten gelenkt;
Lichtlenkung mittels hochreflektierenden
Reflektormaterials; absolut homogene
Ausleuchtung; energieeffiziente LEDs mit
sehr guter Farbwiedergabe; Leuchte mit

2 Kabel6ffnungen und Steckklemme fiir
Weiterverdrahtung; schallabsorbierendes
Zubehor erhaltlich

Quickinfo

3000K, 4000K

CRI=90, 3 SDCM

UGR<=19 / 65°<3000 cd/m?
up to 136 Im/W

L90 @ 50000h

DALI-2
microprismatic (UGR<19)
IP40
Types

Q

2300 ©450 600 2900

Colours
standard xal.com/colours

Light distribution

direct

/ !s
Data
Monitoring

DiiA® standards
251,252, 253

DIN EN 12464-1 easy mounting by
UGR<19 click-mechanism

acoustic CRI=98
elements (p.456) XPECTRUM

Order options

COLOUR TEMPERATURE

3000K
4000K

-0

CONTROL
DALI-2

MATERIAL COLOUR

O pure white RAL 9010
@ jet black RAL 9005
M) special colours © p.992

x|oo |~ bl

LIGHT OPTIC COVER
microprismatic (UGR<19)

Options on request

COLOUR RENDERING INDEX

CRIz80
CRI=98 XPECTRUM

CONTROL
Casambi

LUMINOUS FLUX value calculated for

CRI=90, colour white, cover microprismatic

Ql e
Q .

2450

15

Frigy— N
Q .

15

TASK 300 round surface

xal.com/task 405

CRI UGR RGO
290 <19 IEC62471

=) [@] [&| [&r

1ADDR. 220-240V X-PERT X-PERT

DIRECT
SYSTEM POWER  COLOUR TEMP.
11.4W 3000K

4000K

LUMINOUS FLUX ORDER CODE
1020lm 059-0150::3@P
1080Im

TASK 450 round surface

‘ ‘ CRI| |UGR| |ca/m?| |Rao| |==>| | @ | |&)| |-
=90 <19 <3000 IEC 62471 1ADDR. 220-240V X-PERT X-PERT
DIRECT
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
16w 3000K 1750Im 059-0141:34P
4000K 1860Im
22.8W 3000K 2400Im 059-0151:34P
4000K 2560Im

TASK 600 round surface

CRI UGR cd/m?
290 <19 <3000

RGO | |am| | @ ©r| E-

IEC 62471 1ADDR. 220-240V X-PERT X-PERT

DIRECT
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
%600 30W 3000K 3470lm  059-0142::34@P
4000K 3690Im
40W 3000K 4350Im 059-0152::34@P
4000K 4630Im
TASK 900 round surface
cRI| |uerR| |ea/m| |Reo| |==>| | @ | | & | |-
o 290 <19 <3000 IEC 62471 1ADDR. 220-240V X-PERT X-PERT
DIRECT
SYSTEMPOWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
52W 3000K 6630Im 059-0143:3@K
4000K 70601m
2900

Technical data

[]
G§ ©
L]

500 Ix

400 Ix
250 Ix

TASK 600 round surface
30W, 4000K, direct

ROOM VALUES

Room dimensions 54x4%x28m
Reflection factor 07105]0.2
Maintenance factor 0.8
CALCULATION SURFACE -----

Surface dimensions 16x0.8m
Surface height 0.75m
Average illuminance (E ) >5001Ix
Uniformity (U,) >0.6

GLARE EVALUATION

Table Classification X=4H | Y=8H | S=0.25H
UGR transversal <19
UGR axial <19
= 65° <3000 cd/m2
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XUND Bildungszentrum Lucerne, CH -
by Metron AG with lighting design
by Buhlmann Engineering AG
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408

TASK

Triplex Universitatsbibliothek
und Ausleihe Heidelberg, DE -
by ap88 Architekten Partner-
schaft mbB with lighting design
by LDE BELZNER HOLMES

xal.com/task

409
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@ back

TASK round

suspended

EN Round luminaire housing in aluminium;
ultra low-profile design (only 15 mm); powder
coated; suspended; with height adjustable
rod suspension (chrome), feed in rod; direct
light distribution by LGP body (Light Guiding
Prism); side coupled light directed downwards
by laser engraving; light control via highly
reflective reflector material; optional: indirect
component with special PCBs for increased
luminous flux and maximum ceiling illumina-
tion; completely homogeneous illumination;
energy-efficient LEDs with very good colour
rendering; canopy for through wiring; sound
absorbing accessories available

DE Runder Leuchtenkérper aus Aluminium;
extrem flache Bauform (nur 15mm); pulver-
beschichtet; abgependelt; mit kiirzbarer Pen-
delrohrabhangung (chrom), Einspeiseleitung
in Pendelrohr; direkte Lichtverteilung durch
LGP-Body (Light-Guiding-Prism); seitlich
eingekoppeltes Licht durch Lasergravur nach
unten gelenkt; Lichtlenkung mittels hochre-
flektierenden Reflektormaterials; optional:
Indirektlichtanteil mit eigenen Platinen fiir
erhohten Lichtstrom und maximale Decken-
aufhellung; absolut homogene Ausleuchtung;
energieeffiziente LEDs mit sehr guter Farb-
wiedergabe; Baldachin fiir Weiterverdrahtung;
schallabsorbierendes Zubehor erhaltlich

Quickinfo

3000K, 4000K

CRI=90, 3 SDCM

UGR=19 / 65°<3000cd/m?
up to 137Im/W

L90 @ 50000h

DALI-2

microprismatic (UGR<19)
IP40

Types

cable rod

2 450 2600 2900
Colours
standard xal.com/colours

Light distributions

.o

direct direct
indirect

e

Data
Monitoring

DiiA® standards
251,252, 253

DIN EN 124641  direct/indirect

UGR<19 illumination

acoustic CRI=98
elements (p.456) XPECTRUM

15

Order options

)

cable 1500mm 2

rod 1000mm 4

[ X ]

(X ]

3000K 0

4000K 1
DALI-2

4

O pure white RAL 9010 7

@ jet black RAL 9005 8

D)) special colours* © p.992 X

*canopy always in white

microprismatic (UGR<19)

Options on request

CRIz80

CRI=98 XPECTRUM

rod 2000mm

Casambi

Light distribution

120° 120°
90° 90°
60° 60°
30° 30°

microprismatic
direct/indirect power

LUMINOUS FLUX value calculated for

CRI=90, colour white, cover microprismatic

5 114/135*

34/32*

15

O

2 450

*cable option

2 114/135"

L

34/32*

15

2 600

*cable option

© 114/135*

1

34/32*

15

2900

*cable option
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TASK 450 round suspended
. CRI UGR| |cd/m?| |RGO| |a=D> ©F | |~Mel-
290 <19 <3000 |IEC 62471 1ADDR. 220-240V| X-PERT X-PERT

SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX

ORDER CODE

16w 3000K 1750Im 059-0541::34@P
4000K 1860Im
. CRI UGR| |RGO| |@=» @ | el
290 <19 IEC 62471 1ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE

38W 3000K 12710/11460Im
4000K 72880/t 1550Im

059-0561:34P

TASK 600 round suspended

. CRI UGR | |cd/m2| |RGO| |==&» ©F | |~
290 <19 <3000 IEC 62471 1ADDR. 220-240V| X-PERT X-PERT
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE

30w 3000K 3470lm 059-0342:34P
4000K 3690Im
‘ . ‘ CRI UGR| |RGO| |@=i» ©r | |~el-
290 <19 IEC 62471 1ADDR. 220-240V X-PERT X-PERT
SYSTEMPOWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE

45w 3000K 13470/11770Im
4000K $3690/11880Im

059-0562::34P

TASK 900 round suspended

CRI UGR| |cd/m?| |RGO| |cm=i>» ©F | |~
290 <19 53000 IEC 62471 1ADDR 220-240V X-PERT X-PERT
SYSTEMPOWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE

52W 3000K 6630Im 059-0343:34@K
4000K 7060Im
‘ : ‘ CRI UGR| |RGO| |==id» ©F| el
290 <19 IEC 62471 2ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE

100w 3000K 78800/1 4110Im
4000K $9370/14370Im

059-0363:34K
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Microsoft Office
Brussels, BE -
by PROCOS Group
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@ back

TASK square

surface

EN Square housing made of aluminium with
rounded edges; ultra low-profile design (only
15mm); surface powder coated; convenient
quick mounting system without tools; direct
light distribution by LGP body (Light Guiding
Prism); side coupled light directed downwards
by laser engraving; light control via highly
reflective reflector material; completely
homogeneous illumination; energy-efficient
LEDs with very good colour rendering;
luminaire with 2 cable openings and plug-in
terminals for through wiring; sound absorbing
accessories available

DE Quadratischer Leuchtenkorper aus
Aluminium mit abgerundeten Kanten; extrem
flache Bauform (nur 15 mm); Oberflache pul-
verbeschichtet; komfortables, werkzeugloses
Schnellmontagesystem; direkte Lichtvertei-
lung durch LGP-Body (Light-Guiding-Prism);
seitlich eingekoppeltes Licht durch Lasergra-
vur nach unten gelenkt; Lichtlenkung mittels
hochreflektierenden Reflektormaterials; abso-
lut homogene Ausleuchtung; energieeffiziente
LEDs mit sehr guter Farbwiedergabe; Leuchte
mit 2 Kabel6ffnungen und Steckklemme fiir
Weiterverdrahtung; schallabsorbierendes
Zubehor erhaltlich

Quickinfo

3000K, 4000K

CRI=90, 3 SDCM

UGR=19 / 65°<3000cd/m?
up to 137 Im/W

L90 @ 50000h

DALI-2

microprismatic (UGR<19)

Types

©
<

DDD

320x320 450x450 600x600

Colours
standard xal.com/colours

Light distribution

direct

A

Data
Monitoring

DiiA® standards
251,252, 253

ac
DIN EN 12464-1 easy
UGR<19 mouting
acoustic CRI=98

elements (p.456) XPECTRUM

Order options

COLOUR TEMPERATURE

3000K
4000K

-0

CONTROL
DALI-2

MATERIAL COLOUR

O pure white RAL 9010
@ jet black RAL 9005
M) special colours © p.992

x|~

LIGHT OPTIC COVER
microprismatic (UGR<19)

Options on request

COLOUR RENDERING INDEX

CRIz80
CRI=98 XPECTRUM

CONTROL
Casambi

LUMINOUS FLUX value calculated for

CRI=90, colour white, cover microprismatic

©

L

320

15

450

600

450

—_—Q
<
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TASK 320 square surface
CRI | |RGO| |@m» ©r | |~el-
290 IEC 62471 1ADDR. 220-240V X-PERT X-PERT
DIRECT
SYSTEMPOWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
1.8W 3000K 1230lm  059-2110::3@K
4000K 1310Im
TASK 450 square surface
CRI | |UGR| [ca/m?| |Rao| |@s> | @ | || |-
290 <19 <3000 IEC 62471 1ADDR. 220-240V| X-PERT X-PERT
DIRECT
SYSTEMPOWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
1B5W 3000K 1880Im  059-2141:3@K
4000K 2000Im
TASK 600 square surface
CRI | |UGR| |cd/m?| |RGO| |=| | @ Br| |~Ee-
290 <19 <3000 |IEC 62471 1ADDR. 220-240V| X-PERT X-PERT
DIRECT
SYSTEMPOWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
27.3W 3000K 3510lm 059-2142:3@K
4000K 3730Im

Technical data

o

500 Ix

|: D D 400ZI);O Ix

TASK 600 square surface
27.3W, 4000K, direct

ROOM VALUES

Room dimensions 54x4x2.8m
Reflection factor 07105]0.2
Maintenance factor 0.8

CALCULATION SURFACE ------

Surface dimensions 1.6x0.8m
Surface height 0.75m
Average illuminance (E, ) >500Ix
Uniformity (U,) >0.6

GLARE EVALUATION

Table Classification X=4H | Y=8H | S=0.25H
UGR transversal <19
UGR axial <19
265° <3000 cd/m?
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Art Invest headquarters Cologne, DE -
by Lepel & Lepel Architektur with
lighting design by Volker von Kardorff
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G back

TASK square

suspended

EN Square housing made of aluminium with
rounded edges; ultra low-profile design (only
15 mm); powder coated; pendant fitting with
cable suspension (4 cables); with integrated
tool-less suspension height adjustment; incl.
transparent feed; direct light distribution by
LGP body (Light Guiding Prism); side coupled
light directed downwards by laser engraving;
light control via highly reflective reflector
material; optional: indirect component with
special PCBs for increased luminous flux
and maximum ceiling illumination; completely
homogeneous illumination; energy-eff.

LEDs - very good colour rendering; canopy
for through wiring; sound absorbing accesso-
ries available

DE Quadratischer Leuchtenkorper aus Alumi-
nium mit abgerundeten Kanten; extrem flache
Bauform (nur 15 mm); pulverbeschichtet;
abgependelt mit Seilabhangung (4 Seile);
werkzeuglose Hohenverstellung an der
Leuchte; inkl. transparenter Einspeiseleitung;
direkte Lichtverteilung durch LGP-Body
(Light-Guiding-Prism); seitlich eingekoppeltes
Licht durch Lasergravur nach unten gelenkt;
Lichtlenkung mittels hochreflektierenden
Reflektormaterials; optional: Indirektlichtanteil
mit eigenen Platinen fir erhéhten Lichtstrom
und maximale Deckenaufhellung; absolut
homogene Ausleuchtung; energieeff. LEDs -
sehr gute Farbwiedergabe; Baldachin fiir
Weiterverdrahtung; schallabsorbierendes
Zubehor erhaltlich

elements (p.456)

Quickinfo

3000K, 4000K
CRI290, 3 SDCM

UGR<19/ 65°<3000cd/m?

up to 137 Im/W

L90 @ 50000h

DALI-2

microprismatic (UGR<19)

Types

[te)

]

450x450 600x600

Colours

OC® @)

standard xal.com/colours

Light distributions

.o

direct direct
indirect

e

Data
Monitoring

DiiA® standards
251,252, 253

DIN EN 1246441

acoustic

CRIz98
XPECTRUM

flat design
UGR<19 (15mm)

Order options

cable 1500mm

3000K
4000K

- |0

DALI-2

@ jet black RAL 9005
D)) special colours* © p.992

7
O pure white RAL 9010 7
8
X

*canopy always in white

microprismatic (UGR<19)

Options on request

CRIz80
CRI=98 XPECTRUM

Casambi

Light distributions

120° 120°] 120° 120°]

90° 90°] 90° 90°]

60° 60° 60° 60°

30° 30° 30° 30°

TASK 450 microprismatic TASK 600 microprismatic
direct/indirect power direct/indirect power

LUMINOUS FLUX value calculated for
CRI=90, colour white, cover microprismatic

0100
]

15 2
41 1500

450

0100

]

15
ﬂ 2
41 1500

600

600
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TASK 450 square suspended

. CRI | |UGR| |ca/m?| [RGO| |ms>| | @ | || |E)-
=90 <19 <3000 IEC 62471 1ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
15W 3000K 1880Im 059-2211:34K
4000K 2000Im
. CRI UGR| |RGO| |@==i> ~[e]-
=98 <19 IEC 62471 1ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
35W 3000K 12910/11470Im 059-2231:34K
4000K 73100/11570Im

TASK 600 square suspended

. cRI | |UGR| [ca/m?| |Rao| |=>| | @ | || |-
=290 <19 <3000 IEC 62471 1ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
27.3W 3000K 3510Im 059-2212:34K
4000K 3730Im
‘ . cRi| |uGrR| |RGo| == | @ | |©r| |-
=90 <19 IEC 62471 1ADDR. 220-240V X-PERT X-PERT
SYSTEM POWER COLOUR TEMP. LUMINOUS FLUX ORDER CODE
57W 3000K 15660/11530Im 059-2232:34K
4000K $6020/11620Im

Technical data

]

]

]

[]

500 Ix
400 Ix

250 Ix

TASK 600 square suspended
57W, 4000K, direct/indirect power

ROOM VALUES

Room dimensions 54x4x28m
Reflection factor 07105]0.2
Maintenance factor 0.8
Suspension height 2.25m
CALCULATION SURFACE ------

Surface dimensions 1.6x0.8m
Surface height 0.75m
Average illuminance (E,) >5001x
Uniformity (U,) >0.6

GLARE EVALUATION

Table Classification X=4H | Y=8H | $=0.25H
UGR transversal <19
UGR axial <19
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TASK

ceiling

EN Rectangular housing made of aluminium
with rounded edges; ultra low-profile design

(only 15mm); surface powder coated;

convenient quick mounting system without
tools; direct light distribution by LGP body
(Light Guiding Prism); side coupled light
directed downwards by laser engraving; light
control via highly reflective reflector material;
completely homogeneous illumination;
energy-efficient LEDs with very good colour
rendering; luminaire with 2 cable openings and

plug-in terminals for through wiring

| ]
-

DE Rechteckiger Leuchtenkérper aus Alu-
minium mit abgerundeten Kanten; extrem
flache Bauform (nur 15 mm); Oberflache pul-
verbeschichtet; komfortables, werkzeugloses
Schnellmontagesystem; direkte Lichtvertei-
lung durch LGP-Body (Light-Guiding-Prism);
seitlich eingekoppeltes Licht durch Lasergra-
vur nach unten gelenkt; Lichtlenkung mittels
hochreflektierenden Reflektormaterials; abso-
lut homogene Ausleuchtung; energieeffiziente
LEDs mit sehr guter Farbwiedergabe; Leuchte
mit 2 Kabel6ffnungen und Steckklemme fiir
Weiterverdrahtung

Quickinfo

3000K, 4000K, TW
CRI=90, 3 SDCM

UGR<=19 / 65°<3000cd/m?
up to 131Im/W

L80 @ 50000h

DALI-2

microprismatic (UGR<19)

Types

o
I
Sm

1220

38|

320

1520

Colours
standard xal.com/colours

Light distribution

direct

[

Data
Monitoring

DiiA® standards  DIN EN 12464-1

251, 252, 253 UGR<19
tunable white CRI=98
2700-6500K <ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>